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Zurich based designer OLIVER KOENIGS knows from his long 
experience as lighting consultant that a good downlight has to 
integrate itself smoothly and unobstrusively into the architecture. 
Therefore a good downlight discretely performs its actual service 
concealed in the background. However, he is convinced that of an 
excellent downlight, not only the instantly apparent outlet has to 
look perfect, but that also the usually unseen parts above the ceiling 
have to be shaped and concerted in a precise and utile manner.
 
Therefore the NEKO downlights designed by OLIVER KOENIGS 
feature a coherent arrangement of components, in which the shape 
of each component is carefully derived from its specific function and 
at the same time reduced to clear and distinct outlines. Apart from the
unique and pleasant appearance of the product, this arrangement of 
components results in a flexible modularity with various configurations. 
Thus, plenty of different lighting tasks can be covered by this single 
downlight family.
 

Design

Der in Zürich ansässige Designer OLIVER KÖNIGS weiss aus seiner langjährigen 
Erfahrung als Beleuchtungsberater, dass sich gute Einbauleuchten nahtlos und 
unaufdringlich in die Architektur einfügen müssen. Eine gute Einbauleuchte erfüllt ihre 
Aufgabe verdeckt im Hintergrund. Er ist jedoch davon überzeugt, dass von einer 
hervorragenden Einbauleuchte nicht nur der sichtbare Teil perfekt aussehen muss, 
sondern dass auch die Teile hinter der Zimmerdecke, die normalerweise 
verborgen bleiben, präzise und zweckgemäss geformt eingefügt werden müssen.

Aus diesem Grunde stellen die Einbauleuchten, die von OLIVER KÖNIGS designed 
werden, ein kohärentes Ensemble von Komponenten dar, die sich in ihrer Form 
sorgfältig an ihre spezifische Funktion anpassen, sich gleichzeitig aber auf klare und 
sichtbare Konturen beschränken. Abgesehen von dem einzigartigen und ansprechenden 
Aussehen des Produkts bietet die Ausgestaltung der Komponenten als flexible Module 
die verschiedensten Gestaltungsmöglichkeiten. Auf diese Weise können jede Menge 
unterschiedlicher Lichtlösungen mit einer einzigen Leuchtenfamilie abgedeckt werden.

Oliver Königs 

Design



· Create a circle of light from a line of LED Downlights

· A narrow line of nano LED Downlights for pure minimalism

· Superior glare control for high performance and visual comfort

· Fixed, Adjustable, Wall washer, General light, Spotlight and trimless versions for choice

· Five-year guarantee 

· Hohe Lichtplanungs�exibilität mit verschiedenen Grössen von Lichtmodulen

· Schmale LED-Downlights für reinen Minimalismus

· Bester Blendschutz mit hoher Leistung und gutem Sehkomfort

· Fix und schwenkbar, Wallwasher, Allgemeinbeleuchtung, Spot und rahmenlose Version verfügbar  

· 5 Jahre Garantie

  FUSIONNEKO /
Linear LED Downlight Series

001 002www.nekolighting.com



Secondary Re�ector Beam

BLACK Medium 24° Wide 40°SPECULAR

       FIXED                           ADJUSTABLE                       WALL WASHER                                     GENERAL LIGHT                        SPOTLIGHT                                             TRIMLESS 

90X37
FS2 / 2 LED / 4W / 350 lm

62X37 FS1 / 1 LED / 2W / 170 lm

FF3 / 3 LED / 7W / 550 lm

FF2 / 2 LED / 4W / 350 lm

FF1 / 1 LED / 2W / 170 lm FFT5 / 5 LED / 11W / 900 lm
152X44FA5 / 5 LED / 11W / 900 lm

FFT10 / 10 LED / 22W / 1800 lm
290X44FA10 / 10 LED / 22W / 1800 lm

FS3 / 3 LED / 7W / 550 lm
144X37

FF3-FS1 / 4 LED / 9W / 700 lm144X37

FS6 / 6 LED / 14W / 1050 lm
282X37

FF6-FS2 / 8 LED / 18W / 1400 lm
282X37

FF10 / 10 LED / 22W / 1800 lm

FF5 / 5 LED / 11W / 900 lm

FW10 / 10 LED / 22W / 1200 lm

FW5 / 5 LED / 11W / 600 lm

Flood

FG5 / 5 LED / 11W / 400 lm

FG10 / 10 LED / 22W / 950 lm

FWT10 / 10 LED / 22W / 1200 lm

FWT5 / 5 LED / 11W / 600 lm
152X44

290X44

FGT5 / 5 LED / 11W / 400 lm
152X44

FGT10 / 10 LED / 22W / 950 lm
290X44

FS3 / 3 LED / 7W / 550 lm
152X44

FS6 / 6 LED / 14W / 1050 lm
290X44

  FUSIONNEKO /
Linear Downlight Series

90X37

62X37

37X37 160X52

298X52

282X37

144X37

144X37 144X37

282X37 282X37

003 004www.nekolighting.com



  FUSIONNEKO /
Fixed series LED Downlight



Black re�ector Specular re�ector

2 LED / 4W / 350 lm

1 LED / 2W / 170 lm

3 LED / 7W / 550 lm

Secondary Reflector Beam

BLACK SPECULAR

5 LED / 11W / 900 lm

10 LED / 22W / 1800 lm

Medium 24° Wide 40°

2 LED / 4W / 400 lm

1 LED / 2W / 200 lm

3 LED / 7W / 600 lm

5 LED / 11W / 1050 lm

10 LED / 22W / 2100 lm

45 mm

45 mm

282X37

37X37

62X37

90X37

144X37

45 mm

60 mm

70 mm

45 mm

98 mm

45 mm

153 mm

45 mm

290 mm

45 mm

  FUSIONNEKO /
Fixed series LED Downlight

007 008www.nekolighting.com



Fixed LED Downlight
  FUSION / FF1NEKO /

Short Info

45x45

·Gute und schöne Lichtverteilung

·bester Blendschutz und angenehmer Sehkomfort

    

·Perfekte Kombination von Linse & Re�etor

Kurze Info

·Sehr kleine und feine LED Einbauleuchte

Features

·LED protected by lens

24° 40°

160lm
170lm
190lm

2W
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

·Circle from line

·Superior glare control

    

·Perfect combination of lens & re�ector

·Ultra miniature recessed LED downlight

·Ceiling thickness: 1mm-25mm

Code
A412111(X)

System outputSystem Power CCTCRI
170 lm

180 lm

3000K

4000K

80

80

250 lm

280 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A412112(X)

A412121(X)170 lm

180 lm

250 lm

280 lm A412122(X)

A412117(X)

A412118(X)

 constant current LED driver, White trim, Black re�ector

LED Voltage LED Current
3.5 V

3.5 V

3.5 V

3.5 V

700 mA

700 mA

700 mA

700 mA

A412127(X)

A412128(X)

LED Power
2 W 3 W

2 W 3 W

2 W 3 W

2 W 3 W

Order Information   

FF1-2W

CREE LED pwered by 700mA

FF1-2W-830-24D

FF1-2W-840-24D

FF1-2W-830-40D

FF1-2W-840-40D

Model

140 lm

150 lm

3000K

4000K

90

90

200 lm

220 lm

24°

24°

3000K

4000K

90

90

40°

40°

140 lm

150 lm

200 lm

220 lm

3.5 V

3.5 V

3.5 V

3.5 V

700 mA

700 mA

700 mA

700 mA

2 W 3 W

2 W 3 W

2 W 3 W

2 W 3 W

FF1-2W-930-24D

FF1-2W-940-24D

FF1-2W-930-40D

FF1-2W-940-40D

Remark: X= (ON-OFF)  F N   X=  (Without Driver )  

Fixture color 

White trim
Black re�ector

White trim
Specular re�ector

Black trim
Black re�ector

Black trim
Specular re�ector

Light Distribution  

3000K

6
0

UGR
< 1937x37

For more info see: www.nekolighting.com

840lx1m

210lx

93lx

53lx

Height, Emax

10°

33lx

Diameter

Ø43

Ø85

Ø129

Ø172

(cm)

Ø215

20°

2m

3m

4m

5m

FF1-2W-830-24D

24°

10°20° 0°

40°

10°20°

Height,

10°0°

Diameter

Ø75

Ø150

Ø225

Ø300

(cm)

Ø376

20°

5m

FF1-2W-830-40D

340lx1m

85lx

Emax

2m

3m

4m

38lx

21lx

14lx

009 010www.nekolighting.com



Fixed LED Downlight
  FUSION / FF2NEKO /

70x45

24° 40°

330lm
350lm
380lm

4W
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

Code
A422111(X)

System outputSystem Power CCTCRI
350 lm

380 lm

3000K

4000K

80

80

500 lm

500 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A422112(X)

A422121(X)350 lm

380 lm

550 lm

550 lm A422122(X)

A422117(X)

A422118(X)

 constant current LED driver, White trim, Black re�ector

LED Voltage LED Current
6.5 V

6.5 V

6.5 V

6.5 V

700 mA

700 mA

700 mA

700 mA

A422127(X)

A422128(X)

LED Power
4 W 6 W

4 W 6 W

4 W 6 W

4 W 6 W

Order Information   

FF2-4W

CREE LED pwered by 700mA

FF2-4W-830-24D

FF2-4W-840-24D

FF2-4W-830-40D

FF2-4W-840-40D

Model

300 lm

330 lm

3000K

4000K

90

90

420 lm

450 lm

24°

24°

3000K

4000K

90

90

40°

40°

300 lm

330 lm

420 lm

450 lm

6.5 V

6.5 V

6.5 V

6.5 V

700 mA

700 mA

700 mA

700 mA

4 W 6 W

4 W 6 W

4 W 6 W

4 W 6 W

FF2-4W-930-24D

FF2-4W-940-24D

FF2-4W-930-40D

FF2-4W-940-40D

Remark: X= (ON-OFF)  F N   X=  (Without Driver )  

Fixture color 

White trim
Black re�ector

White trim
Specular re�ector

Black trim
Black re�ector

Black trim
Specular re�ector

Light Distribution  

3000K

For more info see: www.nekolighting.com

1668lx1m

417lx

185lx

104lx

Height, Emax

10°

67lx

Diameter

Ø44

Ø89

Ø133

Ø177

(cm)

Ø221

20°

2m

3m

4m

5m

FF2-4W-830-24D

24°

10°20° 0°

40°

10°20°

Height,

10°0°

Diameter

Ø68

Ø136

Ø204

Ø272

(cm)

Ø340

20°

5m

FF2-4W-830-40D

735lx1m

184lx

Emax

2m

3m

4m

82lx

46lx

30lx

6
0

Short Info

·Gute und schöne Lichtverteilung

·bester Blendschutz und angenehmer Sehkomfort

    

·Perfekte Kombination von Linse & Re�etor

Kurze Info

·Sehr kleine und feine LED Einbauleuchte

Features

·LED protected by lens

·Circle from line

·Superior glare control

    

·Perfect combination of lens & re�ector

·Ultra miniature recessed LED downlight

·Ceiling thickness: 1mm-25mm

UGR
< 1962x37

011 012www.nekolighting.com



Fixed LED Downlight
  FUSION / FF3NEKO /

98x45

24° 40°

500lm
550lm
600lm

7W
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

Code
A432111(X)

System outputSystem Power CCTCRI
550 lm

600 lm

3000K

4000K

80

80

750 lm

800 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A432112(X)

A432121(X)550 lm

600 lm

750 lm

800 lm A432122(X)

A432117(X)

A432118(X)

 constant current LED driver, White trim, Black re�ector

LED Voltage LED Current
10 V

10 V

10 V

10 V

700 mA

700 mA

700 mA

700 mA

A432127(X)

A432128(X)

LED Power
7 W 9 W

7 W 9 W

7 W 9 W

7 W 9 W

Order Information   

FF3-7W

CREE LED pwered by 700mA

FF3-7W-830-24D

FF3-7W-840-24D

FF3-7W-830-40D

FF3-7W-840-40D

Model

450 lm

500 lm

3000K

4000K

90

90

650 lm

700 lm

24°

24°

3000K

4000K

90

90

40°

40°

450 lm

500 lm

650 lm

700 lm

10 V

10 V

10 V

10 V

700 mA

700 mA

700 mA

700 mA

7 W 9 W

7 W 9 W

7 W 9 W

7 W 9 W

FF3-7W-930-24D

FF3-7W-940-24D

FF3-7W-930-40D

FF3-7W-940-40D

Fixture color 

White trim
Black re�ector

White trim
Specular re�ector

Black trim
Black re�ector

Black trim
Specular re�ector

Light Distribution  

3000K

For more info see: www.nekolighting.com

2553lx1m

638lx

284lx

160lx

Height, Emax

10°

102lx

Diameter

Ø45

Ø90

Ø135

Ø180

(cm)

Ø225

20°

2m

3m

4m

5m

FF3-7W-830-24D

24°

10°20° 0°

40°

10°20°

Height,

10°0°

Diameter

Ø78

Ø156

Ø233

Ø311

(cm)

Ø389

20°

5m

FF3-7W-830-40D

988lx1m

247lx

Emax

2m

3m

4m

110lx

62lx

40lx

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

6
0

Short Info

·Gute und schöne Lichtverteilung

·bester Blendschutz und angenehmer Sehkomfort

    

·Perfekte Kombination von Linse & Re�etor

Kurze Info

·Sehr kleine und feine LED Einbauleuchte

Features

·LED protected by lens

·Circle from line

·Superior glare control

    

·Perfect combination of lens & re�ector

·Ultra miniature recessed LED downlight

·Ceiling thickness: 1mm-25mm

UGR
< 1990x37

013 014www.nekolighting.com



Fixed LED Downlight
  FUSION / FF5 / FFT5NEKO /

152.5x45

6
024° 40°

850lm
900lm
950lm

11W
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

Code
A452111(X)

System outputSystem Power CCTCRI
900 lm

950 lm

3000K

4000K

80

80

1300 lm

1400 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A452112(X)

A452121(X)900 lm

950 lm

1300 lm

1400 lm A452122(X)

 constant current LED driver, White trim, Black re�ector

LED Voltage LED Current
16 V

16 V

16 V

16 V

700 mA

700 mA

700 mA

700 mA

LED Power
11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

Order Information   

FF5-11W

CREE LED pwered by 700mA

FF5-11W-830-24D

FF5-11W-840-24D

FF5-11W-830-40D

FF5-11W-840-40D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Fixture color 

White trim/trimless
Black re�ector

White trim/trimless
Specular re�ector

Black trim/trimless
Black re�ector

Black trim/trimless
Specular re�ector

Light Distribution  

3000K

For more info see: www.nekolighting.com

Code
B452111(X)

System outputSystem Power CCTCRI

900 lm

950 lm

3000K

4000K

80

80

1300 lm

1400 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

B452112(X)

B452121(X)900 lm

950 lm

1300 lm

1400 lm B452122(X)

 constant current LED driver, White , Black re�ectortrimless

LED Voltage LED Current

16 V

16 V

16 V

16 V

700 mA

700 mA

700 mA

700 mA

LED Power

11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

FFT5-11W

CREE LED pwered by 700mA

FFT5-11W-830-24D

FFT5-11W-840-24D

FFT5-11W-830-40D

FFT5-11W-840-40D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

36

150x41

6
2

.5

144x37

152x44

4354lx1m

1088lx

484lx

272lx

Height, Emax

10°

174lx

Diameter

Ø45

Ø90

Ø136

Ø181

(cm)

Ø227

20°

2m

3m

4m

5m

FF5-11W-830-24D

24°

10°20° 0°

FFT5-11W-830-24D
40°

10°20°

Height,

10°0°

Diameter

Ø78

Ø156

Ø233

Ø311

(cm)

Ø389

20°

5m

FF5-11W-830-40D

1690lx1m

423lx

Emax

2m

3m

4m

188lx

106lx

68lx

FFT5-11W-830-40D

Short Info

·Gute und schöne Lichtverteilung

·Bester Blendschutz und angenehmer Sehkomfort

    

·Perfekte Kombination von Linse & Re�etor

Kurze Info

·Sehr kleine und feine LED Einbauleuchte

Features

·LED protected by lens

·Circle from line

·Superior glare control

    

·Perfect combination of lens & re�ector
·Ultra miniature recessed LED downlight

·Ceiling thickness: 1mm-25mm

·Rahmenlose Version erhältlich

    

·Trimless available

    

UGR
< 19144x37 152x44

(Trimless)

015 016www.nekolighting.com



Fixed LED Downlight
  FUSION / FF10 / FFT10NEKO /

24° 40°

1700lm
1800lm
2000lm

22W
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

290x45

6
0

36

286.5x41

6
2

.5

 constant current LED driver, White trim, Black re�ector

Order Information   

FF10-22W

CREE LED pwered by 700mA

Code
A402111(X)

System outputSystem Power CCTCRI
1800 lm

2000 lm

3000K

4000K

80

80

2600 lm

2800 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A402112(X)

A402121(X)1800 lm

2000 lm

2600 lm

2800 lm A402122(X)

LED Voltage LED Current
31 V

31 V

31 V

31 V

700 mA

700 mA

700 mA

700 mA

LED Power
22 W 24 W

22 W 24 W

22 W 24 W

22 W 24 W

FF10-22W-830-24D

FF10-22W-840-24D

FF10-22W-830-40D

FF10-22W-840-40D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Fixture color 

White trim/trimless
Black re�ector

White trim/trimless
Specular re�ector

Black trim/trimless
Black re�ector

Black trim/trimless
Specular re�ector

Light Distribution  

3000K

For more info see: www.nekolighting.com

 constant current LED driver, White , Black re�ectortrimless

FFT10-22W

CREE LED pwered by 700mA

282x37

290x44

8071lx1m

2018lx

897lx

504lx

Height, Emax

10°

323lx

Diameter

Ø46

Ø92

Ø138

Ø184

(cm)

Ø230

20°

2m

3m

4m

5m

FF10-22W-830-24D

24°

10°20° 0°

FFT10-22W-830-24D
40°

10°20°

Height,

10°0°

Diameter

Ø75

Ø149

Ø223

Ø298

(cm)

Ø372

20°

5m

FF10-22W-830-40D

3563lx1m

891lx

Emax

2m

3m

4m

396lx

223lx

142lx

FFT10-22W-830-40D

Code
B402111(X)

System outputSystem Power CCTCRI
1800 lm

2000 lm

3000K

4000K

80

80

2600 lm

2800 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

B402112(X)

B402121(X)1800 lm

2000 lm

2600 lm

2800 lm B402122(X)

LED Voltage LED Current
31 V

31 V

31 V

31 V

700 mA

700 mA

700 mA

700 mA

LED Power
22 W 24 W

22 W 24 W

22 W 24 W

22 W 24 W

FFT10-22W-830-24D

FFT10-22W-840-24D

FFT10-22W-830-40D

FFT10-22W-840-40D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Short Info

·Gute und schöne Lichtverteilung

·Bester Blendschutz und angenehmer Sehkomfort

    

·Perfekte Kombination von Linse & Re�etor

Kurze Info

·Sehr kleine und feine LED Einbauleuchte

Features

·LED protected by lens

·Circle from line

·Superior glare control

    

·Perfect combination of lens & re�ector
·Ultra miniature recessed LED downlight

·Ceiling thickness: 1mm-25mm

·Rahmenlose Version erhältlich

    

·Trimless available

    

UGR
< 19282x37 290x44

(Trimless)

017 018www.nekolighting.com



+20°-20°

  FUSIONNEKO /
Adjustable series LED Downlight



Adjustable LED Downlight
  FUSION / FA5NEKO /

171x70

6
024° 40°

850lm
900lm
950lm

11W
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

Code
A552111(X)

System outputSystem Power CCTCRI
900 lm

950 lm

3000K

4000K

80

80

1300 lm

1400 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A552112(X)

A552121(X)900 lm

950 lm

1300 lm

1400 lm A552122(X)

 constant current LED driver, White trim, Black re�ector

LED Voltage LED Current
16 V

16 V

16 V

16 V

700 mA

700 mA

700 mA

700 mA

LED Power
11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

Order Information   

FA5-11W

CREE LED pwered by 700mA

FA5-11W-830-24D

FA5-11W-840-24D

FA5-11W-830-40D

FA5-11W-840-40D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Fixture color 

White trim
Black re�ector

White trim
Specular re�ector

Black trim
Black re�ector

Black trim
Specular re�ector

Light Distribution  

3000K

For more info see: www.nekolighting.com

4354lx1m

1088lx

484lx

272lx

Height, Emax

10°

174lx

Diameter

Ø45

Ø90

Ø136

Ø181

(cm)

Ø227

20°

2m

3m

4m

5m

FA5-11W-830-24D

24°

10°20° 0°

40°

10°20°

Height,

10°0°

Diameter

Ø78

Ø156

Ø233

Ø311

(cm)

Ø389

20°

5m

FA5-11W-830-40D

1690lx1m

423lx

Emax

2m

3m

4m

188lx

106lx

68lxShort Info

·Gute und schöne Lichtverteilung

·Bester Blendschutz und angenehmer Sehkomfort

    

·Perfekte Kombination von Linse & Re�etor

Kurze Info

·Einstellbar LED Einbauleuchte

Features

·±20° tilt angle 

·Circle from line

·Superior glare control

    

·Perfect combination of lens & re�ector
·Adjustable LED downlight

UGR
< 19160x53

·Ceiling thickness: 1mm-25mm

021 022www.nekolighting.com



24° 40°

1700lm
1800lm
2000lm

22W
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

 constant current LED driver, White trim, Black re�ector

Order Information   

FA10-22W

CREE LED pwered by 700mA

Code
A502111(X)

System outputSystem Power CCTCRI
1800 lm

2000 lm

3000K

4000K

80

80

2600 lm

2800 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A502112(X)

A502121(X)1800 lm

2000 lm

2600 lm

2800 lm A502122(X)

LED Voltage LED Current
31 V

31 V

31 V

31 V

700 mA

700 mA

700 mA

700 mA

LED Power
22 W 24 W

22 W 24 W

22 W 24 W

22 W 24 W

FA10-22W-830-24D

FA10-22W-840-24D

FA10-22W-830-40D

FA10-22W-840-40D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Light Distribution  

3000K

For more info see: www.nekolighting.com

8071lx1m

2018lx

897lx

504lx

Height, Emax

10°

323lx

Diameter

Ø46

Ø92

Ø138

Ø184

(cm)

Ø230

20°

2m

3m

4m

5m

FA10-22W-830-24D

24°

10°20° 0°

40°

10°20°

Height,

10°0°

Diameter

Ø75

Ø149

Ø223

Ø298

(cm)

Ø372

20°

5m

FA10-22W-830-40D

3563lx1m

891lx

Emax

2m

3m

4m

396lx

223lx

142lx

UGR
< 19

Adjustable LED Downlight
  FUSION / FA10NEKO /

298x53

Short Info

·Gute und schöne Lichtverteilung

·Bester Blendschutz und angenehmer Sehkomfort

    

·Perfekte Kombination von Linse & Re�etor

Kurze Info

·Einstellbar LED Einbauleuchte

Features

·±20° tilt angle 

·Circle from line

·Superior glare control

    

·Perfect combination of lens & re�ector
·Adjustable LED downlight

·Ceiling thickness: 1mm-25mm

Fixture color 

White trim
Black re�ector

White trim
Specular re�ector

Black trim
Black re�ector

Black trim
Specular re�ector

023 024www.nekolighting.com

309x70

6
0



sehr gute Wallwasher Beleuchtungsqualität
High quality wall washer illumination

  FUSIONNEKO /
Wall washer series LED Downlight

·Ceiling thickness: 1mm-25mm

026www.nekolighting.com



Wall wahser LED Downlight
  FUSION / FW5NEKO /

152.5x45

6
0

550lm
600lm
650lm

11W
CRI80 2700K

3000K
4000KCRI90

144x37

50,000h@L80

36

150x41

6
2

.5

152x44
(Trimless)

Short Info

·Gleichmässiger Wallwasher Effekt

Kurze Info

·Wallwasher LED Einbauleuchte
·Uniform wall washer effect 
·Wall washer LED downlight
·Square trim/ trimless·Quadratischer Einbaurahmen/ Rahmenlos

Code
A751131(X)

System outputSystem Power CCTCRI
600 lm

650 lm

3000K

4000K

80

80

1300 lm

1400 lm

LED output

3000K

4000K

90

90

A751132(X)

A751137(X)550 lm

600 lm

1200 lm

1300 lm A751138(X)

 constant current LED driver, White trim, Matt re�ector

LED Voltage LED Current
16 V

16 V

16 V

16 V

700 mA

700 mA

700 mA

700 mA

LED Power
11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

Order Information   

FW5-11W

CREE LED pwered by 700mA

FW5-11W-830

FW5-11W-840

FW5-11W-930

FW5-11W-940

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Fixture color 

White trim/trimless
Matt re�ector

Black trim/trimless
Matt re�ector

Light Distribution  

3000K

For more info see: www.nekolighting.com

Code
B751131(X)

System outputSystem Power CCTCRI

600 lm

650 lm

3000K

4000K

80

80

1300 lm

1400 lm

LED output

3000K

4000K

90

90

B751132(X)

B751137(X)550 lm

600 lm

1200 lm

1300 lm B751138(X)

 constant current LED driver, White , Matt re�ectortrimless

LED Voltage LED Current

16 V

16 V

16 V

16 V

700 mA

700 mA

700 mA

700 mA

LED Power

11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

FWT5-11W

CREE LED pwered by 700mA

FWT5-11W-830

FWT5-11W-840

FWT5-11W-930

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

144x37

152x44

223lx1m

56lx

25lx

14lx

Height, Emax

10°

9lx

Diameter

Ø212

Ø425

Ø637

Ø849

(cm)

Ø1062

20°

2m

3m

4m

5m

FW5-11W-830

10°20° 0°

FWT5-11W-940

FWT5-11W-830

027 028www.nekolighting.com



Wall wahser LED Downlight
  FUSION / FW10NEKO /

290x45

6
0

1100lm
1200lm
1300lm

22W
CRI80 2700K

3000K
4000KCRI90

282x37

50,000h@L80

36

286.5x41

6
2

.5

290x44
(Trimless)

Short Info

·Gleichmässiger Wallwasher Effekt

Kurze Info

·Wallwasher LED Einbauleuchte
·Uniform wall washer effect 
·Wall washer LED downlight
·Square trim/ trimless·Quadratischer Einbaurahmen/ Rahmenlos

Order Information   

Code
A701131(X)

System outputSystem Power CCTCRI
1200 lm

1300 lm

3000K

4000K

80

80

2600 lm

2800 lm

LED output

3000K

4000K

90

90

A701132(X)

A701137(X)1100 lm

1200 lm

2300 lm

2500 lm A701138(X)

 constant current LED driver, White trim, Matt re�ector

LED Voltage LED Current
31 V

31 V

31 V

31 V

700 mA

700 mA

700 mA

700 mA

LED Power
22 W 24 W

22 W 24 W

22 W 24 W

22 W 24 W

FW10-22W

CREE LED pwered by 700mA

FW10-22W-830

FW10-22W-840

FW10-22W-930

FW10-22W-940

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Fixture color 

White trim/trimless
Matt re�ector

Black trim/trimless
Matt re�ector

Light Distribution  

3000K

For more info see: www.nekolighting.com

282x37

290x44

600lx1m

140lx

62lx

35lx

Height, Emax

10°

23lx

Diameter

Ø208

Ø416

Ø624

Ø832

(cm)

Ø1040

20°

2m

3m

4m

5m

FW10-22W-830

10°20° 0°

Code
B701131(X)

System outputSystem Power CCTCRI
1200 lm

1300 lm

3000K

4000K

80

80

2600 lm

2800 lm

LED output

3000K

4000K

90

90

B701132(X)

B701137(X)1100 lm

1200 lm

2300 lm

2500 lm B701138(X)

 constant current LED driver, White trim, Matt re�ector

LED Voltage LED Current
31 V

31 V

31 V

31 V

700 mA

700 mA

700 mA

700 mA

LED Power
22 W 24 W

22 W 24 W

22 W 24 W

22 W 24 W

FWT10-22W

CREE LED pwered by 700mA

FWT10-22W-830

FWT10-22W-840

FWT10-22W-930

FWT10-22W-940

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

FWT10-22W-830

·Ceiling thickness: 1mm-25mm

029 030www.nekolighting.com



General LED Downlight
  FUSION / FG5NEKO /

152.5x45

6
0

380lm
400lm
450lm

11W
CRI80 2700K

3000K
4000KCRI90

144x37

50,000h@L80

36

150x41

6
2

.5

152x44
(Trimless)

Short InfoKurze Info

·Uniform general lighting
·Wide beam angle general light
·Square trim/ trimless

Code
A652141(X)

System outputSystem Power CCTCRI
400 lm

450 lm

3000K

4000K

80

80

1300 lm

1400 lm

LED output

3000K

4000K

90

90

A652142(X)

A652147(X)370 lm

400 lm

1200 lm

1300 lm A652148(X)

 constant current LED driver, White trim, Black re�ector

LED Voltage LED Current
16 V

16 V

16 V

16 V

700 mA

700 mA

700 mA

700 mA

LED Power
11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

Order Information   

FG5-11W

CREE LED pwered by 700mA

FG5-11W-830

FG5-11W-840

FG5-11W-930

FG5-11W-940

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Fixture color 

White trim/trimless
Black re�ector

Black trim/trimless
Black re�ector

Light Distribution  

3000K

Code
B652141(X)

System outputSystem Power CCTCRI

400 lm

450 lm

3000K

4000K

80

80

1300 lm

1400 lm

LED output

3000K

4000K

90

90

B652142(X)

B652147(X)370 lm

400 lm

1200 lm

1300 lm B652148(X)

 constant current LED driver, White , Black re�ectortrimless

LED Voltage LED Current

16 V

16 V

16 V

16 V

700 mA

700 mA

700 mA

700 mA

LED Power

11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

FGT5-11W

CREE LED pwered by 700mA

FGT5-11W-830

FGT5-11W-840

FGT5-11W-930

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

144x37

152x44

FGT5-11W-940

Features

·Diffuser for general lighting ·Ceiling thickness: 1mm-25mm

262lx1m

66lx

29lx

16lx

Height,Emax

10°0°10°

11lx

Diameter

Ø120

Ø240

Ø360

Ø480

(cm)

Ø600

20° 20°

2m

3m

4m

5m

For more info see: www.nekolighting.com

FG5-11W-830
FGT5-11W-830

Trimless

031 032www.nekolighting.com

·Gleichmässige Allgemeinbeleuchtung
·Breiter Abstrahlungswinkel
·Quadratischer Einbaurahmen/ Rahmenlos



General LED Downlight
  FUSION / FG10NEKO /

6
0

850lm
900lm
950lm

22W
CRI80 2700K

3000K
4000KCRI90

282x37

50,000h@L80

36

6
2

.5

290x44
(Trimless)

Short Info

·Gleichmässige Allgemeinbeleuchtung

Kurze Info

·Breiter Abstrahlungswinkel
·Uniform general lighting
·Wide beam angle general light
·Square trim/ trimless·Quadratischer Einbaurahmen/ Rahmenlos

Code
A602141(X)

System outputSystem Power CCTCRI
900 lm

950 lm

3000K

4000K

80

80

2600 lm

2800 lm

LED output

3000K

4000K

90

90

A602142(X)

A602147(X)800 lm

850 lm

2300 lm

2500 lm A602148(X)

 constant current LED driver, White trim, Black re�ector

LED Voltage LED Current
31 V

31 V

31 V

31 V

700 mA

700 mA

700 mA

700 mA

LED Power
22 W 24 W

22 W 24 W

22 W 24 W

22 W 24 W

Order Information   

FG10-22W

CREE LED pwered by 700mA

FG10-22W-830

FG10-22W-840

FG10-22W-930

FG10-22W-940

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Fixture color 

White trim/trimless
Black re�ector

Black trim/trimless
Black re�ector

Light Distribution  

3000K

Code
B602141(X)

System outputSystem Power CCTCRI

900 lm

950 lm

3000K

4000K

80

80

2600 lm

2800 lm

LED output

3000K

4000K

90

90

B602142(X)

B602147(X)800 lm

850 lm

2300 lm

2500 lm B602148(X)

 constant current LED driver, White , Black re�ectortrimless

LED Voltage LED Current

31 V

31 V

31 V

31 V

700 mA

700 mA

700 mA

700 mA

LED Power

22 W 24 W

22 W 24 W

22 W 24 W

22 W 24 W

FGT10-22W

CREE LED pwered by 700mA

FGT10-22W-830

FGT10-22W-840

FGT10-22W-930

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

282x37

290x44

FGT10-22W-940

Features

·Diffuser for general lighting ·Ceiling thickness: 1mm-25mm

627lx1m

157lx

70lx

39lx

Height,Emax

10°0°10°

25lx

Diameter

Ø115

Ø230

Ø344

Ø460

(cm)

Ø574

20° 20°

2m

3m

4m

5m

For more info see: www.nekolighting.com

FG10-22W-830
FGT10-22W-830

Trimless

290x45 286.5x41

033 034www.nekolighting.com



Diversity Design with Adjustable Spot Light

  FUSIONNEKO /
Adjustable Spotlight

035 036www.nekolighting.com



  FUSION / FS1 / FS2 / FS3 / FS6NEKO /

Short Info

45x45

·Bester Blendschutz und angenehmer Sehkomfort

    

·355° drehbar & 90° positionierbar

Kurze Info

·Sehr kleine und feine LED Spotbeleuchtung

Features

··Spotlight 355° rotation & 90° pivot

15° 25°

160lm
170lm
190lm

2W / Spot
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

·Superior glare control

    

·Spotlight 355° rotation & 90° pivot

·Ultra miniature recessed LED spotlight

·Ceiling thickness: 1mm-25mm

Code
A811111(X)

System outputSystem Power CCTCRI
170 lm

180 lm

3000K

4000K

80

80

250 lm

280 lm

LED outputBEAM
15°

15°

3000K

4000K

80

80

25°

25°

A811112(X)

A811121(X)170 lm

180 lm

250 lm

280 lm A811122(X)

 constant current LED driver, White trim

LED Voltage LED Current
3.5 V

3.5 V

3.5 V

3.5 V

700 mA

700 mA

700 mA

700 mA

LED Power
2 W 3 W

2 W 3 W

2 W 3 W

2 W 3 W

Order Information   

FS1-2W

CREE LED pwered by 700mA

FS1-2W-830-15D

FS1-2W-840-15D

FS1-2W-830-25D

FS1-2W-840-25D

Model

Remark: X= (ON-OFF)  F N   X=  (Without Driver )  

Fixture color 

White

Black

6
0

UGR
< 19

62x37

For more info see: www.nekolighting.com

Adjustable Spotlight

90x37
144x37
282x37

152x44

(Trimless)
290x44

·Square trim/ trimless·Quadratischer Einbaurahmen/ Rahmenlos

70 290

98 152.5

Code
A821111(X)

System outputSystem Power CCTCRI
350 lm

400 lm

3000K

4000K

80

80

500 lm

550 lm

LED outputBEAM
15°

15°

3000K

4000K

80

80

25°

25°

A821112(X)

A821121(X)350 lm

400 lm

500 lm

550 lm A821122(X)

 constant current LED driver, White trim

LED Voltage LED Current
6.5 V

6.5 V

6.5 V

6.5 V

700 mA

700 mA

700 mA

700 mA

LED Power
4 W 6 W

4 W 6 W

4 W 6 W

4 W 6 W

FS2-4W

CREE LED pwered by 700mA

FS2-4W-830-15D

FS2-4W-840-15D

FS2-4W-830-25D

FS2-4W-840-25D

Model

Code
A831111(X)

System outputSystem Power CCTCRI
550 lm

600 lm

3000K

4000K

80

80

750 lm

800 lm

LED outputBEAM
15°

15°

3000K

4000K

80

80

25°

25°

A831112(X)

A831121(X)550 lm

600 lm

750 lm

800 lm A831122(X)

 constant current LED driver, White trim

LED Voltage LED Current
10 V

10 V

10 V

10 V

700 mA

700 mA

700 mA

700 mA

LED Power
7 W 9 W

7 W 9 W

7 W 9 W

7 W 9 W

FS3-7W

CREE LED pwered by 700mA

FS3-7W-830-15D

FS3-7W-840-15D

FS3-7W-830-25D

FS3-7W-840-25D

Model

Code
A861111(X)

System outputSystem Power CCTCRI
1050 lm

1100 lm

3000K

4000K

80

80

1500 lm

1600 lm

LED outputBEAM
15°

15°

3000K

4000K

80

80

25°

25°

A861112(X)

A861121(X)1050 lm

1100 lm

1500 lm

1600 lm A861122(X)

 constant current LED driver, White trim

LED Voltage LED Current
19 V

19 V

19 V

19 V

700 mA

700 mA

700 mA

700 mA

LED Power
14 W 16 W

14 W 16 W

14 W 16 W

14 W 16 W

FS6-14W

CREE LED pwered by 700mA

FS6-14W-830-15D

FS6-14W-840-15D

FS6-14W-830-25D

FS6-14W-840-25D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

Light Distribution  

037 038www.nekolighting.com



  FUSION / FF3-FS1 / FF6-FS2NEKO /

Short Info

45

·Bester Blendschutz und angenehmer Sehkomfort

    

·355° drehbar & 90° positionierbar

Kurze Info

·Sehr kleine und feine LED Spotbeleuchtung

Features

··Spotlight 355° rotation & 90° pivot

15° 25°

160lm
170lm
190lm

2W / Spot
CRI80 2700K

3000K
4000KCRI90 50,000h@L80

·Superior glare control

    

·Spotlight 355° rotation & 90° pivot

·Ultra miniature recessed LED spotlight

·Ceiling thickness: 1mm-25mm

Order Information   

Fixture color 

White

Black

6
0

UGR
< 19

Adjustable Spotlight

144x37
282x37

152x44

(Trimless)
290x44

·Square trim/ trimless·Quadratischer Einbaurahmen/ Rahmenlos

Code
A841111(X)

System outputSystem Power CCTCRI
700 lm

800 lm

3000K

4000K

80

80

1000 lm

1100 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

A841112(X)

A841121(X)700 lm

800 lm

1000 lm

1100 lm A841122(X)

 constant current LED driver, White trim

LED Voltage LED Current
13 V

13 V

13 V

13 V

700 mA

700 mA

700 mA

700 mA

LED Power
9 W 11 W

9 W 11 W

9 W 11 W

9 W 11 W

FF3-FS1-9W

CREE LED pwered by 700mA

FF3-FS1-9W-830-15D

FF3-FS1-9W-840-15D

FF3-FS1-9W-830-25D

FF3-FS1-9W-840-25D

Model

Code
A861111(X)

System outputSystem Power CCTCRI
1050 lm

1100 lm

3000K

4000K

80

80

1500 lm

1600 lm

LED outputBEAM
15°

15°

3000K

4000K

80

80

25°

25°

A861112(X)

A861121(X)1050 lm

1100 lm

1500 lm

1600 lm A861122(X)

 constant current LED driver, White trim

LED Voltage LED Current
19 V

19 V

19 V

19 V

700 mA

700 mA

700 mA

700 mA

LED Power
14 W 16 W

14 W 16 W

14 W 16 W

14 W 16 W

FF6-FS2-18W

CREE LED pwered by 700mA

FF6-FS2-18W-830-15D

FF6-FS2-18W-840-15D

FF6-FS2-18W-830-25D

FF6-FS2-18W-840-25D

Model

Remark: X=  (ON-OFF)    X=  (Phase Dim)    X= (1-10V Dim)    X=  (DALI Dim)   X=  (Without Driver )   F P A D N

290

152.5

Light Distribution  

3000K

For more info see: www.nekolighting.com

2608lx1m

652lx

290lx

162lx

Height, Emax

10°

104lx

Diameter

Ø45

Ø90

Ø136

Ø181

(cm)

Ø227

20°

2m

3m

4m

5m

FF3-FS1-9W-830-24D

24°

10°20° 0°

40°

10°20°

Height,

10°0°

Diameter

Ø59

Ø118

Ø177

Ø234

(cm)

Ø295

20°

5m

FF3-FS1-9W-830-40D

1901lx1m

476lx

Emax

2m

3m

4m

211lx

119lx

76lx

039 040www.nekolighting.com



· Suspended, surface mounted and recessed mounted luminaires
· Easy and unlimited length adjustment, seamless connection
· Can be used as single �xed / general light / spotlight / wall washer     / MIXED.
· Modular pro�le design with no visible screws, standard length 1.2m & 1.5m.
· Aluminum pro�le, color choices white / black / natural anodized aluminum 
· Suspended luminaire with 2000mm cable suspension, tool free height adjustment. 
· High visual comfort, UGR<19
· LED 3000K/ 4000K, binning≤3 step MacAdam, CRI 80/ 90. 

with FUSION Downlight Module
  FUSION Linear SystemNEKO /

· Aufbau-, Einbau- und Pendelleuchte
Einfache und unbegrenzte Längenbestimmung, nahtlose Verbindung·

· Das Pro�l kann als einzelne, allgemeine, wallwasher oder mit verschiedenen und unterschiedlichen
Modulen bestückt werden

· Modulares Pro�ldesign ohne sichtbaren Schrauben, Standardlänge 1,2 m & 1,5 m.
Aluminiumpro�l, Farbwahl weiß / schwarz / natur eloxiertem Aluminium·
Pendelleuchte mit 2000mm Seilaufhängung, werkzeuglose Höhenverstellung
Hoher Sehkomfort, UGR <19

·
·

LED 3000K / 4000K, Binning <3 step McAdam, CRI 80/90·

041 042www.nekolighting.com

FG10

FW10

FS6

FS3

FF10

FF5



General Light Module

Blind Cover Module 

Wall Washer Module 

Accent Light Module

600mm

600mm

300mm

Magnetic End Cap

with Linear Light Module
  FUSION Linear SystemNEKO /

· Profile system made of extruded aluminium with 50mm width.
· Various lighting modules with multiple lighting applications.
· General light, accent light, wall washer and spotlight module for choice.
· Tool-free inserts mounting by clip-in mechanism.
· Standard and customized length of module and cover for high precise system.
· Magnetic end cap without fixing scr ews.

· Schönes Profilsystem aus Aluminiumdruckguss und mit 50 mm Breite
· Verschiedenste Lichtmodule für beste und individuelle Lichtlösungen
· Akzent-, Allgemein- und Spotbeleuchtung – auch Wallwasher Modul vorhanden
· Komplett werkzeuglose Montage
· Standard und kundenspezifische Längen
· Magnetische Endkappen – keine Schrauben sichtbar

043 044www.nekolighting.com

GL600

WW600

AL300



Recessed PendantSurface Mounted 

Wall Washer Module
(600mm)

General Light Module
(600mm)

Inserts

Spot Light Module
(300mm)

Channels

Accent Light Module
(300mm)

Covers

Opal Cover Flexible Opal CoverBlind Cover

  FUSION Linear SystemNEKO /

FUSION Module
(FF/ FW/ FS/ FG)

1.Pro�lkanal/ Pro�le channel 2.Schieberegler/ Slider  

3.Linearverbinder/ Linear connector

4.Endkappe Haltererung / 
   End cap holder

5.Endkappe/ End cap

6.Blinddecke / Blind cover

LED Driver

Linear Connector

Blind Cover 
corner module

General Light 
corner module

Smart linear pro�le design
Easy to install fusion downlight into pro�le channel

Corner Modules and Linear Connector

System details

Intelligentes Linear-Pro�ldesign
Einfachste Installation der  Fusion-Einbauleuchte in den Pro�lkanal

045 046www.nekolighting.com



460mm 290mm 290mm460mm230mm 290mm

Linear connector and blind cover fulfill seamless connection
Equal distance can be set between each Fusion downlight

Verbindungsstück/ linear connector 

Blindabdeckung mit kundenspezi�scher 
Länge für eine nahtlose Verbindung

  FUSION Linear SystemNEKO /

Linearverbinder und Blindabdeckung erfüllen eine nahtlose Verbindung.
Gleicher Abstand kann zwischen jeder Fusion Einbauleuchte eingestellt werden

Blind cover with customized length 
providing seamless connection

047 048www.nekolighting.com



 600

Linkable extruded aluminium 
for continuous linear light

600mm for different system
Opal cover can be customized length

2
9

38

GL600

386lx1m

96lx

43lx

24lx

Height, Emax

10°0°10°

15lx

Diameter

Ø196

Ø392

Ø588

Ø784

(cm)

Ø980

20° 20°

2m

3m

4m

5m

WW600-11W-830

30°30°

Uniform wall washer effect
600mm for different system

45

2
0

 600

WW600

  FUSION Linear SystemNEKO /
Linear Light module

Wallwasher Module  General Light Module  

System outputLED Power System Power CCTCRI

1100 lm

1200 lm

11 W 13 W 3000K

4000K

80

80

1500 lm

1600 lm

LED outputBEAM

105°

105°11 W 13 W

Order Information   

GL600-11W

SAMSUNG LED pwered by 250mA  constant current LED driver

GL600-11W-830

GL600-11W-840

Model LED Voltage LED Current

46 V

46 V

250 mA

250 mA

System outputLED Power System Power CCTCRI

1600 lm

1700 lm

16 W 18 W 3000K

4000K

80

80

2100 lm

2300 lm

LED outputBEAM

105°

105°16 W 18 W

GL600-16W

SAMSUNG LED pwered by 350mA  constant current LED driver

GL600-16W-830

GL600-16W-840

Model LED Voltage LED Current

46 V

46 V

350 mA

350 mA

105°

416lx1m

104lx

46lx

26lx

Height, Emax

17lx

Diameter

Ø253

Ø506

Ø759

Ø1011

(cm)

Ø1264

2m

3m

4m

5m

GL600-11W-830

10°0°10°20° 20° 30°30°

Light Distribution  

3000K

For more info see: www.nekolighting.com

System outputLED Power System Power CCTCRI

900 lm

950 lm

11 W 13 W 3000K

4000K

80

80

1500 lm

1600 lm

LED output

11 W 13 W

Order Information   

WW600-11W

SAMSUNG LED pwered by 250mA  constant current LED driver

WW600-11W-830

WW600-11W-840

Model LED Voltage LED Current

46 V

46 V

250 mA

250 mA

System outputLED Power System Power CCTCRI

1200 lm

1300 lm

16 W 18 W 3000K

4000K

80

80

2100 lm

2300 lm

LED output

16 W 18 W

WW600-16W

SAMSUNG LED pwered by 350mA  constant current LED driver

WW600-16W-830

WW600-16W-840

Model LED Voltage LED Current

46 V

46 V

350 mA

350 mA

Light Distribution  

3000K

For more info see: www.nekolighting.com

105°

049 050www.nekolighting.com



10°0°10°20°

Diameter

Ø57

Ø114

Ø171

Ø229

(cm)

Ø286

20°

1m

Height,

2m

3m

4m

5m

1763lx

441lx

196lx

110lx

Emax

71lx

3207lx1m

802lx

356lx

200lx

Height,Emax

10°0°10°

128lx

Diameter

Ø46

Ø91

Ø137

Ø183

(cm)

Ø228

20° 20°

2m

3m

4m

5m

8717lx1m

2179lx

968lx

545lx

Height,Emax

10°0°10°

349lx

Diameter

Ø25

Ø49

Ø74

Ø99

(cm)

Ø123

20°

2m

3m

4m

5m

10°0°10°20°

Diameter

Ø57

Ø114

Ø171

Ø229

(cm)

Ø286

20°

1m

Height,

2m

3m

4m

5m

2963lx

788lx

337lx

216lx

Emax

112lx

4673lx1m

1105lx

524lx

307lx

Height,Emax

10°0°10°

185lx

Diameter

Ø46

Ø91

Ø137

Ø183

(cm)

Ø228

20° 20°

2m

3m

4m

5m

11068lx1m

3386lx

1354lx

706lx

Height,Emax

10°0°10°

499lx

Diameter

Ø25

Ø49

Ø74

Ø99

(cm)

Ø123

20° 20°

2m

3m

4m

5m

  FUSION Linear SystemNEKO /

300

7
3

45

Spot Light Module  

Order Information   

SL300-3S-13W

Light Distribution  

3000K

4W/ Spot UGR
< 1912° 24°

   L
300mm30°

System outputLED Power System Power CCTCRI

1000 lm

1100 lm

13 W 15 W 3000K

4000K

80

80

1300 lm

1400 lm

LED outputBEAM

12°

12°13 W 15 W

CREE LED pwered by 700mA  constant current LED driver

SL300-3S-13W-830-12D

SL300-3S-13W-840-12D

Model LED Voltage LED Current

36 V

36 V

350 mA

350 mA

SL300-2S-8W

CREE LED pwered by 700mA  constant current LED driver

12° 24°

SL300-3S-13W-830-12D SL300-3S-13W-830-24D

30°

SL300-3S-13W-830-30D

For more info see: www.nekolighting.com

Linear Light module

051 052www.nekolighting.com

1000 lm

1100 lm

13 W 15 W 3000K

4000K

80

80

1300 lm

1400 lm

24°

24°13 W 15 W

SL300-3S-13W-830-24D

SL300-3S-13W-840-24D

36 V

36 V

350 mA

350 mA

1000 lm

1100 lm

13 W 15 W 3000K

4000K

80

80

1300 lm

1400 lm

30°

30°13 W 15 W

SL300-3S-13W-830-30D

SL300-3S-13W-840-30D

36 V

36 V

350 mA

350 mA

200

7
3

45

Spot Light Module  

Order Information   

4W/ Spot UGR
< 1912° 24°

   L
200mm30°

System outputLED Power System Power CCTCRI

700 lm

750 lm

8 W 10 W 3000K

4000K

80

80

900 lm

950 lm

LED outputBEAM

12°

12°8 W 10 W

SL300-2S-8W-830-12D

SL300-2S-8W-840-12D

Model LED Voltage LED Current

24 V

24 V

350 mA

350 mA

700 lm

750 lm

8 W 10 W 3000K

4000K

80

80

900 lm

950 lm

24°

24°8 W 10 W

SL300-2S-8W-830-24D

SL300-2S-8W-840-24D

24 V

24 V

350 mA

350 mA

700 lm

750 lm

8 W 10 W 3000K

4000K

80

80

900 lm

950 lm

30°

30°8 W 10 W

SL300-2S-8W-830-30D

SL300-2S-8W-840-30D

24 V

24 V

350 mA

350 mA

Light Distribution  

3000K

12° 24°

SL300-2S-8W-830-12D SL300-2S-8W-830-24D

30°

SL300-2S-8W-830-30D

For more info see: www.nekolighting.com



  FUSION Linear SystemNEKO /

1200/180015.5

Up Light

2

110°

409lx1m

122lx

48lx

25lx

Height, Emax

18lx

Diameter

Ø299

Ø598

Ø897

Ø1195

(cm)

Ø1495

2m

3m

4m

5m

UL1200-11W-830

10°0°10°20° 20° 30°30°

Up Light Module  

System outputLED Power System Power CCTCRI

1100 lm

1200 lm

11 W 13 W 3000K

4000K

80

80

1500 lm

1600 lm

LED output

11 W 13 W

Order Information   

UL1200-11W

SAMSUNG LED pwered by 250mA  constant current LED driver

UL1200-11W-830

UL1200-11W-840

Model LED Voltage LED Current

46 V

46 V

250 mA

250 mA

Light Distribution  

3000K

For more info see: www.nekolighting.com

System outputLED Power System Power CCTCRI

1600 lm

1700 lm

15W 18 W 3000K

4000K

80

80

2100 lm

2300 lm

LED output

15 W 18 W

UL1800-15W

SAMSUNG LED pwered by 350mA  constant current LED driver

UL1800-15W-830

UL1800-15W-840

Model LED Voltage LED Current

46 V

46 V

350 mA

350 mA

Linear Light module

053 054www.nekolighting.com

700mA 
13W UGR

< 1915° 30° 45° 35°x15°

   L
300mm

300

Different lens for beam control
Low glare contributed by black baffle

3
3

45

AL300

15°

12012lx1m

3003lx

1335lx

751lx

Height, Emax

10°0°10°

480lx

Diameter

Ø25

Ø51

Ø77

Ø102

(cm)

Ø128

20° 20°

2m

3m

4m

5m

30°

3969lx1m

992lx

441lx

248lx

Height, Emax

10°0°10°

159lx

Diameter

Ø48

Ø97

Ø146

Ø194

(cm)

Ø243

20° 20°

2m

3m

4m

5m

AL300-13W-830-15D

45°

10°20°

1533lx1m

383lx

170lx

96lx

Height, Emax

10°0°

61lx

Diameter

Ø81

Ø162

Ø243

Ø324

(cm)

Ø405

20°

2m

3m

4m

5m

AL300-13W-830-30D AL300-13W-830-45D

35° 15°×

4929lx1m

1232lx

548lx

308lx

Height, Emax

10°0°10°

197lx

Diameter

Ø28

Ø56

Ø85

Ø112

(cm)

Ø141

20° 20°

2m

3m

4m

5m

AL300-13W-830-35D×15D

Accent Light Module  

System outputLED Power System Power CCTCRI

1100 lm

1200 lm

13 W 15 W 3000K

4000K

80

80

1400 lm

1500 lm

LED outputBEAM

15°

15°13 W 15 W

Order Information   

AL300-13W

CREE LED pwered by 700mA  constant current LED driver

AL300-13W-830-15D

AL300-13W-840-15D

Model LED Voltage LED Current

18 V

18 V

700 mA

700 mA

1100 lm

1200 lm

13 W 15 W 3000K

4000K

80

80

1400 lm

1500 lm

30°

30°13 W 15 W

AL300-13W-830-30D

AL300-13W-840-30D

18 V

18 V

700 mA

700 mA

1100 lm

1200 lm

13 W 15 W 3000K

4000K

80

80

1400 lm

1500 lm

45°

45°13 W 15 W

AL300-13W-830-45D

AL300-13W-840-45D

18 V

18 V

700 mA

700 mA

1100 lm

1200 lm

13 W 15 W 3000K

4000K

80

80

1400 lm

1500 lm

30°

30°13 W 15 W

AL300-13W-830-35D 15D×

AL300-13W-840-35D 15D×

18 V

18 V

700 mA

700 mA

Light Distribution  

3000K

For more info see: www.nekolighting.com



FUSION Linear SystemNEKO/

Available mounting type

Recessed Surface mounted Pendant Pendant with uplight

055 056www.nekolighting.com



FUSION Linear SystemNEKO/

057 058www.nekolighting.com
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1500/1200

·Tool-free suspended length adjustment·FUSION model interchangeable

Order Information   

Light Distribution of Module  

3000K

FL1200 -2*FF5(X)

System outputLED Power System Power CCTCRI
1800 lm

1900 lm

22 W 26 W 3000K

4000K

80

80

2600 lm

2800 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

22 W 26 W

22 W 26W

22 W 26W

1800 lm

1900 lm

2600 lm

2800 lm

CREE LED pwered by 700mA constant current LED driver, White pro�le, Black blind cover. With Up Light module  available for suspended version. UL1200

FL1200 -2*FF5-22W-830-24D(X)

FL1200 -2*FF5-22W-840-24D(X)

FL1200 -2*FF5-22W-830-40D(X)

FL1200 -2*FF5-22W-840-40D(X)

Model LED Voltage LED Current
16+16 V

16+16 V

16+16 V

16+16 V

700 mA

700 mA

700 mA

700 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Linear �xture color 

White channel
Black cover

White channel
White cover

Black channel
Black cover

FL1500 -2*FF10(X)

System outputLED Power System Power CCTCRI
3600 lm

3800 lm

44 W 48 W 3000K

4000K

80

80

5200 lm

5600 lm

LED outputBEAM
24°

24°

3000K

4000K

80

80

40°

40°

44 W 48 W

44 W 48 W

44 W 48 W

3600 lm

3800 lm

5200 lm

5600 lm

CREE LED pwered by 700mA constant current LED driver, White pro�le, Black blind cover 

FL1500 -2*FF10-44W-830-24D(X)

FL1500 -2*FF10-44W-840-24D(X)

FL1500 -2*FF10-44W-830-40D(X)

FL1500 -2*FF10-44W-840-40D(X)

Model LED Voltage LED Current
31+31 V

31+31 V

31+31 V

31+31 V

700 mA

700 mA

700 mA

700 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Length
1500 mm

1500 mm

1500 mm

1500 mm

Length

1200 mm

1200 mm

1200 mm

1200 mm

For more info see: www.nekolighting.com

3563lx1m

891lx

396lx

223lx

Height,Emax

10°0°10°

143lx

Diameter

Ø75

Ø149

Ø223

Ø298

(cm)

Ø372

20° 20°

2m

3m

4m

5m

8071lx1m

2019lx

897lx

505lx

Height,Emax

10°0°10°

323lx

Diameter

Ø46

Ø92

Ø138

Ø184

(cm)

Ø230

20° 20°

2m

3m

4m

5m

24°
FF10-22W-830-24D

40°
FF10-22W-830-40D

·Optional mit Indirektbeleuchtung lieferbar
    
·Ein-Aus / Phasenabschnitt / 1-10V / DALI
·Aluminiumdruckguss Pro�l
    

·Lineares Pro�l mit integrierten Fusion Einbauleuchten
    ·Optional Up Light module for pendant versions

    
·Non-Dim / Phase Dim / 1-10V / DALI
·Diecast aluminium pro�le
    

·Linear pro�le with FUSION downlight model inserted
    

FUSION Linear SystemNEKO/
FL1500-2*FF10/ FL1200-2*FF5

Short InfoKurze Info

Features

24° 40°
44W/22W CRI80

2700K
3000K
4000K

3400lm/1700lm
/1800lm3600lm

4000lm/2000lm
CRI90 50,000h@L80

UGR
IP20 < 19

059 060www.nekolighting.com



·Aluminiumdruckguss Gehäuse

    

·Ein-Aus / Phasenabschnitt / 1-10V / Dali

·Pro�lverbindungsstücke für lange Pro�llängen

9
5 50

1800/1200

·LED  3-Step MacAdam
·Optional mit Indirektbeleuchtung lieferbar

·Diecast aluminum housing

    

·Non dim / Phase dim / 1-10V dim / DALI dim

    

·Linear connector provided for pro�les’ connection 

·LED  3-Step MacAdam
·Optional Up Light module for pendant versions

·Linear connector for pro�les’ connection

Order Information   

FL1200 -GL1200(X)

System outputLED Power System Power CCTCRI
2200 lm

2400 lm

22 W 26 W 3000K

4000K

80

80

3000 lm

3200 lm

LED outputBEAM
105°

105°22 W 26 W

SAMSUNG LED pwered by 500mA constant current LED driver, White pro�le, PMMA cover. With Up Light module  available for suspended version.  UL1200

FL1200 -GL1200-22W-830(X)

FL1200 -GL1200-22W-840(X)

Model LED Voltage LED Current
46 V

46 V

500 mA

500 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Linear �xture color 

White channel
PMMA cover

Black channel
PMMA cover

·Pro�llänge mit 1200 mm und 1800 mm mit komplett integriertem 
 Allgembeleuchtungs-Modul Gl600
 
    

FL1800 -GL1800(X)

System outputLED Power System Power CCTCRI
3100 lm

3200 lm

32 W 36 W 3000K

4000K

80

80

4200 lm

4400 lm

LED outputBEAM
105°

105°32 W 36 W

SAMSUNG LED pwered by 700mA constant current LED driver, White pro�le, PMMA cover. With Up Light module  available for suspended version.  UL1800

FL1800 -GL1800-32W-830(X)

FL1800 -GL1800-32W-840(X)

Model LED Voltage LED Current
46 V

46 V

700 mA

700 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Length
1800 mm

1800 mm

Length

1200 mm

1200 mm

·Pro�le length 1200mm and 1800mm with General Light  Module 
 GL600 modules inserted
    

105°

416lx1m

104lx

46lx

26lx

Height,Emax

17lx

Diameter

Ø253

Ø506

Ø759

Ø1011

(cm)

Ø1264

2m

3m

4m

5m

GL600-11W-830

10°0°10°20° 20° 30°30°

Light Distribution of Module    

3000K

For more info see: www.nekolighting.com
·Lineares Pro�l mit integriertem Allgemeinbeleuchtungs-Modul
    

·Linear pro�le with general light modules inserted
    

·Tool-free suspended length adjustment

FUSION Linear SystemNEKO/
FL1800-GL1800/ FL1200-GL1200

Short InfoKurze Info

Features

105°
32W/22W CRI80

2700K
3000K
4000K

2900lm/2100lm
/2200lm3100lm

3300lm/2400lm
CRI90 50,000h@L80

061 062www.nekolighting.com
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1800/1200

·Linear connector for pro�les’ connection

Order Information   

FL1200 -WW1200(X)

System outputLED Power System Power CCTCRI
1800 lm

1900 lm

22 W 26 W 3000K

4000K

80

80

3000 lm

3200 lm

LED output

22 W 26 W

SAMSUNG LED pwered by 500mA constant current LED driver, White pro�le. With Up Light module  available for suspended version. UL1200

FL1200 -WW1200-22W-830(X)

FL1200 -WW1200-22W-840(X)

Model LED Voltage LED Current
46 V

46 V

500 mA

500 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Linear �xture color 

White channel

Black channel

FL1800 -WW1800(X)

System outputLED Power System Power CCTCRI
2500 lm

2700 lm

32 W 36 W 3000K

4000K

80

80

4200 lm

4400 lm

LED output

32 W 36 W

SAMSUNG LED pwered by 700mA constant current LED driver, White pro�le. With Up Light module  available for suspended version. UL1800

FL1800 -WW1800-32W-830(X)

FL1800 -WW1800-32W-840(X)

Model LED Voltage LED Current
46 V

46 V

700 mA

700 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Length
1800 mm

1800 mm

Length

1200 mm

1200 mm

·LED  3-Step MacAdam ·LED  3-Step MacAdam

·Pro�le length 1200mm and 1800mm with Wall Washer Modules 
 inserted-same length
    

·Lineares Pro�l mit integriertem Wallwasher Modul
    

·Linear pro�le with wall washer modules inserted
    

32W/22W CRI80
2700K
3000K
4000K

2300lm/1700lm
/1800lm2500lm

2700lm/1900lm
CRI90 50,000h@L80 386lx1m

96lx

43lx

24lx

Height,Emax

10°0°10°

15lx

Diameter

Ø196

Ø392

Ø588

Ø784

(cm)

Ø980

20° 20°

2m

3m

4m

5m

WW600-11W-830

30°30°

Light Distribution�of Module    

3000K

For more info see: www.nekolighting.com

·Tool-free suspended length adjustment

FUSION Linear SystemNEKO/
FL1800-WW1800/ FL1200-WW1200

Short InfoKurze Info

Features

·Pro�llänge 1200 und 1800 mm mit komplett integriertem 
 Wallwasher – gleiche Länge
    

·Aluminiumdruckguss Gehäuse

    

·Ein-Aus / Phasenabschnitt / 1-10V / Dali

·Pro�lverbindungsstücke für lange Pro�llängen
·Optional mit Indirektbeleuchtung lieferbar

·Diecast aluminum housing

    

·Non dim / Phase dim / 1-10V dim / DALI dim

    

·Linear connector provided for pro�les’ connection 
·Optional Up Light module for pendant versions

UGR
< 19

063 064www.nekolighting.com



·Pro�llänge 1200 mm mit zwei AL300 Modulen

300 3009
5 50

1200/1500/1800

·LED  3-Step MacAdam
·LED  3-Step MacAdam

Order Information   

FL1200 -2*AL300(X)

System outputLED Power System Power CCTCRI
2200 lm

2400 lm

26 W 30 W 3000K

4000K

80

80

3000 lm

3400 lm

LED outputBEAM

15°

15°26 W 30 W

CREE LED pwered by 700mA constant current LED driver, White pro�le. With Up Light module  available for suspended version. UL1200

FL1200 -2*AL300-26W-830-15D(X)

FL1200 -2*AL300-26W-840-15D(X)

Model LED Voltage LED Current
36 V

36 V

700 mA

700 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Length
1200 mm

1200 mm

·Standard pro�le length 1200mm, with 2pcs AL300 modules 
 inserted at both sides    

·Lineares Pro�l mit Akzentbeleuchtungsmodul
    

·Linear pro�le with accent light modules inserted
    

26W CRI80
2700K
3000K
4000K

2100lm
2200lm
2400lm

CRI90 45° 35°x15°15° 30° 50,000h@L80

2200 lm

2400 lm

26 W 30 W 3000K

4000K

80

80

3000 lm

3400 lm

30°

30°26 W 30 W
FL1200 -2*AL300-26W-830-30D(X)

FL1200 -2*AL300-26W-840-30D(X)

36 V

36 V

700 mA

700 mA

1200 mm

1200 mm

2200 lm

2400 lm

26 W 30 W 3000K

4000K

80

80

3000 lm

3400 lm

45°

45°26 W 30 W
FL1200 -2*AL300-26W-830-45D(X)

FL1200 -2*AL300-26W-840-45D(X)

36 V

36 V

700 mA

700 mA

1200 mm

1200 mm

2200 lm

2400 lm

26 W 30 W 3000K

4000K

80

80

3000 lm

3400 lm

35°x15°

35°x15°26 W 30 W
FL1200 -2*AL300-26W-830-35Dx15D(X)

FL1200 -2*AL300-26W-840-35Dx15D(X)

36 V

36 V

700 mA

700 mA

1200 mm

1200 mm

Linear �xture color 

Light Distribution of Module     

3000K

15°

12012lx1m

3003lx

1335lx

751lx

Height,Emax

10°0°10°

480lx

Diameter

Ø25

Ø51

Ø77

Ø102

(cm)

Ø128

20° 20°

2m

3m

4m

5m

AL300-13W-830-15D

30°

3969lx1m

992lx

441lx

248lx

Height,Emax

10°0°10°

159lx

Diameter

Ø48

Ø97

Ø146

Ø194

(cm)

Ø243

20° 20°

2m

3m

4m

5m

AL300-13W-830-30D

45°

10°20°

1533lx1m

383lx

170lx

96lx

Height,Emax

10°0°

61lx

Diameter

Ø81

Ø162

Ø243

Ø324

(cm)

Ø405

20°

2m

3m

4m

5m

AL300-13W-830-45D

35° 15°×

4929lx1m

1232lx

548lx

308lx

Height,Emax

10°0°10°

197lx

Diameter

Ø28

Ø56

Ø85

Ø112

(cm)

Ø141

20° 20°

2m

3m

4m

5m

AL300-13W-830-35D×15D

·Linear connector for pro�les’ connection

White channel

Black channel

·Tool-free suspended length adjustment

FUSION Linear SystemNEKO/
FL1200-2*AL300

Short InfoKurze Info

Features

For more info see: www.nekolighting.com

UGR
< 19

·Aluminiumdruckguss Gehäuse

    

·Ein-Aus / Phasenabschnitt / 1-10V / Dali

·Pro�lverbindungsstücke für lange Pro�llängen
·Optional mit Indirektbeleuchtung lieferbar

·Diecast aluminum housing

    

·Non dim / Phase dim / 1-10V dim / DALI dim

    

·Linear connector provided for pro�les’ connection 
·Optional Up Light module for pendant versions

065 066www.nekolighting.com



·Linear connector for pro�les’ connection

Order Information   

FL1200 -4*SL300-3S(X)

System outputLED Power System Power CCTCRI
4000 lm

4400 lm

52 W 60 W 3000K

4000K

80

80

5200 lm

5800 lm

LED output

52 W 60 W

CREE LED pwered by 350mA constant current LED driver. With Up Light module  available for suspended version. UL1200

FL1200 -4*SL300-3S-52W-830-12D(X)

FL1200 -4*SL300-3S-52W-840-12D(X)

Model LED Voltage LED Current
12 V/Spot

12 V/Spot

350 mA

350 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Length

1200 mm

1200 mm

·Pro�llänge 1200 mm mit 4 Stück integrierten SL300-3S Modulen
    

·LED  3-Step MacAdam ·LED  3-Step MacAdam
·Verschiedene Spotlightmodule erhältlich
    

·Pro�le length 1200mm, with 4pcs SL300-3S modules inserted
    ·Different spot light modules combination available
    

·Lineares Pro�l mit integrierten Spotlightmodulen
    

·Linear pro�le with spot light modules inserted
    

52W CRI80
2700K
3000K
4000K

3800lm
4000lm
4400lm

CRI90 50,000h@L8030°12° 24°

300 3009
5 50

1200/ 1500/ 1800

Light Distribution of Module   

3000K

12°

4684lx1m

921lx

410lx

230lx

Height,Emax

10°0°10°

148lx

Diameter

Ø25

Ø49

Ø73

Ø98

(cm)

Ø122

20° 20°

2m

3m

4m

5m

SL300-1S-4W-830-12D

24°

1485lx1m

371lx

165lx

93lx

Height,Emax

10°0°10°

60lx

Diameter

Ø44

Ø88

Ø133

Ø177

(cm)

Ø221

20° 20°

2m

3m

4m

5m

SL300-1S-4W-830-24D

30°

929lx1m

232lx

103lx

58lx

Height,Emax

10°0°10°

37lx

Diameter

Ø51

Ø102

Ø153

Ø205

(cm)

Ø256

20° 20°

2m

3m

4m

5m

SL300-1S-4W-830-30D

For more info see: www.nekolighting.com

BEAM
12°

12°

4000 lm

4400 lm

52 W 60 W 3000K

4000K

80

80

5200 lm

5800 lm52 W 60 W
FL1200 -4*SL300-3S-52W-830-24D(X)

FL1200 -4*SL300-3S-52W-840-24D(X)

12 V/Spot

12 V/Spot

350 mA

350 mA

1200 mm

1200 mm

24°

24°

4000 lm

4400 lm

52 W 60 W 3000K

4000K

80

80

5200 lm

5800 lm52 W 60 W
FL1200 -4*SL300-3S-52W-830-30D(X)

FL1200 -4*SL300-3S-52W-840-30D(X)

12 V/Spot

12 V/Spot

350 mA

350 mA

1200 mm

1200 mm

30°

30°

Linear �xture color 

White channel
White spot

Black channel
Black spot

·Tool-free suspended length adjustment

FUSION Linear SystemNEKO/
FL1200-4*SL300-3S

300 300

Short InfoKurze Info

Features

UGR
< 19

·Aluminiumdruckguss Gehäuse

    

·Ein-Aus / Phasenabschnitt / 1-10V / Dali

·Pro�lverbindungsstücke für lange Pro�llängen
·Optional mit Indirektbeleuchtung lieferbar

·Diecast aluminum housing

    

·Non dim / Phase dim / 1-10V dim / DALI dim

    

·Linear connector provided for pro�les’ connection 
·Optional Up Light module for pendant versions

067 068www.nekolighting.com



·Pro�lläng 1200 mm mit 2 Stück AL300 und 1 Stück GL600 Modul 
 integriert

300 3009
5 50

1200/1800

·LED  3-Step MacAdam ·LED  3-Step MacAdam

·Linear connector for pro�les’ connection

Order Information   

FL1200 -2*AL300+GL600(X)

System outputLED Power System Power CCTCRI
3000 lm

3200 lm

37 W 41 W 3000K

4000K

80

80

4100 lm

4400 lm

LED outputBEAM

15°+105°

15°+105°37 W 41 W

CREE LED pwered by 700mA constant current LED driver, White pro�le. With Up Light module  available for suspended version. UL1200

FL1200 -2*AL300+GL600-37W-830-15D(X)

FL1200 -2*AL300+GL600-37W-840-15D(X)

Model LED Voltage LED Current
47 V

47 V

700 mA

700 mA

Remark: X= (Pendant)  X= (Surface mounted)  X= (Recessed mounted) P S  R

Length
1200 mm

1200 mm

·Lineares Pro�l mit Akzent- und integrierter Allgemeinbeleuchtung

3000 lm

3200 lm

37 W 41 W 3000K

4000K

80

80

4100 lm

4400 lm

30°+105°

30°+105°37 W 41 W
FL1200 -2*AL300+GL600-37W-830-30D(X)

FL1200 -2*AL300+GL600-37W-840-30D(X)

47 V

47 V

700 mA

700 mA

1200 mm

1200 mm

3000 lm

3200 lm

37 W 41 W 3000K

4000K

80

80

4100 lm

4400 lm

45°+105°

45°+105°37 W 41 W
FL1200 -2*AL300+GL600-37W-830-45D(X)

FL1200 -2*AL300+GL600-37W-840-45D(X)

47 V

47 V

700 mA

700 mA

1200 mm

1200 mm

3000 lm

3200 lm

37 W 41 W 3000K

4000K

80

80

4100 lm

4400 lm

35°x15°+105°

35°x15°+105°37 W 41 W
FL1200 -2*AL300+GL600-37W-830-35Dx15D(X)

FL1200 -2*AL300+GL600-37W-840-35Dx15D(X)

47 V

47 V

700 mA

700 mA

1200 mm

1200 mm

Linear �xture color 

White channel

Black channel

Light Distribution of Module     

3000K

37W CRI80
2700K
3000K
4000K

2800lm
3000lm
3200lm

CRI90 50,000h@L8015°
105°

30°
105°

45°
105°

35°x15°
105°

·Pro�le length 1200mm, with 2pcs AL300 modules and 1pcs GL600
 inserted 

·Linear pro�le with accent light and general light modules inserted
    

15°

12012lx1m

3003lx

1335lx

751lx

Height, Emax

10°0°10°

480lx

Diameter

Ø25

Ø51

Ø77

Ø102

(cm)

Ø128

20° 20°

2m

3m

4m

5m

AL300-13W-830-15D

30°

3969lx1m

992lx

441lx

248lx

Height, Emax

10°0°10°

159lx

Diameter

Ø48

Ø97

Ø146

Ø194

(cm)

Ø243

20° 20°

2m

3m

4m

5m

AL300-13W-830-30D

45°

10°20°

1533lx1m

383lx

170lx

96lx

Height, Emax

10°0°

61lx

Diameter

Ø81

Ø162

Ø243

Ø324

(cm)

Ø405

20°

2m

3m

4m

5m

AL300-13W-830-45D

35° 15°×

4929lx1m

1232lx

548lx

308lx

Height, Emax

10°0°10°

197lx

Diameter

Ø28

Ø56

Ø85

Ø112

(cm)

Ø141

20° 20°

2m

3m

4m

5m

AL300-13W-830-35D×15D

For more info see: www.nekolighting.com

105°

416lx1m

104lx

46lx

26lx

Height, Emax

17lx

Diameter

Ø253

Ø506

Ø759

Ø1011

(cm)

Ø1264

2m

3m

4m

5m

GL600-11W-830

10°0°10°20° 20° 30°30°

·Tool-free suspended length adjustment

FUSION Linear SystemNEKO/
FL1200-2*AL300+GL600

Short InfoKurze Info

Features

UGR
< 19

·Aluminiumdruckguss Gehäuse

    

·Ein-Aus / Phasenabschnitt / 1-10V / Dali

·Pro�lverbindungsstücke für lange Pro�llängen
·Optional mit Indirektbeleuchtung lieferbar

·Diecast aluminum housing

    

·Non dim / Phase dim / 1-10V dim / DALI dim

    

·Linear connector provided for pro�les’ connection 
·Optional Up Light module for pendant versions

069 070www.nekolighting.com



Wall Washer Module 

Spot Light Module

600mm

300mm

General Light Module

600mm

Blind Cover Module 

Accent Light Module 

300mm

FUSION Downlight Module 

FUSION Linear SystemNEKO/
More modules combination available 

Linear System with more modules combination available. 

All available with Suspended, surface mounted and recessed mounted versions. 

071 072www.nekolighting.com

AL300

WW600

GL600

SL300



LED Downlight System
  SENSENEKO /

Ultra-narrow trim design leaves 
no flange between the secondary 
reflector and trim.

Ultra schmales Rahmendesign
keinen Flansch zwischen dem sekundären
Reflektor und dem Rahmen

073 074www.nekolighting.com



Modular Design
  SENSENEKO /

One light engine with various accessories
Easy to specify
Easy to manage stock
Easy to install and adjust
Easy to change reflector 

Standard-Round

Round-Adjustable

Round-Fixed

Round-Wall Washer Square-Wall Washer

 Square-Adjustable

Square-Fixed

Trimless-Round Standard-Square Trimless-Square

Adjustable/Fixed/Wall Washer 

Secondary Re�ector

WhiteSpecular Matt Black GoldChrome Black

075 076www.nekolighting.com



ROUND

ADJUSTABLE

ROUND
FIXED

355°

30°

Standard Trim

Trimless

SQUARE

ADJUSTABLE

SQUARE

FIXED

355°

30°

ROUND
Wall�washer

SQUARE
Wall�washer

LED Downlight
  SENSENEKO /

077 078www.nekolighting.com



Technology Presents Arts

Erweiterte Deckenmontage

Präzise Winkelpositionierung

0

Ultra-narrow trim design leaves 
no flange between the secondary 
reflector and trim.

Precision engineered adjustment 
mechanism achieves accurate 
angle alignment. 5 10 30

12mm to 25mm 1mm to 12mm
ceiling thickness ceiling thickness

90°

fallen clip
1-12mm

12-25mm

12.5mm or 25mm 1 2 3

Rahmenlose Installation

Standard trim

Einheitliches Design für die feste oder einstellbare Version

Optional fixed reflector avoids visible ceiling apertureStandard adjustable reflector with 30 tilt and 355 rotation

355°

30°

High quality LED:CITIZEN COB CRI >90

Best optical control: Narrow or Medium beam

IP 54 protection for LED

Anti-glare ring provides eye-comfort UGR<19

Optional honeycomb mesh for best UGR control

Technologie präsentiert Kunst

Ultra schmales Rahmendesign
keinen Flansch zwischen dem sekundären
Reflektor und dem Rahmen

One design for fixed or adjustable performance

Die einstellbare Version mit 30° Neigung und 355° Rotation Zweitreflektor reduziert die Deckenblendung

Advanced ceiling installation

Trimless Installation

Precise angle alignment

Präzisionsgefertigte Anpassung erreicht 
genaue Winkelpositionierung

Qualitäts-LED: CITIZEN COB CRI>90

Beste optische Lichtsteuerung: enger oder mittlerer Ausstrahlungsgrad

IP 54 Schutz für LED

Optionaler Blendschutz für UGR Kontrolle

Anti-Blendschutzring für besten  Sehkomfort UGR<19

LED Downlight 
  SENSENEKO /

079 080www.nekolighting.com



Adjustable

Picture & name

Cutout 
diameter(mm)

Height(mm)

Trim 
diameter(mm)

Wattage and 
Luminous flux

Colour temperture

Colour rendering 
index 

Beam angle

Secondary reflector 

Anti-glare 
Accessory

LED Driver

LED DOWNLIGHT SYSTEM
Overview

Fixed

Trimless version

S100R1 S125R1 S150R1

honeycomb

SENSE ROUND ADJUSTABLE

Φ150 Φ150 Φ125   Φ125  Φ100    Φ100    

Φ110 Φ110107X107 107X107134X134 134X134159X159 159X159Φ137 Φ137Φ162 Φ162

H: 121 H: 162 H: 212

Standard  

ON-OFF      

Option

PHASE DIM

1-10V DIM  

DALI DIM      

Standard 

CRI>90      

Option 

CRI>80 

3000K   4000K  

Standard 

CRI>90      

Standard 

CRI>90      

Option 

CRI>80 

Option 

CRI>80 

Standard  

ON-OFF      

Standard  

ON-OFF      

Standard  

Medium

Option  

Narrow

Standard 

18W  1300 Lm

Standard 

25W  1800 Lm

Standard 

13W  850 Lm

Option

PHASE DIM

1-10V DIM  

DALI DIM      

Option

PHASE DIM

1-10V DIM  

DALI DIM      

Standard  

ON-OFF      

Option

PHASE DIM

1-10V DIM  

DALI DIM      

Standard 

CRI>90      

Option 

CRI>80 

Standard 

18W  1300 Lm

Standard 

25W  1800 Lm

Standard 

13W  850 Lm

H: 121 H: 162 H: 212 H: 121 H: 162 H: 212 H: 121 H: 162 H: 212

Standard 

18W  1400 Lm

Standard 

25W  1900 Lm

Standard 

13W  900 Lm

Standard 

18W  1400 Lm

Standard 

25W  1900 Lm

Standard 

13W  9800 Lm

Narrow beam: 15°-29° Medium beam: 30°-45°

3000K   4000K  3000K   4000K  3000K   4000K  

Standard  

Medium

Option  

Narrow

Standard  

Medium

Option  

Narrow

Standard  

Medium

Option  

Narrow

SENSE SQUARE ADJUSTABLE    SENSE ROUND FIXED     SENSE SQUARE FIXED

S100S1 S125S1 S150S1 S100R2 S125R2 S150R2 S100S2 S125S2 S150S2

Wall Washer

Φ150 Φ125  Φ100    

Φ110 107X107

96X96

134X134

122X122

159X159

147X147

Φ137 Φ162

3000K   4000K  

Standard 

CRI>90      

Standard 

CRI>90      

Option 

CRI>80 

Option 

CRI>80 

Standard  

ON-OFF      

Standard  

ON-OFF      

Option

PHASE DIM

1-10V DIM  

DALI DIM      

Option

PHASE DIM

1-10V DIM  

DALI DIM      

Matt

H: 121 H: 162 H: 212 H: 121 H: 162 H: 212

Standard 

18W  750 Lm

Standard 

25W  1000 Lm

Standard 

13W  480 Lm

Standard 

18W  750 Lm

Standard 

25W  1000 Lm

Standard 

13W  480 Lm

3000K   4000K  

Standard  

Medium

Standard  

Medium

   SENSE ROUND WALL WASHER     SENSE SQUARE WALL WASHER

S100R3 S125R3 S150R3 S100S3 S125S3 S150S3

96X96 122X122 147X14796X96 122X122 147X147

SENSE

Flood beam: 46°-60°

S68R1

Φ68    

Φ78

S45R1

Φ45

Φ55

H: 92H: 60

WhiteSpecular Matt Black GoldChrome Black WhiteSpecular Matt Black GoldChrome Black

78X78

S68S1

68X68

55X55

S45S1

45X45

Standard 

11W  800 Lm

Standard 

4W  350 Lm

Standard 

11W  800 Lm

Standard 

4W  350 Lm

H: 92H: 60

081 082www.nekolighting.com



LED Downlight 
  SENSENEKO /

Adjustable Series

·Narrow Beam for Accent Lighting

·Narrow Beam for Accent Lighting

Round Trim

Square Trim

S45S1 S68S1 S100S1 S125S1 S150S1

S45R1 S68R1 S100R1 S125R1 S150R1

083 084www.nekolighting.com



18°

2473lx1m

618lx

275lx

155lx

Height, Emax

10°0°10°

99lx

Diameter

Ø32

Ø65

Ø97

Ø130

(cm)

Ø162

20° 20°

2m

3m

4m

5m

S45R1-4W-930-18D

24°

10°20°

1650lx1m

412lx

183lx

103lx

Height, Emax

10°0°

66lx

Diameter

Ø42

Ø83

Ø125

Ø167

(cm)

Ø208

20°

2m

3m

4m

5m

S45R1-4W-930-24D

50°

486lx1m

121lx

54lx

30lx

Height, Emax

10°0°10°

19lx

Diameter

Ø88

Ø177

Ø266

Ø355

(cm)

Ø444

20° 20°

2m

3m

4m

5m

S45R1-4W-930-50D

35°

10°20°

Height,

10°0°

Diameter

Ø61

Ø122

Ø183

Ø244

(cm)

Ø305

20°

5m

S45R1-4W-930-35D

750lx1m

187lx

Emax

2m

3m

4m

83lx

47lx

30lxØ55

6
0

45
UGR
< 19

IP20
355°

30°

18° 24° 35° 50°4W
CRI90 2700K

3000K
4000K

330lm
350lm
380lm

50,000h@L80

CRI80
(option)

Adjustable LED Downlight
  SENSE 45/ S45R1NEKO /

push

·Mechanical 0-30° tilt

Code
A3801171M(X)

System outputLED Power System Power CCTCRI
350 lm

380 lm

4 W 6 W 3000K

4000K

90

90

500 lm

550 lm

LED outputBEAM
18°

18°

3000K

4000K

90

90

24°

24°

3000K

4000K

90

90

35°

35°

4 W 6 W A3801181M(X)

4 W 6 W

4 W 6 W

4 W 6 W

4 W 6 W

A3801271M(X)350 lm

380 lm

500 lm

550 lm A3801281M(X)

A3801371MX)350 lm

380 lm

500 lm

550 lm A3801381M(X)

Order Information   

S45R1-4W

CREE LED pwered by 350mA constant current LED driver, White trim, Matt re�ector

S45R1-4W-930-18D

S45R1-4W-940-18D

S45R1-4W-930-24D

S45R1-4W-940-24D

S45R1-4W-930-35D

S45R1-4W-940-35D

Model LED Voltage LED Current
12 V

12 V

12 V

12 V

12 V

12 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Optional accessary

Honeycomb

SR45

Secondary�reflector

RA45B

Black

Secondary�reflector

RA45W

White

RA45M

Secondary�reflector

Matt

3000K

4000K

90

90

50°

50°

4 W 6 W

4 W 6 W

A3801471M(X)350 lm

380 lm

500 lm

550 lm A3801481M(X)

S45R1-4W-930-50D

S45R1-4W-940-50D

12 V

12 V

350 mA

350 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Light Distribution  

3000K

For more info see: www.nekolighting.com

·Modular designed downlight system
    ·Round trim

Short InfoKurze Info

Features

·Anti glare accessories for maximum eye confort 

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·runder Einbaurahmen
·verschiedene Zweitre�ektorfarben stehen zur Auswahl

    

·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

085 086www.nekolighting.com



Code

A3601271S(X)

System outputLED Power System Power CCTCRI

600 lm

650 lm

7.5 W 9 W 3000K

4000K

90

90

850 lm

900 lm

LED outputBEAM

24°

24°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

55°

55°

7.5 W 9 W A3601281S(X)

7.5 W 9 W

7.5 W 9 W

7.5 W 9 W

7.5 W 9 W

A3601371S(X)600 lm

650 lm

850 lm

900 lm A3601381S(X)

A3601471SX)600 lm

650 lm

850 lm

900 lm A3601481S(X)

Order Information   

S68R1-7.5W

CITIZEN LED pwered by 250mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S68R1-7.5W-930-24D

S68R1-7.5W-940-24D

S68R1-7.5W-930-40D

S68R1-7.5W-940-40D

S68R1-7.5W-930-55D

S68R1-7.5W-940-55D

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Model LED Voltage LED Current

31 V

31 V

31 V

31 V

31 V

31 V

250 mA

250 mA

250 mA

250 mA

250 mA

250 mA

Code
A3603271S(X)

System outputLED Power System Power CCTCRI
800 lm

850 lm

11 W 13 W 3000K

4000K

90

90

1100 lm

1200 lm

LED outputBEAM
24°

24°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

55°

55°

11 W 13 W A3603281S(X)

11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

A3603371S(X)800 lm

850 lm

1100 lm

1200 lm A3603381S(X)

A3603471SX)800 lm

850 lm

1100 lm

1200 lm A3603481S(X)

S68R1-11W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

S68R1-11W-930-24D

S68R1-11W-940-24D

S68R1-11W-930-40D

S68R1-11W-940-40D

S68R1-11W-930-55D

S68R1-11W-940-55D

Model LED Voltage LED Current
31 V

31 V

31 V

31 V

31 V

31 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Code
A3602171S(X)

System outputLED Power System Power CCTCRI
350 lm

380 lm

8.5 W 10 W 3000K

4000K

90

90

600 lm

650 lm

LED outputBEAM
10°

10°8.5 W 10 W A3602181S(X)

S68R1-8.5W  10°

CREE LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

S68R1-8.5W-930-10D

S68R1-8.5W-940-10D

Model LED Voltage LED Current
12 V

12 V

700 mA

700 mA

Round Trim 

Optional trim

Optional accessary

RA68S

Secondary�reflector

Specular Honeycomb

SR68

Secondary�reflector

RA68B

Black

RA68M

Secondary�reflector

Matt

Secondary�reflector

RA68W

White

Secondary�reflector

RA68CB

Chrome black

Secondary�reflector

RA68G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

55°

10°20°

1007lx1m

252lx

Height, Emax

10°0°

Diameter

Ø92

Ø183

Ø275

Ø367

(cm)

Ø458

20°

2m

3m

4m

5m

S68R1-11W-930-55D

112lx

63lx

40lx

24°

3075lx1m

769lx

342lx

192lx

Height, Emax

10°0°10°

123lx

Diameter

Ø44

Ø88

Ø131

Ø175

(cm)

Ø219

20° 20°

2m

3m

4m

5m

S68R1-11W-930-24D

40°

10°20°

1766lx1m

441lx

196lx

110lx

Height, Emax

10°0°

70lx

Diameter

Ø73

Ø146

Ø219

Ø292

(cm)

Ø365

20°

2m

3m

4m

5m

S68R1-11W-930-40D

10°

5441lx1m

1360lx

605lx

340lx

Height,

10°0°10°

218lx

Diameter

Ø17

Ø34

Ø51

Ø67

(cm)

Ø84

20° 20°

2m

3m

4m

5m

S68R1-8.5W-930-10D

Emax

For more info see: www.nekolighting.com

50,000h@L80

UGR
IP20 < 19

10° 24° 40° 55°
11W

CRI90
2700K
3000K
4000K

780lm
800lm
850lm7.5W

98

Ø7868 355°

30°

push

·Mechanical 0-30° tilt

Adjustable LED Downlight
  SENSE 68 / S68R1NEKO /

·Modular designed downlight system
    ·Round trim/ trimless

Short InfoKurze Info

Features

·LED 2-step MacAdam

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·LED 2-step MacAdam

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

087 088www.nekolighting.com



Code
A3001N71S(X)

System outputLED Power System Power CCTCRI
850 lm

950 lm

13 W 15 W 3000K

4000K

90

90

1300 lm

1400 lm

LED outputBEAM
20°

20°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

50°

50°

13 W 15 W A3001N81S(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A3001M71S(X)850 lm

950 lm

1300 lm

1400 lm A3001M81S(X)

A3001W71SX)850 lm

950 lm

1300 lm

1400 lm A3001W81S(X)

Order Information   

S100R1-13W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S100R1-13W-930-N

S100R1-13W-940-N

S100R1-13W-930-M

S100R1-13W-940-M

S100R1-13W-930-W

S100R1-13W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Round Trim 

Optional trim

Optional accessary

RA100S

Secondary�reflector

Specular Honeycomb

SR100

Secondary�reflector

RA100B

Black

RA100M

Secondary�reflector

Matt

Secondary�reflector

RA100W

White

Secondary�reflector

RA100CB

Chrome black

Secondary�reflector

RA100G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

UGR
IP20 < 19

N M W
13W CRI90

2700K
3000K
4000K

800lm
850lm
950lm

100 355°

30°

Adjustable LED Downlight
  SENSE 100 / S100R1NEKO /

Ø110

1
2

150,000h@L80

·Mechanical 0-30° tilt·Ceiling thickness: 1mm-12mm-25mm

90°

W

10°20°

1052lx1m

263lx

116lx

66lx

Height,Emax

10°0°

42lx

Diameter

Ø104

Ø208

Ø312

Ø416

(cm)

Ø520

20°

2m

3m

4m

5m

S100R1-13W-930-W

N

4350lx1m

1088lx

483lx

272lx

Height,Emax

10°0°10°

174lx

Diameter

Ø36

Ø73

Ø109

Ø146

(cm)

Ø182

20° 20°

2m

3m

4m

5m

S100R1-13W-930-N
M

1487lx1m

371lx

165lx

93lx

Height,Emax

10°0°10°

49lx

Diameter

Ø80

Ø160

Ø239

Ø319

(cm)

Ø399

20°

2m

3m

4m

5m

S100R1-13W-930-M

20°

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Round trim/ trimless

·LED 2-step MacAdam

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·LED 2-step MacAdam

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

089 090www.nekolighting.com



Code
A3201N71S(X)

System outputLED Power System Power CCTCRI
1300 lm

1400 lm

18 W 21 W 3000K

4000K

90

90

2000 lm

2200 lm

LED outputBEAM
20°

20°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

50°

50°

18 W 21 W A3201N81S(X)

18 W 21 W

18 W 21 W

18 W 21 W

18 W 21 W

A3201M71S(X)1300 lm

1400 lm

2000 lm

2200 lm A3201M81S(X)

A3201W71SX)1300 lm

1400 lm

2000 lm

2200 lm A3201W81S(X)

Order Information   

S125R1-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S125R1-18W-930-N

S125R1-18W-940-N

S125R1-18W-930-M

S125R1-18W-940-M

S125R1-18W-930-W

S125R1-18W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

500 mA

500 mA

Round Trim 

Optional trim

Optional accessary

RA125S

Secondary�reflector

Specular Honeycomb

SR125

Secondary�reflector

RA125B

Black

RA125M

Secondary�reflector

Matt

Secondary�reflector

RA125W

White

Secondary�reflector

RA125CB

Chrome black

Secondary�reflector

RA125G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

N M W
18W CRI90

2700K
3000K
4000K

1200lm
1300lm
1400lm

Adjustable LED Downlight
  SENSE 125 / S125R1NEKO /

Ø137

1
6

250,000h@L80

·Mechanical 0-30° tilt·Ceiling thickness: 1mm-12mm-25mm

90°

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

2181lx1m

545lx

242lx

136lx

Height, Emax

10°0°10°

87lx

Diameter

Ø79

Ø158

Ø237

Ø316

(cm)

Ø394

20° 20°

2m

3m

4m

5m

10°20°

1405lx1m

357lx

160lx

89lx

Height,Emax

10°0°

57lx

Diameter

Ø103

Ø207

Ø311

Ø415

(cm)

Ø519

20°

2m

3m

4m

5m

W
S125R1-18W-930-W

6677lx1m

1669lx

742lx

417lx

Height, Emax

10°0°10°

267lx

Diameter

Ø36

Ø72

Ø108

Ø144

(cm)

Ø180

20° 20°

2m

3m

4m

5m

N
S125R1-18W-930-N

M
S125R1-18W-930-M

Short InfoKurze Info

Features

125 355°

30°

IP20
UGR
< 19

·Modular designed downlight system
    ·Round trim/ trimless

·LED 2-step MacAdam

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·LED 2-step MacAdam

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

091 092www.nekolighting.com



Code
A3401N71S(X)

System outputLED Power System Power CCTCRI
1800 lm

1900 lm

25 W 28 W 3000K

4000K

90

90

2700 lm

2900 lm

LED outputBEAM
20°

20°

3000K

4000K

90

90

35°

35°

3000K

4000K

90

90

50°

50°

25 W 28 W A3401N81S(X)

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

A3401M71S(X)1800 lm

1900 lm

2700 lm

2900 lm A3401M81S(X)

A3401W71SX)1800 lm

1900 lm

2700 lm

2900 lm A3401W81S(X)

Order Information   

S150R1-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S150R1-25W-930-N

S150R1-25W-940-N

S150R1-25W-930-M

S150R1-25W-940-M

S150R1-25W-930-W

S150R1-25W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

700 mA

700 mA

Round Trim 

Optional trim

Optional accessary

RA150S

Secondary�reflector

Specular Honeycomb

SR150

Secondary�reflector

RA150B

Black

RA150M

Secondary�reflector

Matt

Secondary�reflector

RA150W

White

Secondary�reflector

RA150CB

Chrome black

Secondary�reflector

RA150G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

N M W
25W CRI90

2700K
3000K
4000K

1700lm
1800lm
1900lm

Adjustable LED Downlight
  SENSE 150 / S150R1NEKO /

Ø162

2
1

250,000h@L80

·Mechanical 0-30° tilt·Ceiling thickness: 1mm-12mm-25mm

90°

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

10°20°

1811lx1m

455lx

218lx

106lx

Height, Emax

10°0°

77lx

Diameter

Ø104

Ø208

Ø312

Ø416

(cm)

Ø521

20°

2m

3m

4m

5m

W
S150R1-25W-930-W

11850lx1m

2962lx

1317lx

741lx

Height,Emax

10°0°10°

474lx

Diameter

Ø31

Ø61

Ø92

Ø122

(cm)

Ø153

20° 20°

2m

3m

4m

5m

N
S150R1-25W-930-N

4309lx1m

1077lx

479lx

269lx

Height,Emax

10°0°10°

172lx

Diameter

Ø60

Ø119

Ø179

Ø238

(cm)

Ø298

20° 20°

2m

3m

4m

5m

M
S150R1-25W-930-M

Short InfoKurze Info

Features

150 355°

30°

IP20
UGR
< 19

·Modular designed downlight system
    ·Round trim/ trimless

·LED 2-step MacAdam

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·LED 2-step MacAdam

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

093 094www.nekolighting.com



18°

2473lx1m

618lx

275lx

155lx

Height, Emax

10°0°10°

99lx

Diameter

Ø32

Ø65

Ø97

Ø130

(cm)

Ø162

20° 20°

2m

3m

4m

5m

S45S1-4W-930-18D

24°

10°20°

1650lx1m

412lx

183lx

103lx

Height, Emax

10°0°

66lx

Diameter

Ø42

Ø83

Ø125

Ø167

(cm)

Ø208

20°

2m

3m

4m

5m

S45S1-4W-930-24D

50°

486lx1m

121lx

54lx

30lx

Height, Emax

10°0°10°

19lx

Diameter

Ø88

Ø177

Ø266

Ø355

(cm)

Ø444

20° 20°

2m

3m

4m

5m

S45S1-4W-930-50D

35°

10°20°

Height,

10°0°

Diameter

Ø61

Ø122

Ø183

Ø244

(cm)

Ø305

20°

5m

S45S1-4W-930-35D

750lx1m

187lx

Emax

2m

3m

4m

83lx

47lx

30lx55x55

6
0

UGR
< 19

IP20

18° 24° 35° 50°4W
CRI90 2700K

3000K
4000K

330lm
350lm
380lm

50,000h@L80

CRI80
(option)

push

·Mechanical 0-30° tilt

Code
A3831171M(X)

System outputLED Power System Power CCTCRI
350 lm

380 lm

4 W 6 W 3000K

4000K

90

90

500 lm

550 lm

LED outputBEAM
18°

18°

3000K

4000K

90

90

24°

24°

3000K

4000K

90

90

35°

35°

4 W 6 W A3831181M(X)

4 W 6 W

4 W 6 W

4 W 6 W

4 W 6 W

A3831271M(X)350 lm

380 lm

500 lm

550 lm A3831281M(X)

A3831371MX)350 lm

380 lm

500 lm

550 lm A3831381M(X)

Order Information   

S45S1-4W

CREE LED pwered by 350mA constant current LED driver, White trim, Matt re�ector

S45S1-4W-930-18D

S45S1-4W-940-18D

S45S1-4W-930-24D

S45S1-4W-940-24D

S45S1-4W-930-35D

S45S1-4W-940-35D

Model LED Voltage LED Current
12 V

12 V

12 V

12 V

12 V

12 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Optional accessary

Honeycomb

SR45

Secondary�reflector

SA45B

Black

Secondary�reflector

SA45W

White

SA45M

Secondary�reflector

Matt

3000K

4000K

90

90

50°

50°

4 W 6 W

4 W 6 W

A3831471M(X)350 lm

380 lm

500 lm

550 lm A3831481M(X)

S45S1-4W-930-50D

S45S1-4W-940-50D

12 V

12 V

350 mA

350 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Light Distribution  

3000K

For more info see: www.nekolighting.com

45x45 355°

30°

Adjustable LED Downlight
  SENSE 45 / S45S1NEKO /

·Modular designed downlight system
    ·Square trim

Short InfoKurze Info

Features

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

095 096www.nekolighting.com



Code
A3631271S(X)

System outputLED Power System Power CCTCRI
600 lm

650 lm

7.5 W 9 W 3000K

4000K

90

90

850 lm

900 lm

LED outputBEAM
24°

24°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

55°

55°

7.5 W 9 W A3631281S(X)

7.5 W 9 W

7.5 W 9 W

7.5 W 9 W

7.5 W 9 W

A3631371S(X)600 lm

650 lm

850 lm

900 lm A3631381S(X)

A3631471SX)600 lm

650 lm

850 lm

900 lm A3631481S(X)

Order Information   

S68S1-7.5W

CITIZEN LED pwered by 250mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S68S1-7.5W-930-24D

S68S1-7.5W-940-24D

S68S1-7.5W-930-40D

S68S1-7.5W-940-40D

S68S1-7.5W-930-55D

S68S1-7.5W-940-55D

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Model LED Voltage LED Current
31 V

31 V

31 V

31 V

31 V

31 V

250 mA

250 mA

250 mA

250 mA

250 mA

250 mA

Code
A3633271S(X)

System outputLED Power System Power CCTCRI
800 lm

850 lm

11 W 13 W 3000K

4000K

90

90

1100 lm

1200 lm

LED outputBEAM
24°

24°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

55°

55°

11 W 13 W A3633281S(X)

11 W 13 W

11 W 13 W

11 W 13 W

11 W 13 W

A3633371S(X)800 lm

850 lm

1100 lm

1200 lm A3633381S(X)

A3633471SX)800 lm

850 lm

1100 lm

1200 lm A3633481S(X)

S68S1-11W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

S68S1-11W-930-24D

S68S1-11W-940-24D

S68S1-11W-930-40D

S68S1-11W-940-40D

S68S1-11W-930-55D

S68S1-11W-940-55D

Model LED Voltage LED Current
31 V

31 V

31 V

31 V

31 V

31 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Code
A3652171S(X)

System outputLED Power System Power CCTCRI
350 lm

380 lm

8.5 W 10 W 3000K

4000K

90

90

600 lm

650 lm

LED outputBEAM
10°

10°8.5 W 10 W A3652181S(X)

S68S1-8.5W  10°

CREE LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

S68S1-8.5W-930-10D

S68S1-8.5W-940-10D

Model LED VoltageLED Current
12 V

12 V

700 mA

700 mA

Round Trim 

Optional trim

Optional accessary

SA68S

Secondary�reflector

Specular Honeycomb

SR68

Secondary�reflector

SA68B

Black

SA68M

Secondary�reflector

Matt

Secondary�reflector

SA68W

White

Secondary�reflector

SA68CB

Chrome black

Secondary�reflector

SA68G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

55°

10°20°

1007lx1m

252lx

Height, Emax

10°0°

Diameter

Ø92

Ø183

Ø275

Ø367

(cm)

Ø458

20°

2m

3m

4m

5m

S68S1-11W-930-55D

112lx

63lx

40lx

24°

3075lx1m

769lx

342lx

192lx

Height, Emax

10°0°10°

123lx

Diameter

Ø44

Ø88

Ø131

Ø175

(cm)

Ø219

20° 20°

2m

3m

4m

5m

S68S1-11W-930-24D

40°

10°20°

1766lx1m

441lx

196lx

110lx

Height, Emax

10°0°

70lx

Diameter

Ø73

Ø146

Ø219

Ø292

(cm)

Ø365

20°

2m

3m

4m

5m

S68S1-11W-930-40D

10°

5441lx1m

1360lx

605lx

340lx

Height,

10°0°10°

218lx

Diameter

Ø17

Ø34

Ø51

Ø67

(cm)

Ø84

20° 20°

2m

3m

4m

5m

S68S1-8.5W-930-10D

Emax

For more info see: www.nekolighting.com

50,000h@L80

UGR
IP20 < 19

10° 24° 40° 55°
11W

CRI90
2700K
3000K
4000K

780lm
800lm
850lm7.5W

98

78x7868x68 355°

30°

·Mechanical 0-30° tilt·Ceiling thickness: 1mm-12mm-25mm

90°

Adjustable LED Downlight
  SENSE 68 / S68S1NEKO /

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Square trim/ trimless

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

·LED 2-step MacAdam·LED 2-step MacAdam

097 098www.nekolighting.com



Light Distribution  

3000K

W

10°20°

1052lx1m

263lx

116lx

66lx

Height,Emax

10°0°

42lx

Diameter

Ø104

Ø208

Ø312

Ø416

(cm)

Ø520

20°

2m

3m

4m

5m

S100S1-13W-930-W

N

4350lx1m

1088lx

483lx

272lx

Height,Emax

10°0°10°

174lx

Diameter

Ø36

Ø73

Ø109

Ø146

(cm)

Ø182

20° 20°

2m

3m

4m

5m

S100S1-13W-930-N
M

1487lx1m

371lx

165lx

93lx

Height,Emax

10°0°10°

49lx

Diameter

Ø80

Ø160

Ø239

Ø319

(cm)

Ø399

20°

2m

3m

4m

5m

S100S1-13W-930-M

20°

For more info see: www.nekolighting.com

Order Information   

Round Trim 

Optional trim

Optional accessary

SA100S

Secondary�reflector

Specular Honeycomb

SR100

Secondary�reflector

SA100B

Black

SA100M

Secondary�reflector

Matt

Secondary�reflector

SA100W

White

Secondary�reflector

SA100CB

Chrome black

Secondary�reflector

SA100G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

1
2

1

107x10796x96

·Mechanical 0-30° tilt·Ceiling thickness: 1mm-12mm-25mm

90°

Adjustable LED Downlight
  SENSE 100 / S100S1NEKO /

N M W
13W CRI90

2700K
3000K
4000K

800lm
850lm
950lm 50,000h@L80

Code
A3031N71S(X)

System outputLED Power System Power CCTCRI
850 lm

950 lm

13 W 15 W 3000K

4000K

90

90

1300 lm

1400 lm

LED outputBEAM
20°

20°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

50°

50°

13 W 15 W A3031N81S(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A3031M71S(X)850 lm

950 lm

1300 lm

1400 lm A3031M81S(X)

A3031W71SX)850 lm

950 lm

1300 lm

1400 lm A3031W81S(X)

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

S100S1-13W-930-N

S100S1-13W-940-N

S100S1-13W-930-M

S100S1-13W-940-M

S100S1-13W-930-W

S100S1-13W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

IP20
355°

30°

Short InfoKurze Info

Features

UGR
< 19

·Modular designed downlight system
    ·Square trim/ trimless

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

·LED 2-step MacAdam·LED 2-step MacAdam

099 100www.nekolighting.com



Order Information   

Round Trim 

Optional trim

Optional accessary

SA125S

Secondary�reflector

Specular Honeycomb

SR125

Secondary�reflector

SA125B

Black

SA125M

Secondary�reflector

Matt

Secondary�reflector

SA125W

White

Secondary�reflector

SA125CB

Chrome black

Secondary�reflector

SA125G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

1
6

2

134x134122x122

·Mechanical 0-30° tilt·Ceiling thickness: 1mm-12mm-25mm

90°

Adjustable LED Downlight
  SENSE 125 / S125S1NEKO /

N M W
18W CRI90

2700K
3000K
4000K

1200lm
1300lm
1400lm 50,000h@L80

Code
A3231N71S(X)

System outputLED Power System Power CCTCRI
1300 lm

1400 lm

18 W 21 W 3000K

4000K

90

90

2000 lm

2200 lm

LED outputBEAM
20°

20°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

50°

50°

18 W 21 W A3231N81S(X)

18 W 21 W

18 W 21 W

18 W 21 W

18 W 21 W

A3231M71S(X)1300 lm

1400 lm

2000 lm

2200 lm A3231M81S(X)

A3231W71SX)1300 lm

1400 lm

2000 lm

2200 lm A3231W81S(X)

S125S1-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Specular re�ector

S125S1-18W-930-N

S125S1-18W-940-N

S125S1-18W-930-M

S125S1-18W-940-M

S125S1-18W-930-W

S125S1-18W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

500 mA

500 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Light Distribution  

3000K

For more info see: www.nekolighting.com

10°20°

1405lx1m

357lx

160lx

89lx

Height,Emax

10°0°

57lx

Diameter

Ø103

Ø207

Ø311

Ø415

(cm)

Ø519

20°

2m

3m

4m

5m

W
S125S1-18W-930-W

6677lx1m

1669lx

742lx

417lx

Height, Emax

10°0°10°

267lx

Diameter

Ø36

Ø72

Ø108

Ø144

(cm)

Ø180

20° 20°

2m

3m

4m

5m

N
S125S1-18W-930-N

2181lx1m

545lx

242lx

136lx

Height, Emax

10°0°10°

87lx

Diameter

Ø79

Ø158

Ø237

Ø316

(cm)

Ø394

20° 20°

2m

3m

4m

5m

M
S125S1-18W-930-M

IP20
355°

30°

Short InfoKurze Info

Features

UGR
< 19

·Modular designed downlight system
    ·Square trim/ trimless

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

·LED 2-step MacAdam·LED 2-step MacAdam

101 102www.nekolighting.com



Round Trim 

Optional trim

Optional accessary

SA150S

Secondary�reflector

Specular Honeycomb

SR150

Secondary�reflector

SA150B

Black

SA150M

Secondary�reflector

Matt

Secondary�reflector

SA150W

White

Secondary�reflector

SA150CB

Chrome black

Secondary�reflector

SA150G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

2
1

2

159x159

·Mechanical 0-30° tilt·Ceiling thickness: 1mm-12mm-25mm

90°

Adjustable LED Downlight
  SENSE 150 / S150S1NEKO /

N M W
25W CRI90

2700K
3000K
4000K

1700lm
1800lm
1900lm 50,000h@L80

Code
A3431N71S(X)

System outputLED Power System Power CCTCRI
1800 lm

1900 lm

25 W 28 W 3000K

4000K

90

90

2700 lm

2900 lm

LED outputBEAM
20°

20°

3000K

4000K

90

90

35°

35°

3000K

4000K

90

90

50°

50°

25 W 28 W A3431N81S(X)

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

A3431M71S(X)1800 lm

1900 lm

2700 lm

2900 lm A3431M81S(X)

A3431W71SX)1800 lm

1900 lm

2700 lm

2900 lm A3431W81S(X)

Order Information   

S150S1-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Specular re�ector

S150S1-25W-930-N

S150S1-25W-940-N

S150S1-25W-930-M

S150S1-25W-940-M

S150S1-25W-930-W

S150S1-25W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

700 mA

700 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Light Dstribution  

3000K

For more info see: www.nekolighting.com

10°20°

1811lx1m

455lx

218lx

106lx

Height, Emax

10°0°

77lx

Diameter

Ø104

Ø208

Ø312

Ø416

(cm)

Ø521

20°

2m

3m

4m

5m

W
S150S1-25W-930-W

11850lx1m

2962lx

1317lx

741lx

Height,Emax

10°0°10°

474lx

Diameter

Ø31

Ø61

Ø92

Ø122

(cm)

Ø153

20° 20°

2m

3m

4m

5m

N
S150S1-25W-930-N

4309lx1m

1077lx

479lx

269lx

Height,Emax

10°0°10°

172lx

Diameter

Ø60

Ø119

Ø179

Ø238

(cm)

Ø298

20° 20°

2m

3m

4m

5m

M
S150S1-25W-930-M

147x147

UGR
IP20 < 19355°

30°

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Square trim/ trimless

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

·LED 2-step MacAdam·LED 2-step MacAdam

103 104www.nekolighting.com



LED Downlight 
  SENSENEKO /

Adjustable Trimless

Make your downlight invisible in the ceiling, fit for 12.5mm and 25mm thickness ceiling 
Interchangable downlight fixture and trimless accessory. 

Trimless Version Available

European Version

American Version

105 106www.nekolighting.com



LED Downlight 
  SENSENEKO /

Fixed Series

S100R2 S125R2 S150R2

S100S2 S125S2
S150S2

Round Trim

Square Trim

White

Matt

Black

Gold

Specular

Chrome Black

107 108www.nekolighting.com

Make your downlight invisible in the ceiling, fit for 12.5mm and 25mm thickness ceiling 
Interchangable downlight fixture and trimless accessory. 

Trimless Version Available

European Version

American Version



Code
A3011N71S(X)

System outputLED Power System Power CCTCRI
900 lm

1000 lm

13 W 15 W 3000K

4000K

90

90

1300 lm

1400 lm

LED outputBEAM

28°

28°

3000K

4000K

90

90

35°

35°

3000K

4000K

90

90

50°

50°

13 W 15 W A3011N81S(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A3011M71S(X)900 lm

1000 lm

1300 lm

1400 lm A3011M81S(X)

A3011W71SX)900 lm

1000 lm

1300 lm

1400 lm A3011W81S(X)

Order Information   

S100R2-13W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S100R2-13W-930-N

S100R2-13W-940-N

S100R2-13W-930-M

S100R2-13W-940-M

S100R2-13W-930-W

S100R2-13W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Round Trim 

Optional trim

Optional accessary

RF100S

Secondary�reflector

Specular

Secondary�reflector

RF100B

Black

RF100M

Secondary�reflector

Matt

Secondary�reflector

RF100W

White

Secondary�reflector

RF100CB

Chrome black

Secondary�reflector

RF100G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

N M W
13W CRI90

2700K
3000K
4000K

850lm
900lm

1000lm

100

Fixed LED Downlight
  SENSE 100 / S100R2NEKO /

Ø110

1
2

150,000h@L80

·Deep recessed re�ector for UGR control·Ceiling thickness: 1mm-12mm-25mm

90°

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

10°20°

780lx1m

195lx

87lx

49lx

Height,Emax

10°0°

31lx

Diameter

Ø93

Ø187

Ø281

Ø384

(cm)

Ø468

20°

2m

3m

4m

5m

W
S100R2-13W-930-W

2776lx1m

694lx

308lx

174lx

Height,Emax

10°0°10°

111lx

Diameter

Ø49

Ø99

Ø148

Ø198

(cm)

Ø247

20° 20°

2m

3m

4m

5m

N
S100R2-13W-930-N

1872lx1m

468lx

208lx

117lx

Height,Emax

10°0°10°

75lx

Diameter

Ø63

Ø127

Ø190

Ø253

(cm)

Ø316

20° 20°

2m

3m

4m

5m

M
S100R2-13W-930-M

Short InfoKurze Info

Features

IP20
UGR
< 19

·Modular designed downlight system
    ·Round trim/ trimless

·LED 2-step MacAdam

    

·Anti glare accessories for maximum eye confort 

·Varied color for secondary re�ector

·LED 2-step MacAdam

    

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos 
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl

    

·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

109 110www.nekolighting.com



Code
A3211N71S(X)

System outputLED Power System Power CCTCRI
1400 lm

1500 lm

18 W 21 W 3000K

4000K

90

90

2000 lm

2200 lm

LED outputBEAM
28°

28°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

50°

50°

18 W 21 W A3211N81S(X)

18 W 21 W

18 W 21 W

18 W 21 W

18 W 21 W

A3211M71S(X)1400 lm

1500 lm

2000 lm

2200 lm A3211M81S(X)

A3211W71SX)1400 lm

1500 lm

2000 lm

2200 lm A3211W81S(X)

Order Information   

S125R2-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S125R2-18W-930-N

S125R2-18W-940-N

S125R2-18W-930-M

S125R2-18W-940-M

S125R2-18W-930-W

S125R2-18W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

500 mA

500 mA

Round Trim 

Optional trim

Optional accessary

RF125S

Secondary�reflector

Specular

Secondary�reflector

RF125B

Black

RF125M

Secondary�reflector

Matt

Secondary�reflector

RF125W

White

Secondary�reflector

RF125CB

Chrome black

Secondary�reflector

RF125G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

N M W
18W CRI90

2700K
3000K
4000K

1300lm
1400lm
1500lm

Fixed LED Downlight
SENSE 125 / S125R2NEKO/

Ø137

1
6

2

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

125

·Ceiling thickness: 1mm-12mm-25mm

90°

4153lx1m

1038lx

461lx

260lx

Height,Emax

10°0°10°

166lx

Diameter

Ø49

Ø99

Ø148

Ø197

(cm)

Ø246

20° 20°

2m

3m

4m

5m

2335lx1m

584lx

259x

146lx

Height,Emax

10°0°10°

93lx

Diameter

Ø70

Ø139

Ø209

Ø279

(cm)

Ø348

20° 20°

2m

3m

4m

5m

10°20°

1058lx1m

272lx

131lx

71lx

Height,Emax

10°0°

46lx

Diameter

Ø92

Ø184

Ø277

Ø370

(cm)

Ø461

20°

2m

3m

4m

5m

W
S125R2-18W-930-W

N
S125R2-18W-930-N

M
S125R2-18W-930-M

50,000h@L80

·Deep recessed re�ector for UGR control

IP20
UGR
< 19

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Round trim/ trimless

·LED 2-step MacAdam

·Anti glare accessories for maximum eye confort

·Varied color for secondary re�ector

·LED 2-step MacAdam

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl
·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

111 112www.nekolighting.com



Code
A3411N71S(X)

System outputLED Power System Power CCTCRI
1900 lm

2000 lm

25 W 28 W 3000K

4000K

90

90

2700 lm

2900 lm

LED outputBEAM
28°

28°

3000K

4000K

90

90

32°

32°

3000K

4000K

90

90

50

50

25 W 28 W A3411N81S(X)

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

A3411M71S(X)1900 lm

2000 lm

2700 lm

2900 lm A3411M81S(X)

A3411W71SX)1900 lm

2000 lm

2700 lm

2900 lm A3411W81S(X)

Order Information   

S150R2-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Specular re�ector

Light Distribution  

3000K

S150R2-25W-930-N

S150R2-25W-940-N

S150R2-25W-930-M

S150R2-25W-940-M

S150R2-25W-930-W

S150R2-25W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

700 mA

700 mA

Round Trim 

Optional trim

Optional accessary

RF150S

Secondary�reflector

Specular

Secondary�reflector

RF150B

Black

RF150M

Secondary�reflector

Matt

Secondary�reflector

RF150W

White

Secondary�reflector

RF150CB

Chrome black

Secondary�reflector

RF150G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

N M W
25W CRI90

2700K
3000K
4000K

1800lm
1900lm
2000lm

Fixed LED Downlight
  SENSE 150 /  S150R2NEKO /

Ø162

2
1

250,000h@L80

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

·Ceiling thickness: 1mm-12mm-25mm

90°

6901lx1m

1725lx

767lx

431lx

Height,Emax

10°0°10°

276lx

Diameter

Ø45

Ø90

Ø135

Ø180

(cm)

Ø225

20° 20°

2m

3m

4m

5m

5059lx1m

1265lx

562lx

316lx

Height,Emax

10°0°10°

202lx

Diameter

Ø53

Ø105

Ø158

Ø210

(cm)

Ø263

20° 20°

2m

3m

4m

5m

10°20°

1402lx1m

354lx

177lx

91lx

Height,Emax

10°0°

59lx

Diameter

Ø94

Ø188

Ø282

Ø376

(cm)

Ø470

20°

2m

3m

4m

5m

W
S150R2-25W-930-W

N
S150R2-25W-930-N

M
S1250R2-25W-930-M

·Deep recessed re�ector for UGR control

150
IP20

UGR
< 19

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Round trim/ trimless

·LED 2-step MacAdam

    

·Anti glare accessories for maximum eye confort 

·Varied color for secondary re�ector

·LED 2-step MacAdam

    

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos 
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl

    

·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort
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Light Distribution  

3000K

For more info see: www.nekolighting.com

Order Information   

Round Trim 

Optional trim

Optional accessary

SF100S

Secondary�reflector

Specular

Secondary�reflector

SF100B

Black

SF100M

Secondary�reflector

Matt

Secondary�reflector

SF100W

White

Secondary�reflector

SF100CB

Chrome black

Secondary�reflector

SF100G

Gold

Round Trimless Round Trimless 
Standard European�Version American Version

1
2

1

107x107

·Ceiling thickness: 1mm-12mm-25mm

90°

Fixed LED Downlight
  SENSE 100 / S100S2NEKO /

N M W
13W CRI90

2700K
3000K
4000K

850lm
900lm

1000lm 50,000h@L80

Code
A3041N71S(X)

System outputLED Power System Power CCTCRI
900 lm

1000 lm

13 W 15 W 3000K

4000K

90

90

1300 lm

1400 lm

LED outputBEAM
28°

28°

3000K

4000K

90

90

35°

35°

3000K

4000K

90

90

50°

50°

13 W 15 W A3041N81S(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A3041M71S(X)900 lm

1000 lm

1300 lm

1400 lm A3041M81S(X)

A3041W71SX)900 lm

1000 lm

1300 lm

1400 lm A3041W81S(X)

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Specular re�ector

S100S2-13W-930-N

S100S2-13W-940-N

S100S2-13W-930-M

S100S2-13W-940-M

S100S2-13W-930-W

S100S2-13W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

350 mA

350 mA

350 mA

350 mA

350 mA

350 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

2477lx1m

619lx

275lx

155lx

Height,Emax

10°0°10°

99lx

Diameter

Ø52

Ø103

Ø155

Ø207

(cm)

Ø258

20° 20°

2m

3m

4m

5m

1491lx1m

373lx

166lx

93lx

Height,Emax

10°0°10°

60lx

Diameter

Ø69

Ø138

Ø207

Ø276

(cm)

Ø345

20° 20°

2m

3m

4m

5m

10°20°

780lx1m

195lx

87lx

49lx

Height,Emax

10°0°

31lx

Diameter

Ø93

Ø187

Ø281

Ø384

(cm)

Ø468

20°

2m

3m

4m

5m

W
S100S2-13W-930-W

N
S100S2-13W-930-N

M
S100S2-13W-930-M

S100S2-13W

·Deep recessed re�ector for UGR control

Short InfoKurze Info

96x96
IP20

UGR
< 19

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Square trim/ trimless

·Anti glare accessories for maximum eye confort 

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen/ Rahmenlos 
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl

    

·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

·LED 2-step MacAdam

    

·LED 2-step MacAdam
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Order Information   

Round Trim 

Optional trim

Optional accessary

Round Trimless Round Trimless 
Standard European�Version American Version

1
6

2

134x134

·Ceiling thickness: 1mm-12mm-25mm

90°

Fixed LED Downlight
  SENSE 125 / S125S2NEKO /

N M W
18W CRI90

2700K
3000K
4000K

1300lm
1400lm
1500lm 50,000h@L80

Code

A3241N71S(X)
System outputLED Power System Power CCTCRI

1400 lm

1500 lm

18 W 21 W 3000K

4000K

90

90

2000 lm

2200 lm

LED outputBEAM

28°

28°

3000K

4000K

90

90

40°

40°

3000K

4000K

90

90

50°

50°

18 W 21 W A3241N81S(X)

18 W 21 W

18 W 21 W

18 W 21 W

18 W 21 W

A3241M71S(X)1400 lm

1500 lm

2000 lm

2200 lm A3241M81S(X)

A3241W71SX)1400 lm

1500 lm

2000 lm

2200 lm A3241W81S(X)

S125S2-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Specular re�ector

S125S2-18W-930-N

S125S2-18W-940-N

S125S2-18W-930-M

S125S2-18W-940-M

S125S2-18W-930-W

S125S2-18W-940-W

Model LED Voltage LED Current

36 V

36 V

36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

500 mA

500 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Light Distribution  

3000K

For more info see: www.nekolighting.com

SF125S

Secondary�reflector

Specular

Secondary�reflector

SF125B

Black

SF125M

Secondary�reflector

Matt

Secondary�reflector

SF125W

White

Secondary�reflector

SF125CB

Chrome black

Secondary�reflector

SF125G

Gold

3864lx1m

966lx

429lx

242lx

Height,Emax

10°0°10°

155lx

Diameter

Ø49

Ø99

Ø148

Ø198

(cm)

Ø247

20° 20°

2m

3m

4m

5m

2108lx1m

527lx

234lx

132lx

Height,Emax

10°0°10°

84lx

Diameter

Ø72

Ø144

Ø215

Ø287

(cm)

Ø359

20° 20°

2m

3m

4m

5m

10°20°

1058lx

272lx

131lx

71lx

Height,Emax

10°0°

46lx

Diameter

Ø92

Ø184

Ø277

Ø370

(cm)

Ø461

20°

1m

2m

3m

4m

5m

W
S125S2-18W-930-W

N
S125S2-18W-930-N

M
S125S2-18W-930-M

·Deep recessed re�ector for UGR control

122x122
IP20

UGR
< 19

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Square trim/ trimless

·Anti glare accessories for maximum eye confort 

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen/ Rahmenlos 
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl

    

·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

·LED 2-step MacAdam

    

·LED 2-step MacAdam
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Round Trim 

Optional trim

Optional accessary

Round Trimless Round Trimless 
Standard European�Version American Version

2
1

2

159x159

·Ceiling thickness: 1mm-12mm-25mm

90°

Fixed LED Downlight
  SENSE 150 / S150S2NEKO /

N M W
25W CRI90

2700K
3000K
4000K

1800lm
1900lm
2000lm 50,000h@L80

Code
A3441N71S(X)

System outputLED Power System Power CCTCRI
1900 lm

2000 lm

25 W 28 W 3000K

4000K

90

90

2700 lm

2900 lm

LED outputBEAM
28°

28°

3000K

4000K

90

90

32°

32°

3000K

4000K

90

90

50°

50°

25 W 28 W A3441N81S(X)

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

A3441M71S(X)1900 lm

2000 lm

2700 lm

2900 lm A3441M81S(X)

A3441W71SX)1900 lm

2000 lm

2700 lm

2900 lm A3441W81S(X)

Order Information   

S150S2-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Specular re�ector

S150S2-25W-930-N

S150S2-25W-940-N

S150S2-25W-930-M

S150S2-25W-940-M

S150S2-25W-930-W

S150S2-25W-940-W

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

700 mA

700 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Light Distribution  

3000K

For more info see: www.nekolighting.com

SF150S

Secondary�reflector

Specular

Secondary�reflector

SF150B

Black

SF150M

Secondary�reflector

Matt

Secondary�reflector

SF150W

White

Secondary�reflector

SF150CB

Chrome black

Secondary�reflector

SF150G

Gold

5309lx1m

1327lx

590lx

332lx

Height, Emax

10°0°10°

212lx

Diameter

Ø51

Ø102

Ø153

Ø204

(cm)

Ø255

20° 20°

2m

3m

4m

5m

3502lx1m

876lx

389lx

219lx

Height, Emax

10°0°10°

140lx

Diameter

Ø67

Ø135

Ø202

Ø269

(cm)

Ø336

20° 20°

2m

3m

4m

5m

10°20°

1402lx1m

354lx

177lx

91lx

Height, Emax

10°0°

59lx

Diameter

Ø94

Ø188

Ø282

Ø376

(cm)

Ø470

20°

2m

3m

4m

5m

W
S150S2-25W-930-W

N
S150S2-25W-930-N

M
S150S2-25W-930-M

·Deep recessed re�ector for UGR control

147x147
IP20

UGR
< 19

Short InfoKurze Info

Features

·Modular designed downlight system
    ·Square trim/ trimless

·Anti glare accessories for maximum eye confort 

·Varied color for secondary re�ector

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Quadratischer Einbaurahmen/ Rahmenlos 
·Verschiedene Zweitre�ektorfarben stehen zur Auswahl

    

·Sense bietet beste Lichtqualität mit hervorragendem Sehkomfort

·LED 2-step MacAdam

    

·LED 2-step MacAdam
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LED Downlight 
  SENSENEKO /

Wall Washer Series

S100R3 S125R3 S150R3

S100S3 S125S3 S150S3

Round Trim

Square Trim

Make your downlight invisible in the ceiling, fit for 12.5mm and 25mm thickness ceiling 
Interchangable downlight fixture and trimless accessory. 

Trimless Version Available

European Version

American Version

121 122www.nekolighting.com



Ø110

1
2

1

Code
A3021M71M(X)

System outputLED Power System Power CCTCRI
480 lm

550 lm

13 W 15 W 3000K

4000K

90

90

1300 lm

1400 lm

LED output

13 W 15 W A3021M81M(X)

Order Information   

S100R3-13W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Matt re�ector

Light Distribution  

3000K

S100R2-13W-930

S100R2-13W-940

Model LED Voltage LED Current
36 V

36 V

350 mA

350 mA

Round Trim 

Optional trim

Optional accessary

RW100M

Secondary�reflector

Matt

Secondary�reflector

RW125M

Matt

RW150M

Secondary�reflector

Matt

Round Trimless Round Trimless 
Standard European�Version American Version

18W CRI90

2700K

100

LED Downlight
  SENSE / Wall WasherNEKO /

50,000h@L80

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

13W

25W

Ø137

1
6

2

Code
A3221M71M(X)

System outputLED Power System Power CCTCRI
750 lm

800 lm

18 W 21 W 3000K

4000K

90

90

1800 lm

2000 lm

LED output

18 W 21 W A3221M81M(X)

S125R3-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Matt re�ector

S125R2-18W-930

S125R2-18W-940

Model LED Voltage LED Current
36 V

36 V

500 mA

500 mA

125

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Ø162

2
1

2

Code
A3421M71M(X)

System outputLED Power System Power CCTCRI
1000 lm

1100 lm

25 W 28 W 3000K

4000K

90

90

2700 lm

2900 lm

LED output

25 W 28 W A3421M81M(X)

S150R3-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Matt re�ector

S150R3-25W-930

S150R3-25W-940

Model LED Voltage LED Current
36 V

36 V

700 mA

700 mA

150

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

368lx1m

92lx

41lx

23lx

Height, Emax

10°0°10°

15lx

Diameter

Ø112

Ø225

Ø337

Ø450

(cm)

Ø562

20° 20°

2m

3m

4m

5m

543lx1m

136lx

60lx

34lx

Height, Emax

10°0°10°

22lx

Diameter

Ø113

Ø226

Ø339

Ø452

(cm)

Ø564

20° 20°

2m

3m

4m

5m

785lx1m

196lx

87lx

49lx

Height, Emax

10°0°10°

31lx

Diameter

Ø118

Ø236

Ø353

Ø471

(cm)

Ø589

20° 20°

2m

3m

4m

5m

S150R3-25W-930S100R3-13W-930 S125R3-18W-930

4000K3000K
450lm 480lm 550lm
700lm 750lm 800lm
950lm 1000lm 1100lm

100/125/150
Ø110

1
2

1

IP20
Ø137

1
6

2

Ø162

2
1

2

·Modular designed downlight system
    ·Round trim/ trimless-Wallwasher
·LED 2-step MacAdam

    

·LED 2-step MacAdam

    

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    ·Runder Einbaurahmen/ Rahmenlos-Wallwasher 

Short InfoKurze Info
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Round Trim Round Trimless Round Trimless 
Standard European�Version American Version

LED Downlight
  SENSE / Wall WasherNEKO /

Code
A3051M71M(X)

System outputLED Power System Power CCTCRI
480 lm

550 lm

13 W 15 W 3000K

4000K

90

90

1300 lm

1400 lm

LED output

13 W 15 W A3051M81M(X)

Order Information   

S100S3-13W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Matt re�ector

Light Distribution  

3000K

S100S3-13W-930

S100S3-13W-940

Model LED Voltage LED Current
36 V

36 V

350 mA

350 mA

Optional trim

Optional accessary

SW100M

Secondary�reflector

Matt

Secondary�reflector

SW125M

Matt

SW150M

Secondary�reflector

Matt

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A3251M71M(X)

System outputLED Power System Power CCTCRI
680 lm

750 lm

18 W 21 W 3000K

4000K

90

90

1800 lm

2000 lm

LED output

18 W 21 W A3251M81M(X)

S125S3-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Matt re�ector

S125S3-18W-930

S125S3-18W-940

Model LED Voltage LED Current
36 V

36 V

500 mA

500 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A3451M71M(X)

System outputLED Power System Power CCTCRI
900 lm

1000 lm

25 W 28 W 3000K

4000K

90

90

2700 lm

2900 lm

LED output

25 W 28 W A3451M81M(X)

S150S3-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Matt re�ector

S150S3-25W-930

S150S3-25W-940

Model LED Voltage LED Current
36 V

36 V

700 mA

700 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

107x107

1
2

1

96x96

134x134

1
6

2

122x122

159x159

2
1

2

147x147

649lx1m

162lx

72lx

40lx

Height, Emax

10°0°10°

26lx

Diameter

Ø120

Ø241

Ø361

Ø482

(cm)

Ø602

20° 20°

2m

3m

4m

5m

350lx1m

88lx

39lx

22lx

Height, Emax

14lx

Diameter

Ø109

Ø219

Ø328

Ø437

(cm)

Ø546

2m

3m

4m

5m

10°0°10°20° 20°

447lx1m

112lx

50lx

28lx

Height, Emax

18lx

Diameter

Ø114

Ø229

Ø344

Ø458

(cm)

Ø573

2m

3m

4m

5m

10°0°10°20° 20°

S1500S3-25W-930S100S3-13W-930 S125S3-18W-930

18W CRI90

2700K

50,000h@L80

13W

25W

4000K3000K
450lm 480lm 550lm
650lm 680lm 750lm
850lm 900lm 1000lm

1
2

1

1
6

2

2
1

2

147x147 147x147
122x122

96x96

122x12296x96

IP20

·Modular designed downlight system
    

·LED 2-step MacAdam

    

·LED 2-step MacAdam

    

·Einmaliges, modulares und �exibles Einbauleuchtensystem
    

Short InfoKurze Info

·Square trim/ trimless-Wallwasher·Quadratischer Einbaurahmen/ Rahmenlos-Wallwasher 
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Suggestions on Installation Distance for Uniform Lighting Effects

S100R3
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The installation is based on 3M height wall
Evenly illuminated wall without dark shadow at the corner 

 

LED Downlight
  SENSE / Wall WasherNEKO /

S100RT3

S125R3
S125RT3

S150R3
S150RT3

S100S3
S100ST3

S125S3
S125ST3

S150S3
S150ST3



Fixed LED Downlight
  GALAXY SeriesNEKO /

50°

Clare cut-off Angle 50°

GALAXY series
Benz shop, Shanghai, China

 

UGR< 19

Clear glass version 

90 125 150 205175

G100
(900 Lm )
(1100 Lm )

G125
(1300 Lm)
(1700 Lm)

G150
(1900 Lm)
(2600 Lm)

G175
(1900 Lm)
(2600 Lm)

G205
(2600 Lm)
(3700 Lm)

Galaxy�series�downlight�is�perfect�choice�for hotel�lighting�and�hospitality�area. �
It�consists�of�two�interchangeable�version.

-Clear�glass�version�makes�the�LED�light source deep recessed, which provides 

-Diffused�cover�version�can�provide�very uniform light output.
very low glare light. 



Fixed LED Downlight
  GALAXY / G100NEKO /

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

Ø120

1
0

1

45° 70°

1200lm
1300lm
1400lm

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

50,000h@L80

UGR
IP20 < 19

13W CRI80 2700K
3000K
4000K

90

·LED 2-step Mac Adam

    9.5W CRI90

·Diecast aluminium heatsink

    

·Ambient operating temperature: -20°C~+40°C
·Storage temperature: -30°C~+60°C 

Code
A9001711S(X)

System output
1000 lm

1100 lm

1300 lm

1400 lm

LED outputBEAM
45°

45°

70°

70°

A9001721S(X)

A9001811S(X)900 lm

1000 lm

1300 lm

1400 lm A9001821S(X)

LED Power System Power CCTCRI
9.5 W 12 W 3000K

4000K

80

80

3000K

4000K

80

80

9.5 W 12 W

9.5 W 12 W

9.5 W 12 W

Order Information   

G100-9.5W

CITIZEN LED pwered by 260mA constant current LED driver, White trim, Silver re�ector

Light Distribution  

3000K

G100-9.5W-830-Clear

G100-9.5W-840-Clear

G100-9.5W-830-Diffused

G100-9.5W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

260 mA

260 mA

260 mA

260 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A9002711S(X)

System output
1300 lm

1400 lm

1600 lm

1700 lm

LED outputBEAM
45°

45°

70°

70°

A9002721S(X)

A9002811S(X)1100 lm

1200 lm

1600 lm

1700 lm A9002821S(X)

LED Power System Power CCTCRI
13 W 15 W 3000K

4000K

80

80

3000K

4000K

80

80

13 W 15 W

13 W 15 W

13 W 15 W

G100-13W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Silver re�ector

G100-13W-830-Clear

G100-13W-840-Clear

G100-13W-830-Diffused

G100-13W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

350 mA

350 mA

350 mA

350 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

70°

745lx1m

186lx

83lx

46lx

Height,Emax

10°0°10°

30lx

Diameter

Ø139

Ø278

Ø418

Ø557

(cm)

Ø696

20° 20°

2m

3m

4m

5m

G100-13W-830-Diffused
45°

2048lx1m

512lx

227lx

128lx

Height,Emax

10°0°10°

82lx

Diameter

Ø74

Ø149

Ø223

Ø298

(cm)

Ø372

20° 20°

2m

3m

4m

5m

G100-13W-830-Clear

Short InfoKurze Info

Features

Optional accessary

Diffused cover Clear cover Silver reflector Black reflectorWhite reflector

P09-041 P09-036 G100S G100W G100B

129 130www.nekolighting.com



Code
A9011711S(X)

System output
1400 lm

1500 lm

1700 lm

1800 lm

LED outputBEAM
45°

45°

70°

70°

A9011721S(X)

A9011811S(X)1300 lm

1400 lm

1700 lm

1800 lm A9011821S(X)

LED Power System Power CCTCRI
13 W 15 W 3000K

4000K

80

80

3000K

4000K

80

80

13 W 15 W

13 W 15 W

13 W 15 W

Order Information   

G125-13W

CITIZEN LED pwered by 350mA constant current LED driver, White trim, Silver re�ector

G125-13W-830-Clear

G125-13W-840-Clear

G125-13W-830-Diffused

G125-13W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

350 mA

350 mA

350 mA

350 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A9012711S(X)

System output
1900 lm

2000 lm

2400 lm

2600 lm

LED outputBEAM
45°

45°

70°

70°

A9012721S(X)

A9012811S(X)1700 lm

1800 lm

2400 lm

2600 lm A9012821S(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

80

80

3000K

4000K

80

80

18 W 21 W

18 W 21 W

18 W 21 W

G125-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Silver re�ector

G125-18W-830-Clear

G125-18W-840-Clear

G125-18W-830-Diffused

G125-18W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Optional accessary

Diffused cover Clear cover Silver reflector Black reflectorWhite reflector

P09-042 P09-037 G125S G125W G125B

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

·LED 2-step Mac Adam
·Diecast aluminium heatsink

    

Short InfoKurze Info
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Fixed LED Downlight
  GALAXY / G150NEKO /

Ø180

1
1

1

45° 70°

2600lm
2800lm
3000lm 50,000h@L80

25W CRI80 2700K
3000K
4000K

150

    18W CRI90

·Ambient operating temperature: -20°C~+40°C
·Storage temperature: -30°C~+60°C 

Code
A9021711S(X)

System output
2100 lm

2300 lm

2600 lm

2800 lm

LED outputBEAM
45°

45°

70°

70°

A9021721S(X)

A9021811S(X)1900 lm

2000 lm

2600 lm

2800 lm A9021821S(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

80

80

3000K

4000K

80

80

18 W 21 W

18 W 21 W

18 W 21 W

Order Information   

G150-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Silver re�ector

Light Distribution  

3000K

G150-18W-830-Clear

G150-18W-840-Clear

G150-18W-830-Diffused

G150-18W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A9022711S(X)

System output
2800 lm

3000 lm

3500 lm

3800 lm

LED outputBEAM
45°

45°

70°

70°

A9022721S(X)

A9022811S(X)2600 lm

2800 lm

3500 lm

3800 lm A9022821S(X)

LED Power System Power CCTCRI
25 W 28 W 3000K

4000K

80

80

3000K

4000K

80

80

25 W 28 W

25 W 28 W

25 W 28 W

G150-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Silver re�ector

G150-25W-830-Clear

G150-25W-840-Clear

G150-25W-830-Diffused

G150-25W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

1534lx1m

384lx

170lx

96lx

Height,Emax

10°0°10°

61lx

Diameter

Ø144

Ø288

Ø432

Ø576

(cm)

Ø720

20° 20°

2m

3m

4m

5m

3417lx1m

854lx

380lx

214lx

Height,Emax

10°0°10°

137lx

Diameter

Ø89

Ø179

Ø268

Ø357

(cm)

Ø447

20° 20°

2m

3m

4m

5m

G150-25W-830-DiffusedG150-25W-830-Clear
70°45°

Optional accessary

Diffused cover Clear cover Silver reflector Black reflectorWhite reflector

P09-043 P09-038 G150S G150W G150B

UGR
IP20 < 19

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

·LED 2-step Mac Adam
·Diecast aluminium heatsink

    

Short InfoKurze Info

Features
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Fixed LED Downlight
  GALAXY/  G175NEKO /

Ø200

1
3

6

45° 70°

2600lm
2800lm
3000lm 50,000h@L80

25W CRI80 2700K
3000K
4000K

175

    18W CRI90

·Ambient operating temperature: -20°C~+40°C
·Storage temperature: -30°C~+60°C 

Code
A9031711S(X)

System output
2100 lm

2300 lm

2600 lm

2800 lm

LED outputBEAM
45°

45°

70°

70°

A9031721S(X)

A9031811S(X)1900 lm

2000 lm

2600 lm

2800 lm A9031821S(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

80

80

3000K

4000K

80

80

18 W 21 W

18 W 21 W

18 W 21 W

Order Information   

G175-18W

CITIZEN LED pwered by 500mA constant current LED driver, White trim, Silver re�ector

Light Distribution  

3000K

G175-18W-830-Clear

G175-18W-840-Clear

G175-18W-830-Diffused

G175-18W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A9032711S(X)

System output
2800 lm

3000 lm

3500 lm

3800 lm

LED outputBEAM
45°

45°

70°

70°

A9032721S(X)

A9032811S(X)2600 lm

2800 lm

3500 lm

3800 lm A9032821S(X)

LED Power System Power CCTCRI
25 W 28 W 3000K

4000K

80

80

3000K

4000K

80

80

25 W 28 W

25 W 28 W

25 W 28 W

G175-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Silver re�ector

G175-25W-830-Clear

G175-25W-840-Clear

G175-25W-830-Diffused

G175-25W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

1534lx1m

384lx

170lx

96lx

Height,Emax

10°0°10°

61lx

Diameter

Ø144

Ø288

Ø432

Ø576

(cm)

Ø720

20° 20°

2m

3m

4m

5m

3417lx1m

854lx

380lx

214lx

Height,Emax

10°0°10°

137lx

Diameter

Ø89

Ø179

Ø268

Ø357

(cm)

Ø447

20° 20°

2m

3m

4m

5m

G175-25W-830-DiffusedG175-25W-830-Clear
70°45°

Optional accessary

Diffused cover Clear cover Silver reflector Black reflectorWhite reflector

P09-044 P09-039 G175S G175W G175B

UGR
IP20 < 19

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

·LED 2-step Mac Adam
·Diecast aluminium heatsink

    

Short InfoKurze Info

Features
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Fixed LED Downlight
  GALAXY / G205NEKO /

Ø230

1
4

3

45° 70°

3900lm
4100lm
4300lm 50,000h@L80

38W CRI80 2700K
3000K
4000K

205

    25W CRI90

·Ambient operating temperature: -20°C~+40°C
·Storage temperature: -30°C~+60°C 

Code
A9041711S(X)

System output
2800 lm

3000 lm

3500 lm

3800 lm

LED outputBEAM
45°

45°

70°

70°

A9041721S(X)

A9041811S(X)2600 lm

2800 lm

3500 lm

3800 lm A9041821S(X)

LED Power System Power CCTCRI
25 W 28 W 3000K

4000K

80

80

3000K

4000K

80

80

25 W 28 W

25 W 28 W

25 W 28 W

Order Information   

G205-25W

CITIZEN LED pwered by 700mA constant current LED driver, White trim, Silver re�ector

Light Distribution  

3000K

G205-25W-830-Clear

G205-25W-840-Clear

G205-25W-830-Diffused

G205-25W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

Optional accessary

Diffused cover Clear cover

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A9042711S(X)

System output
4100 lm

4300 lm

5100 lm

5400 lm

LED outputBEAM
45°

45°

70°

70°

A9042721S(X)

A9042811S(X)3700 lm

3900 lm

5100 lm

5400 lm A9042821S(X)

LED Power System Power CCTCRI
38 W 42 W 3000K

4000K

80

80

3000K

4000K

80

80

38 W 42 W

38 W 42 W

38 W 42 W

G205-38W

CITIZEN LED pwered by 1050mA constant current LED driver, White trim, Silver re�ector

G205-38W-830-Clear

G205-38W-840-Clear

G205-38W-830-Diffused

G205-38W-840-Diffused

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

1050 mA

1050 mA

1050 mA

1050 mA

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Silver reflector Black reflectorWhite reflector

2468lx1m

617lx

274lx

154lx

Height,Emax

10°0°10°

99lx

Diameter

Ø131

Ø262

Ø394

Ø525

(cm)

Ø657

20° 20°

2m

3m

4m

5m

4442lx1m

1111lx

493lx

277lx

Height,Emax

10°0°10°

177lx

Diameter

Ø91

Ø182

Ø274

Ø365

(cm)

Ø456

20° 20°

2m

3m

4m

5m

G205-38W-830-DiffusedG205-38W-830-Clear
70°45°

P09-045 P09-040 G205S G205W G205B

UGR
IP20 < 19

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

·LED 2-step Mac Adam
·Diecast aluminium heatsink

    

Short InfoKurze Info

Features
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T100 T150 T200

Super Comfort LED Downlight
  TAKEO SeriesNEKO /

100 150 200

139 140www.nekolighting.com



Super Comfort LED Downlight
  TAKEO SeriesNEKO /

141 142www.nekolighting.com

Deep recessed heatsink 

CITIZEN COB LED

Interchangeable reflector 

Silicone gasket

1 2 3

Lens holder

 Lens with narrow, medium and flood beam angles

18° 30° 60°

UGR< 19

60°

Silicone gasket



Super Comfort LED Downlight
  TAKEO SeriesNEKO /

TAKEO super comfort T100

100 150 200

TAKEO super comfort T150 TAKEO super comfort T200

· Deep recessed design achieves super eye comfort.
· Attractive appearance with efficiency and functionality.
· Passive management ensures durability.
· Optimal lens technologies with narrow, medium and 
  flood beam angles guarantee light quality.
· Interchangeable reflectors of matt,  white and black colors. 
  Provide maximum design freedom.
· Applicable to all typical downlight contexts.

(T100-9W  1100 Lm )
(T100-13W  1500 Lm )

(T150-18W  2300 Lm )
(T150-25W  3100 Lm )

(T200-25W  3200 Lm )
(T200-38W  4400 Lm )

143 144www.nekolighting.com

(T200-52W  5400 Lm )



Super Comfort LED Downlight
   T100TAKEO /  NEKO /

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

Ø110

7
9

30° 50°

1400lm
1500lm
1600lm

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

50,000h@L80

UGR
IP54 < 19

13W CRI83 2700K
3000K
4000K

100

·LED 2-step Mac Adam

    9W CRI90

·Diecast aluminium heatsink

    

·Ceiling thickness: 1-30mm

Short InfoKurze Info

Features

·Low glare for optimal eye comfort

Code
L1001211M(X)

System output
1100 lm

1200 lm

1300 lm

1400 lm

LED outputBEAM
30°

30°

50°
50°

L1001221M(X)

L1001511M(X)1000 lm

1100 lm

1300 lm

1400 lm L1001521M(X)

LED Power System Power CCTCRI
9 W 11 W 3000K

4000K

83

83

3000K

4000K

83

83

9 W 11 W

9 W 11 W

9 W 11 W

Order Information   

T100-9W

CITIZEN LED pwered by 260mA  constant current LED driver, White trim, Matt re�ector

Light Distribution  

3000K

T100-9W-830-30D

T100-9W-840-30D

T100-9W-830-50D

T100-9W-840-50D

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

260 mA

260 mA

260 mA

260 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

Optional accessary

Lens Lens Matt reflector Black reflectorWhite reflector
30° Beam 60° Beam T100M T100W T100B

Code
L1002211M(X)

System output
1500 lm

1600 lm

1800 lm

1900 lm

LED outputBEAM
30°

30°

50°
50°

L1002221M(X)

L1002511M(X)1300 lm

1400 lm

1800 lm

1900 lm L1002521M(X)

LED Power System Power CCTCRI
13 W 15 W 3000K

4000K

83

83

3000K

4000K

83

83

13 W 15 W

13 W 15 W

13 W 15 W

T100-13W

CITIZEN LED pwered by 350mA  constant current LED driver, White trim, Matt re�ector

T100-13W-830-30D

T100-13W-840-30D

T100-13W-830-50D

T100-13W-840-50D

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

350 mA

350 mA

350 mA

350 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

30°

5072lx1m

1268lx

563lx

317lx

Height,Emax

10°0°10°

203lx

Diameter

Ø51

Ø101

Ø152

Ø203

(cm)

Ø253

20° 20°

2m

3m

4m

5m

T100-13W-830-30D

20°

50°

10°0°10°

Diameter

Ø101

Ø201

Ø302

Ø403

(cm)

Ø503

20°

T100-13W-830-50D

1m

Height,

2m

3m

4m

5m

1634lx

408lx

181lx

102lx

Emax

65lx

For more info see: www.nekolighting.com
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Super Comfort LED Downlight
   T150TAKEO /  NEKO /

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

Ø160

1
0

0

30° 60°

2900lm
3100lm
3300lm

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

50,000h@L80

UGR
IP54 < 19

25W CRI83 2700K
3000K
4000K

150

·LED 2-step Mac Adam

  18W CRI90

·Diecast aluminium heatsink

    

·Ceiling thickness: 1-25mm

Short InfoKurze Info

Features

·Low glare for optimal eye comfort

Code
L1011211M(X)

System output
2300 lm

2500 lm

2800 lm

3000 lm

LED outputBEAM
30°

30°

60°
60°

L1011221M(X)

L1011511M(X)2000 lm

2200 lm

2800 lm

3000 lm L1011521M(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

83

83

3000K

4000K

83

83

18 W 21 W

18 W 21 W

18 W 21 W

Order Information   

T150-18W

CITIZEN LED pwered by 500mA  constant current LED driver, White trim, Matt re�ector

Light Distribution  

3000K

T150-18W-830-30D

T150-18W-840-30D

T150-18W-830-60D

T150-18W-840-60D

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

500 mA

500 mA

500 mA

500 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

Optional accessary

Lens Lens Matt reflector Black reflectorWhite reflector
30° Beam 60° Beam T150M T150W T150B

Code
L1012211M(X)

System output
3100 lm

3300 lm

3800 lm

4000 lm

LED outputBEAM
30°

30°

60°
60°

L1012221M(X)

L1012511M(X)3100 lm

3300 lm

3800 lm

4000 lm L1012521M(X)

LED Power System Power CCTCRI
25 W 28 W 3000K

4000K

83

83

3000K

4000K

83

83

25 W 28 W

25 W 28 W

25 W 28 W

T150-25W

CITIZEN LED pwered by 700mA  constant current LED driver, White trim, Matt re�ector

T150-25W-830-30D

T150-25W-840-30D

T150-25W-830-60D

T150-25W-840-60D

Model LED Voltage LED Current
36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

30° 60°

For more info see: www.nekolighting.com

12015lx1m

3004lx

1335lx

751lx

Height,Emax

10°0°10°

481lx

Diameter

Ø55

Ø110

Ø165

Ø220

(cm)

Ø275

20° 20°

2m

3m

4m

5m

T150-25W-830-30D

10°0°10°20°

Diameter

Ø101

Ø202

Ø303

Ø404

(cm)

Ø505

20°

T150-25W-830-60D

1m

Height,

2m

3m

4m

5m

3263lx

777lx

352lx

169lx

Emax

91lx
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Fixture can be taken off from the back of the ceilling, 
which is easy and convenient for maintenance. 

Super Comfort LED Downlight
   T200TAKEO /  NEKO /

149 150www.nekolighting.com



Super Comfort LED Downlight
   T200TAKEO /  NEKO /

·Perfect choice for hotel & of�ce lighting
·LED 2-step MacAdam

Ø218

1
2

6

30° 60°

5200lm
5400lm
5600lm

·Richtige Wahl für Hotelbeleuchtung und  Geschäfts-/Büroräume

·Aluminiumdruckguss-Kühlkörper

    

50,000h@L80

UGR
IP54 < 19

38W
CRI80 2700K

3000K
4000K

200

·LED 2-step Mac Adam

    25W CRI90

·Diecast aluminium heatsink

    

·Ceiling thickness: 1-25mm

Short InfoKurze Info

Features

CodeSystem outputLED outputBEAMLED Power System Power CCTCRI

Order Information   

T200-25W

CITIZEN LED pwered by 700mA  constant current LED driver, White trim, Matt re�ector

Light Distribution  

3000K

Model LED Voltage LED Current

Optional accessary

Lens Lens Matt reflector Black reflectorWhite reflector
15° Beam 60° Beam T200M T200W T200B

T200-38W

CITIZEN LED pwered by 1050mA  constant current LED driver, White trim, Matt re�ector

For more info see: www.nekolighting.com

15°

L1021211M(X)3200 lm

3400 lm

3900 lm

4100 lm

30°

30°

60°
60°

L1021221M(X)

L1021511M(X)2800 lm

3000 lm

3900 lm

4100 lm L1021521M(X)

25 W 28 W 3000K

4000K

83

83

3000K

4000K

83

83

25 W 28 W

25 W 28 W

25 W 28 W

T200-25W-830-30D

T200-25W-840-30D

T200-25W-830-60D

T200-25W-840-60D

36 V

36 V

36 V

36 V

700 mA

700 mA

700 mA

700 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

L1021B11M(X)3200 lm

3400 lm

3900 lm

4100 lm

15°

15° L1021B21M(X)

25 W 28 W 3000K

4000K

83

8325 W 28 W
T200-25W-830-15D

T200-25W-840-15D

36 V

36 V

700 mA

700 mA

L1022211M(X)4400 lm

4600 lm

5400 lm

5600 lm

30°

30°

60°
60°

L1022221M(X)

L1022511M(X)3900 lm

4100 lm

5400 lm

5600 lm L1022521M(X)

38 W 42 W 3000K

4000K

83

83

3000K

4000K

83

83

38 W 42 W

38 W 42 W

38 W 42 W

T200-38W-830-30D

T200-38W-840-30D

T200-38W-830-60D

T200-38W-840-60D

36 V

36 V

36 V

36 V

1050 mA

1050 mA

1050 mA

1050 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

L1022B11M(X)4400 lm

4600 lm

5400 lm

5600 lm

15°

15° L1022B21M(X)

38 W 42 W 3000K

4000K

83

8338 W 42 W
T200-38W-830-15D

T200-38W-840-15D

36 V

36 V

1050 mA

1050 mA

CodeSystem outputLED outputBEAMLED Power System Power CCTCRIModel LED Voltage LED Current

Lens
30° Beam

15°

31879lx1m

7970lx

3542lx

1992lx

Height,Emax

10°0°10°

1275lx

Diameter

Ø33

Ø66

Ø99

Ø133

(cm)

Ø166

20° 20°

2m

3m

4m

5m

T200-38W-830-15D

30°

17779lx1m

4445lx

1975lx

1111lx

Height,Emax

10°0°10°

711lx

Diameter

Ø55

Ø110

Ø166

Ø221

(cm)

Ø276

20° 20°

2m

3m

4m

5m

T200-38W-830-30D

60°

10°0°10°20°

Diameter

Ø110

Ø220

Ø330

Ø440

(cm)

Ø550

20°

T200-38W-830-60D

1m

Height,

2m

3m

4m

5m

4668lx

1167lx

519lx

292lx

Emax

187lx

151 152www.nekolighting.com

·Low glare for optimal eye comfort

    52W

T200-52W

CITIZEN LED pwered by 1400mA  constant current LED driver, White trim, Matt re�ector

L1023211M(X)5400 lm

5600 lm

6600 lm

6800 lm

30°

30°

60°
60°

L1023221M(X)

L1023511M(X)4800 lm

5000 lm

6600 lm

6800 lm L1023521M(X)

52 W 56 W 3000K

4000K

83

83

3000K

4000K

83

83

52 W 56 W

52 W 56 W

52 W 56 W

T200-52W-830-30D

T200-52W-840-30D

T200-52W-830-60D

T200-52W-840-60D

36 V

36 V

36 V

36 V

1400 mA

1400 mA

1400 mA

1400 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

L1023B11M(X)5400 lm

5600 lm

6600 lm

6800 lm

15°

15° L1023B21M(X)

52 W 56 W 3000K

4000K

83

8352 W 56 W
T200-52W-830-15D

T200-52W-840-15D

36 V

36 V

1400 mA

1400 mA

CodeSystem outputLED outputBEAMLED Power System Power CCTCRIModel LED Voltage LED Current



The NEKO LED module is a perfect replacement for MR16 halogen modules.
Smart and elegant design.
Versatile for downlight and spotlight applications.
Uniform color for all LED modules within 3 MacAdam steps.
You can use NEKO LED modules in various fixture designs with no color variability.
Outstanding lumen output, excellent lumen maintenance.
50,000-hour lifetime eliminates frequent re-lamping.
NEKO 5-Year Quality Guarantee

Three beam angles for various architectural design requirements.

Narrow Medium Wide

NEKO LED-Module sind die perfekte Austauschlösung für MR16 Halogen.
Sehr schickes und elegantes Design und vielfältig einsetzbar bei Downlight- und
Spotanwendungen.
Hohe Farbkonsistenz bei allen LED-Modulen innerhalb einer 3-Step-MacAdam-Ellipse
Neko-LED-Module können in verschiedenen Leuchten verwendet werden, ohne
Einfluss auf die Farbkonsistenz.
Hervorragende Lichtausbeute und exzellenter Lampenlichtstromerhalt mit 
50.000 Stunden Lebensdauer machen häufige Lampenwechsel zu einem Relikt der 
Vergangenheit.
5 Jahre Qualitätsgarantie von NEKO.

Verschiedene Abstrahlwinkel für architektonische Designs

LED Downlight Module
  MR16NEKO /

153 154www.nekolighting.com



90707060

TA 2

TF 1 TF 2

Easy to fit NEKO module to downlight trim,Simple to install it into ceiling.
And once it is completed, you can simply forget about it,as its LED has a lifetime more than 50,000 hours.

Adjustable and 355 degree swivel

Clean and slim design, fixed
With darklight reflector, fixed

Das Neko-Modul lässt sich einfach in die Downlight-Einfassung setzen. Einfacher Deckeneinbau.
Und nach dem Einbau braucht man sich keine Gedanken mehr zu machen, da eine LED eine Lebensdauer von 
mehr als 50.000 Stunden hat.

Einstellbar und um 355 Grad drehbar

Geradliniges und schlankes 
Design, fest

Mit Darklight-Reflektor, fest

TA 1

 25 degree adjustable 
25 Grad einstellbar

TA 3

Adjustable and 355 degree swivel
Einstellbar und um 355 Grad drehbar

TF 3

707090

TF 4

TA 4

Adjustable and 355 degree swivel
Einstellbar und um 355 Grad drehbar

70 90 90 90

60 70 70 70

30°

355°

25° 30°

355°

30° 30°

355° 355°

90

TA 3 TF 3TF 4TA 4 TF1 TF2 TA1 TA2

X1 X2 X3

100X100 100X180 100X260

110

110

193

132 132 132

110

277

110

Square trim for shop lighting

25°

KA 1

Adjustable and 355 degree swivel
Einstellbar und um 355 Grad drehbar

95

95

KA1

Trims for MR16 LED Downlight Module
  MR16NEKO /

Fitted in a moment, last for lifetime

With darklight reflector, fixed
Mit Darklight-Reflektor, fest

With darklight reflector, fixed
Mit Darklight-Reflektor, fest

105

TF1 TA1TF2 TF3/TF4

74
60

73

77
63

83

119
104

M1 M2

TA2 TA3/TA4

83

96
80

119
104

159

KA1

155 156www.nekolighting.com



50

57

LED Downlight Module
  MR16 / M1NEKO /

UGR
IP44 < 19

10° 20° 40° 60°
CRI80 2700K

3000K
4000K

550lm
600lm
650lm

6W

Short InfoKurze Info

CRI90

Replace
Halogen 50W

50,000h@L80

(White trim)  

P07-003
Code

White
Colour

TF1 RING    (White trim)  

P07-004
P07-008

Code
White
black

Colour

TF2 RING    

P07-012 specular

(White trim)  

P07-014
P07-016

Code
White
black

Colour

TF3 RING    

P07-001
Code

White
Colour

TA1 RING    (White trim)  

P07-002
P07-006

Code
White
black

Colour

TA2 RING    (White trim)  

P07-010 specular

(White trim)  

P07-013
P07-015

Code
White
black

Colour

TA3 RING    (White trim)  

P07-019
P07-020

Code
White
black

Colour

TF4 RING    (White trim)  

P07-022
P07-025

Code
White
black

Colour

TA4 RING    

P07-024 matt P07-023 matt

· Heatsink is die-casting aluminium with powder coating.
· Plastic decoration parts are Nylon PA66 material compliant 
  with Glow-wire test 850°C.
· Primary reflector is PC with AL coating.
· Protection cover is tempered glass.

· Der Kühlkörper besteht aus Druckguss-Aluminium mit 
  Pulverbeschichtung.
· Kunststoffsichtteile sind aus Nylon PA66, gemass 
  Glühdrahtprufüng 850 °C.
· Primarreflektor besteht aus alubeschichtetem Polykarbonat.
· Schutzabdeckung aus Hartglas.

Code
A160101(X)

System outputLED Power System Power CCTCRI
600 lm

650 lm

6 W 8 W 3000K

4000K

80

80

750 lm

800 lm

LED outputBEAM
20°

20°

3000K

4000K

80

80

40°

40°

3000K

4000K

80

80

60°

60°

6 W 8 W A160102(X)

6 W 8 W

6 W 8 W

6 W 8 W

6 W 8 W

A160141(X)600 lm

650 lm

750 lm

800 lm A160142(X)

A160151(X)600 lm

650 lm

750 lm

800 lm A160152(X)

Order Information   

M1-6W

BRIDGELUX LED pwered by 350mA constant current LED driver

Optional accessary

Primary�reflector
20°beam

Primary�reflector
40°

Primary�reflector

beam 60°beam

Light Distribution  

6377lx1m

1594lx

710lx

400lx

Height,Emax

10°0°10°

255lx

Diameter

Ø17

Ø34

Ø51

Ø68

(cm)

Ø85

20° 20°

2m

3m

4m

5m

10°
M1-6W-830-10D

20° 40°
M1-6W-830-20D M1-6W-830-40D

3000K

M1-6W-830-20D

M1-6W-840-20D

M1-6W-830-40D

M1-6W-840-40D

M1-6W-830-60D

M1-6W-840-60D

Model

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A160191(X)

System outputLED Power System Power CCTCRI
450 lm

500 lm

6 W 8 W 3000K

4000K

80

80

700 lm

750 lm

LED outputBEAM
10°

10°6 W 8 W A160192(X)

M1-6W-10°

CREE LED pwered by 500mA constant current LED driver

M1-6W-830-10D

M1-6W-840-10D

Model

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

2085lx1m

521lx

231lx

130lx

Height,Emax

10°0°10°

83lx

Diameter

Ø34

Ø68

Ø102

Ø135

(cm)

Ø170

20° 20°

2m

3m

4m

5m

1235lx1m

309lx

137lx

77lx

Height,Emax

10°0°10°

50lx

Diameter

Ø65

Ø130

Ø195

Ø260

(cm)

Ø324

20° 20°

2m

3m

4m

5m

157 158www.nekolighting.com

Trims

60 70 70 90 95

105

TF1 TA1TF2 TF3/TF4

60

73

104

TA2 TA3/TA4

83

80
104

159

KA1

73
27 38

7363

83

38



50

57

LED Downlight Module
  MR16 / M1 TNEKO /

UGR
IP44 < 19

40° 60°
CRI95 1800K-3000K Max.

480lm6W

Short InfoKurze Info

Replace
Halogen 50W

50,000h@L80

(White trim)  

P07-003
Code

White
Colour

TF1 RING    (White trim)  

P07-004
P07-008

Code
White
black

Colour

TF2 RING    

P07-012 specular

(White trim)  

P07-014
P07-016

Code
White
black

Colour

TF3 RING    

P07-001
Code

White
Colour

TA1 RING    (White trim)  

P07-002
P07-006

Code
White
black

Colour

TA2 RING    (White trim)  

P07-010 specular

(White trim)  

P07-013
P07-015

Code
White
black

Colour

TA3 RING    (White trim)  

P07-019
P07-020

Code
White
black

Colour

TF4 RING    (White trim)  

P07-022
P07-025

Code
White
black

Colour

TA4 RING    

P07-024 matt P07-023 matt

· Heatsink is die-casting aluminium with powder coating
· Plastic decoration parts are Nylon PA66 material compliant 
  with Glow-wire test 850°C
· Primary reflector is PC with AL coating
· Protection cover is tempered glass
· Dim to Warm 1800K-3000K

· Der Kühlkörper besteht aus Druckguss-Aluminium mit 
  Pulverbeschichtung
· Kunststoffsichtteile sind aus Nylon PA66, gemass 
  Glühdrahtprufüng 850 °C
· Primarreflektor besteht aus alubeschichtetem Polykarbonat
· Schutzabdeckung aus Hartglas
· Dim bis Warm 1800K-3000K

Order Information   

M1 T-6W

BRIDGELUX Dim to Warm 1800K-3000K LED pwered by 350mA constant current LED driver

Optional accessary

Primary�reflector
40°

Primary�reflector

beam 60°beam

Light Distribution  

3000K

For more info see: www.nekolighting.com

Remark: X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    P  A D

Trims

60 70 70 90 95

105

TF1 TA1TF2 TF3/TF4

60

73

104

TA2 TA3/TA4

83

80
104

159

KA1

73
27 38

7363

83

38

Dim to Warm

40°

1097lx1m

274lx

122lx

68lx

Height, Emax

10°0°10°

44lx

Diameter

Ø61

Ø122

Ø184

Ø245

(cm)

Ø306

20° 20°

2m

3m

4m

5m

M1 T-6W-930-40D
60°

642lx1m

160lx

71lx

40lx

Height, Emax

10°0°10°

26lx

Diameter

Ø96

Ø193

Ø289

Ø386

(cm)

Ø482

20° 20°

2m

3m

4m

5m

M1 T-6W-930-60D

Code

M1 T-918-40
M1 T-918-60

M1 T-924-40

CCT

2400K
2400K

1800K
1800K

2700K
2700K

3000K
3000K

CRI

95
95

95
95

95
95

95
95

BEAM

40°
60°

40°
60°

40°
60°

40°
60°

LED Power

0.3 W
0.3 W

1.7 W
1.7 W

2.8 W
2.8 W

6.0 W
6.0 W

System Power

0.6 W
0.6 W

2.5 W
2.5 W

4.0 W
4.0 W

8.0 W
8.0 W

LED Current

25mA 
25mA 

110mA 
110mA 

180mA 
180mA 

350mA 
350mA 

LED�Voltage

12 V
12 V

15 V
15 V

16 V
16 V

18 V
18 V

LED output

25 lm
25 lm

130 lm
130 lm

250lm
250 lm

600 lm
600 lm

Module output

20 lm
20 lm

100 lm
100 lm

200 lm
200 lm

480 lm
480 lm

M1 T-924-60

M1 T-927-40
M1 T-927-60

M1 T-930-40
M1 T-930-60

Code
A16014T(X)
A16015T(X)

A16014T(X)
A16015T(X)

A16014T(X)
A16015T(X)

A16014T(X)
A16015T(X)

2100K�����������������������������������������������������       2700K�������������������������������������������������������������3000K�

159 160www.nekolighting.com



LED Downlight Module
  MR16 / M2NEKO /

UGR
IP44 < 19

10° 20° 40° 60°
CRI80 2700K

3000K
4000K

  900lm
  950lm
1000lm

9W

Short InfoKurze Info

Trims

CRI90

Replace
Halogen 50W

50,000h@L80

(White trim)  

P07-003
Code

White
Colour

TF1 RING    (White trim)  

P07-004
P07-008

Code
White
black

Colour

TF2 RING    

P07-012 specular

(White trim)  

P07-014
P07-016

Code
White
black

Colour

TF3 RING    

P07-001
Code

White
Colour

TA1 RING    (White trim)  

P07-002
P07-006

Code
White
black

Colour

TA2 RING    (White trim)  

P07-010 specular

(White trim)  

P07-013
P07-015

Code
White
black

Colour

TA3 RING    

60 70 70 90

(White trim)  

P07-019
P07-020

Code
White
black

Colour

TF4 RING    (White trim)  

P07-022
P07-025

Code
White
black

Colour

TA4 RING    

95

P07-024 matt P07-023 matt

· Heatsink is die-casting aluminium with powder coating.
· Plastic decoration parts are Nylon PA66 material compliant 
  with Glow-wire test 850°C.
· Primary reflector is PC with AL coating.
· Protection cover is tempered glass.

· Der Kühlkörper besteht aus Druckguss-Aluminium mit 
  Pulverbeschichtung.
· Kunststoffsichtteile sind aus Nylon PA66, gemass 
  Glühdrahtprufüng 850 °C.
· Primarreflektor besteht aus alubeschichtetem Polykarbonat.
· Schutzabdeckung aus Hartglas.

Code
A161101(X)

System outputLED Power System Power CCTCRI
900 lm

950 lm

9 W 11 W 3000K

4000K

80

80

1100 lm

1200 lm

LED outputBEAM
20°

20°

3000K

4000K

80

80

40°

40°

3000K

4000K

80

80

60°

60°

9 W 11 W A161102(X)

9 W 11 W

9 W 11 W

9 W 11 W

9 W 11 W

A161141(X)900 lm

950 lm

1100 lm

1200 lm A161142(X)

A161151(X)900 lm

950 lm

1100 lm

1200 lm A161152(X)

Order Information   

M2-9W

BRIDGELUX LED pwered by 350mA constant current LED driver

Optional accessary

Primary�reflector
20°beam

Primary�reflector
40°

Primary�reflector

beam 60°beam

Light Distribution  

7711lx1m

1928lx

857lx

482lx

Height,Emax

10°0°10°

308lx

Diameter

Ø19

Ø39

Ø58

Ø78

(cm)

Ø97

20° 20°

2m

3m

4m

5m

10°
M2-9W-830-10D

20° 40°
M2-9W-830-20D M2-9W-830-40D

3000K

M2-9W-830-20D

M2-9W-840-20D

M2-9W-830-40D

M2-9W-840-40D

M2-9W-830-60D

M2-9W-840-60D

Model

For more info see: www.nekolighting.com

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Code
A161191(X)

System outputLED Power System Power CCTCRI
550 lm

600 lm

9 W 11 W 3000K

4000K

80

80

800 lm

850 lm

LED outputBEAM
10°

10°9 W 11 W A161192(X)

M2-9W-10°

CREE LED pwered by 700mA constant current LED driver

M2-9W-830-10D

M2-9W-840-10D

Model

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

72

50

2585lx1m

644lx

287lx

161lx

Height,Emax

10°0°10°

103lx

Diameter

Ø44

Ø88

Ø132

Ø177

(cm)

Ø220

20° 20°

2m

3m

4m

5m

2021lx1m

505lx

225lx

126lx

Height,Emax

10°0°10°

81lx

Diameter

Ø65

Ø130

Ø195

Ø260

(cm)

Ø324

20° 20°

2m

3m

4m

5m
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73 73

105

TF1 TA1TF2 TF3/TF4

74

73

77

83

119

TA2 TA3/TA4

83

96
119

159

KA1

27 38 38



LED Downlight Module
  MR16 / M2 TNEKO /

UGR
IP44 < 19

40° 60°
CRI95 1800K-3000K Max.

600lm9W

Short InfoKurze Info

Replace
Halogen 50W

50,000h@L80

· Dim to Warm 1800K-3000K
· Dim bis Warm 1800K-3000K

Order Information   

M2 T-9W

BRIDGELUX Dim to Warm 1800K-3000K LED pwered by 250mA constant current LED driver

Optional accessary

Primary�reflector
40°

Primary�reflector

beam 60°beam

Light Distribution  

3000K

For more info see: www.nekolighting.com

Remark: X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    P  A D

Dim to Warm

40°

1444lx1m

361lx

160lx

90lx

Height, Emax

10°0°10°

58lx

Diameter

Ø62

Ø123

Ø185

Ø246

(cm)

Ø308

20° 20°

2m

3m

4m

5m

M2 T-9W-930-40D
60°

834lx1m

208lx

93lx

52lx

Height, Emax

10°0°10°

33lx

Diameter

Ø104

Ø208

Ø312

Ø416

(cm)

Ø520

20° 20°

2m

3m

4m

5m

M2 T-9W-930-60D

Code

M2 T-918-40
M2 T-918-60

M2 T-924-40

CCT

2400K
2400K

1800K
1800K

2700K
2700K

3000K
3000K

CRI

95
95

95
95

95
95

95
95

BEAM

40°
60°

40°
60°

40°
60°

40°
60°

LED Power System PowerLED Current

20mA 
20mA 

100mA 
100mA 

170mA 
170mA 

250mA 
250mA 

LED�Voltage

28 V
28 V

31 V
31 V

32 V
32 V

34 V
34 V

LED output

50 lm
50 lm

280 lm
280 lm

520 lm
520 lm

750 lm
750 lm

Module output

40 lm
40 lm

220 lm
220 lm

420 lm
420 lm

600 lm
600 lm

M2 T-924-60

M2 T-927-40
M2 T-927-60

M2 T-930-40
M2 T-930-60

Code
A16114T(X)
A16115T(X)

A16114T(X)
A16115T(X)

A16114T(X)
A16115T(X)

A16114T(X)
A16115T(X)

2100K�����������������������������������������������������       2700K�������������������������������������������������������������3000K�

Trims

(White trim)  

P07-003
Code

White
Colour

TF1 RING    (White trim)  

P07-004
P07-008

Code
White
black

Colour

TF2 RING    

P07-012 specular

(White trim)  

P07-014
P07-016

Code
White
black

Colour

TF3 RING    

P07-001
Code

White
Colour

TA1 RING    (White trim)  

P07-002
P07-006

Code
White
black

Colour

TA2 RING    (White trim)  

P07-010 specular

(White trim)  

P07-013
P07-015

Code
White
black

Colour

TA3 RING    

60 70 70 90

(White trim)  

P07-019
P07-020

Code
White
black

Colour

TF4 RING    (White trim)  

P07-022
P07-025

Code
White
black

Colour

TA4 RING    

95

P07-024 matt P07-023 matt

73 73

105

TF1 TA1TF2 TF3/TF4

74

73

77

83

119

TA2 TA3/TA4

83

96
119

159

KA1

27 38 38

· Heatsink is die-casting aluminium with powder coating.
· Plastic decoration parts are Nylon PA66 material compliant 
  with Glow-wire test 850°C.
· Primary reflector is PC with AL coating.
· Protection cover is tempered glass.

· Der Kühlkörper besteht aus Druckguss-Aluminium mit 
  Pulverbeschichtung.
· Kunststoffsichtteile sind aus Nylon PA66, gemass 
  Glühdrahtprufüng 850 °C.
· Primarreflektor besteht aus alubeschichtetem Polykarbonat.
· Schutzabdeckung aus Hartglas.

72

50

0.6 W 1 W
0.6 W 1 W

3 W 5 W
3 W 5 W

   5.5 W 7 W
   5.5 W 7 W

9 W 11 W
   9 W 11 W
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MIU-C S MIU-C M MIU-C L

MIU-P S MIU-P M MIU-P L

Ceiling Mounted and Pendant Light
MIU Series

Ceiling Mounted and Pendant Light  
  MIUNEKO /

165 166www.nekolighting.com



MIU-C MMIU-C L

18° 24° 36°15° 25° 30°18° 30° 45°

MIU-C S

Medium 

1 m

2 m

3 m

4 m

Narrow

Spot, narrow and medium beam angles are available for different lighting applications

Spot

Ceiling Mounted Light  
  MIUNEKO /

167 168www.nekolighting.com



Features

Order Information   

MIU-C S-11W

Ceiling Mounted Light
  MIU-C SMIU / NEKO /

24° 36°

UGR
IP20 < 19

11W
680lm
720lm
800lm

CRI83 2700K
3000K
4000K

CRI90 18°

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Twist-lock mechanism design, simple installation·Design mit Twist-Lock-Mechanismus, einfache installation

·Ultra-slim housing design with internal LED driver

50,000h@L80

Ø55

1
5

0

·Ceilling installation plate �xed by screws
Twist and lock system between housing and ceiling installation plate·

·Schönes Gehäusedesign mit integriertem LED-Treiber

Code
L2001C7W(X)

System output
720 lm

800 lm

950 lm

1050 lm

LED outputBEAM
18°

18° L2001C8W(X)

LED Power System Power CCTCRI
9 W 11 W 3000K

4000K

90

909 W 11 W

CITIZEN LED pwered by 260mA  constant current , White housinginternal LED driver

Light Distribution  

3000K

MIU-C S-11W-930-18D

MIU-C S-11W-940-18D

Model LED Voltage LED Current
36 V

36 V

260 mA

260 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
18° Beam 24° Beam Black WhiteGold

For more info see: www.nekolighting.com

36°
36°

L200137W(X)720 lm

800 lm

950 lm

1050 lm L200138W(X)

3000K

4000K

90

90

9 W 11 W

9 W 11 W

MIU-C S-11W-930-36D

MIU-C S-11W-940-36D

36 V

36 V

260 mA

260 mA

L2001G7W(X)720 lm

800 lm

950 lm

1050 lm

24°

24° L2001G8W(X)

9 W 11 W 3000K

4000K

90

909 W 11 W
MIU-C S-11W-930-24D

MIU-C S-11W-940-24D

36 V

36 V

260 mA

260 mA

Lens
36° Beam

Remark: X=   F(ON-OFF)

Version

18°

3727lx1m

932lx

414lx

233lx

Height,Emax

10°0°10°

149lx

Diameter

Ø32

Ø64

Ø97

Ø129

(cm)

Ø161

20° 20°

2m

3m

4m

5m

MIU-C S-11W-930-18D

24°

3321lx1m

830lx

369lx

208lx

Height,Emax

10°0°10°

133lx

Diameter

Ø40

Ø79

Ø119

Ø159

(cm)

Ø199

20° 20°

2m

3m

4m

5m

MIU-C S-11W-930-24D

36°

10°0°10°20°

Diameter

Ø59

Ø118

Ø176

Ø235

(cm)

Ø294

20°

MIU-C S-11W-930-36D

1m

Height,

2m

3m

4m

5m

2360lx

590lx

262lx

147lx

Emax

94lx

Black White

Honeycomb mesh
HM-M
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Features

Order Information   

MIU-C M-15W

Ceiling Mounted Light
  MIU-C MMIU / NEKO /

25° 30°

UGR
IP20 < 19

21W 1500lm
1600lm
1700lm

CRI83 2700K
3000K
4000K

CRI90 15°

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Twist-lock mechanism design, simple installation·Design mit Twist-Lock-Mechanismus, einfache installation

·Elegant housing design with internal LED driver

50,000h@L80

Ø72

1
5

0

·Ceilling installation plate �xed by screws
Twist and lock system between housing and ceiling installation plate·

·Schönes Gehäusedesign mit integriertem LED-Treiber

Code
L2011B7W(X)

System output
1200 lm

1300 lm

1500 lm

1600 lm

LED outputBEAM
15°

15° L2011B8W(X)

LED Power System Power CCTCRI
13 W 15 W 3000K

4000K

90

9013 W 15 W

CITIZEN LED pwered by 350mA  constant current , White housinginternal LED driver

Light Distribution  

3000K

MIU-C M-15W-930-15D

MIU-C M-15W-940-15D

Model LED Voltage LED Current
36 V

36 V

350 mA

350 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
15° Beam 25° Beam Black WhiteGold

30°
30°

L201127W(X)1200 lm

1300 lm

1500 lm

1600 lm L201128W(X)

3000K

4000K

90

90

13 W 15 W

13 W 15 W

MIU-C M-15W-930-30D

MIU-C M-15W-940-30D

36 V

36 V

350 mA

350 mA

L2011D7W(X)1200 lm

1300 lm

1500 lm

1600 lm

25°

25° L2011D8W(X)

13 W 15 W 3000K

4000K

90

9013 W 15 W
MIU-C M-15W-930-25D

MIU-C M-15W-940-25D

36 V

36 V

350 mA

350 mA

Lens
30° Beam

Version

Black White

Honeycomb mesh
HM-M

15W

MIU-C M-21W

Code
L2012B7W(X)

System output
1600 lm

1700 lm

2000 lm

2100 lm

LED outputBEAM
15°

15° L2012B8W(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

90

9018 W 21 W

CITIZEN LED pwered by 500mA  constant current , White housinginternal LED driver

MIU-C M-21W-930-15D

MIU-C M-21W-940-15D

Model LED Voltage LED Current
36 V

36 V

500 mA

500 mA

30°
30°

L201227W(X)1600 lm

1700 lm

2000 lm

2100 lm L201228W(X)

3000K

4000K

90

90

18 W 21 W

18 W 21 W

MIU-C M-21W-930-30D

MIU-C M-21W-940-30D

36 V

36 V

500 mA

500 mA

L2012D7W(X)1600 lm

1700 lm

2000 lm

2100 lm

25°

25° L2012D8W(X)

18 W 21 W 3000K

4000K

90

9018 W 21 W
MIU-C M-21W-930-25D

MIU-C M-21W-940-25D

36 V

36 V

500 mA

500 mA

Remark: X=   F(ON-OFF)

15°

9704lx1m

2426lx

1078lx

606lx

Height, Emax

10°0°10°

388lx

Diameter

Ø28

Ø57

Ø86

Ø114

(cm)

Ø143

20° 20°

2m

3m

4m

5m

MIU-C M-21W-930-15D

25°

8624lx1m

2156lx

958lx

539lx

Height, Emax

10°0°10°

345lx

Diameter

Ø43

Ø87

Ø130

Ø173

(cm)

Ø217

20° 20°

2m

3m

4m

5m

30°

5937lx1m

1484lx

660lx

371lx

Height, Emax

10°0°10°

237lx

Diameter

Ø52

Ø103

Ø155

Ø207

(cm)

Ø258

20° 20°

2m

3m

4m

5m

MIU-C M-21W-930-30DMIU-C�M-21W-930-25D
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Features

Order Information   

MIU-C L-28W

Ceiling Mounted Light
  MIU-C LMIU / NEKO /

30° 45°

UGR
IP20 < 19

28W
2500lm
2700lm
2900lm

CRI83 2700K
3000K
4000K

CRI90 18°

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Twist-lock mechanism design, simple installation·Design mit Twist-Lock-Mechanismus, einfache installation

·Functional housing design with internal LED driver

50,000h@L80

Ø90

2
0

0

·Ceilling installation plate �xed by screws
Twist and lock system between housing and ceiling installation plate·

·Funktionales Gehäusedesign mit integriertem LED-Treiber

Code
L2021C7W(X)

System output
2700 lm

2900 lm

3400 lm

3600 lm

LED outputBEAM
18°

18° L2021C8W(X)

LED Power System Power CCTCRI
25 W 28 W 3000K

4000K

90

9025 W 28 W

CITIZEN LED pwered by 700mA  constant current , White housinginternal LED driver

MIU-C L-28W-930-18D

MIU-C L-28W-940-18D

Model LED Voltage LED Current
36 V

36 V

700 mA

700 mA

45°
45°

L202177W(X)2700 lm

2900 lm

3400 lm

3600 lm L202178W(X)

3000K

4000K

90

90

25 W 28 W

25 W 28 W

MIU-C L-28W-930-45D

MIU-C L-28W-940-45D

36 V

36 V

700 mA

700 mA

L202127W(X)2700 lm

2900 lm

3400 lm

3600 lm

30°

30° L202128W(X)

25 W 28 W 3000K

4000K

90

9025 W 28 W
MIU-C L-28W-930-30D

MIU-C L-28W-940-30D

36 V

36 V

700 mA

700 mA

Light Distribution  

3000K

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
18° Beam 30° Beam Black WhiteGold

For more info see: www.nekolighting.com

Lens
45° Beam

Remark: X=   F(ON-OFF)

Version

Black White

Honeycomb mesh
HM-M

18°

19185lx1m

4796lx

2132lx

1199lx

Height, Emax

10°0°10°

767lx

Diameter

Ø33

Ø66

Ø99

Ø132

(cm)

Ø165

20° 20°

2m

3m

4m

5m

MIU-C L-28W-930-18D

30°

10589lx1m

2647lx

1177lx

662lx

Height, Emax

10°0°10°

423lx

Diameter

Ø56

Ø112

Ø168

Ø224

(cm)

Ø280

20° 20°

2m

3m

4m

5m

MIU-C L-28W-930-30D

45°

4282lx1m

1070lx

476lx

268lx

Height, Emax

10°0°10°

171lx

Diameter

Ø86

Ø171

Ø257

Ø342

(cm)

Ø428

20° 20°

2m

3m

4m

5m

MIU-C L-28W-930-45D
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Pendant Light
MIU Series

 Pendant Light  
  MIUNEKO /

MIU-P S MIU-P M MIU-P L

175 176www.nekolighting.com



MIU-P L

18° 24° 36°15° 25° 30°18° 30° 45°

MIU-P M MIU-P S

 Pendant Light  
  MIUNEKO /

Medium 

1 m

2 m

3 m

4 m

Narrow

Spot, narrow and medium beam angles are available for different lighting applications

Spot

177 178www.nekolighting.com



Order Information   

MIU-P S-11W

Pendant Light
  MIU-P SMIU / NEKO /

24° 36°

UGR
IP20 < 19

11W
680lm
720lm
800lm

CRI83 2700K
3000K
4000K

CRI90 18°

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Twist-lock mechanism design, simple installation·Design mit Twist-Lock-Mechanismus, einfache installation

·Ultra-slim housing design with internal LED driver

50,000h@L80

Ø55

2
5

0

·Schönes Gehäusedesign mit integriertem LED-Treiber

Code
L2031C7W(X)

System output
720 lm

800 lm

950 lm

1050 lm

LED outputBEAM
18°

18° L2031C8W(X)

LED Power System Power CCTCRI
9 W 11 W 3000K

4000K

90

909 W 11 W

CITIZEN LED pwered by 260mA  constant current , White housinginternal LED driver

Light Distribution  

3000K

MIU-P S-11W-930-18D

MIU-P S-11W-940-18D

Model LED Voltage LED Current
36 V

36 V

260 mA

260 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
18° Beam 24° Beam Black WhiteGold

For more info see: www.nekolighting.com

36°
36°

L203137W(X)720 lm

800 lm

950 lm

1050 lm L203138W(X)

3000K

4000K

90

90

9 W 11 W

9 W 11 W

MIU-P S-11W-930-36D

MIU-P S-11W-940-36D

36 V

36 V

260 mA

260 mA

L2031G7W(X)720 lm

800 lm

950 lm

1050 lm

24°

24° L2031G8W(X)

9 W 11 W 3000K

4000K

90

909 W 11 W
MIU-P S-11W-930-24D

MIU-P S-11W-940-24D

36 V

36 V

260 mA

260 mA

Lens
36° Beam

Remark: X=   F(ON-OFF)

Version

18°

3727lx1m

932lx

414lx

233lx

Height,Emax

10°0°10°

149lx

Diameter

Ø32

Ø64

Ø97

Ø129

(cm)

Ø161

20° 20°

2m

3m

4m

5m

MIU-P S-11W-930-18D

24°

3321lx1m

830lx

369lx

208lx

Height,Emax

10°0°10°

133lx

Diameter

Ø40

Ø79

Ø119

Ø159

(cm)

Ø199

20° 20°

2m

3m

4m

5m

MIU-P S-11W-930-24D

36°

10°0°10°20°

Diameter

Ø59

Ø118

Ø176

Ø235

(cm)

Ø294

20°

MIU-P S-11W-930-36D

1m

Height,

2m

3m

4m

5m

2360lx

590lx

262lx

147lx

Emax

94lx

Black White

Honeycomb mesh
HM-M

Features

·Ceilling installation plate �xed by screws
Twist and lock system between housing and ceiling installation plate·

179 180www.nekolighting.com

·0.5meters standard suspending cable. ·0,5 Meter Standard Suspendierungskabel.



Pendant Light
  MIU-P MMIU / NEKO /

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Twist-lock mechanism design, simple installation·Design mit Twist-Lock-Mechanismus, einfache installation

Ø72

2
5

0

·Elegant housing design with internal LED driver·Funktionales Gehäusedesign mit integriertem LED-Treiber

25° 30°

UGR
IP20 < 19

21W 1500lm
1600lm
1700lm

CRI83 2700K
3000K
4000K

CRI90 15°

50,000h@L80

15W

Order Information   

MIU-P M-15W

Code
L2041B7W(X)

System output
1200 lm

1300 lm

1500 lm

1600 lm

LED outputBEAM
15°

15° L2041B8W(X)

LED Power System Power CCTCRI
13 W 15 W 3000K

4000K

90

9013 W 15 W

CITIZEN LED pwered by 350mA  constant current , White housinginternal LED driver

Light Distribution  

3000K

MIU-P M-15W-930-15D

MIU-P M-15W-940-15D

Model LED Voltage LED Current
36 V

36 V

350 mA

350 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
15° Beam 25° Beam Black WhiteGold

30°
30°

L204127W(X)1200 lm

1300 lm

1500 lm

1600 lm L204128W(X)

3000K

4000K

90

90

13 W 15 W

13 W 15 W

MIU-P M-15W-930-30D

MIU-P M-15W-940-30D

36 V

36 V

350 mA

350 mA

L2041D7W(X)1200 lm

1300 lm

1500 lm

1600 lm

25°

25° L2041D8W(X)

13 W 15 W 3000K

4000K

90

9013 W 15 W
MIU-P M-15W-930-25D

MIU-P M-15W-940-25D

36 V

36 V

350 mA

350 mA

Lens
30° Beam

Version

Black White

Honeycomb mesh
HM-M

MIU-P M-21W

Code
L2042B7W(X)

System output
1600 lm

1700 lm

2000 lm

2100 lm

LED outputBEAM
15°

15° L2042B8W(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

90

9018 W 21 W

CITIZEN LED pwered by 500mA  constant current , White housinginternal LED driver

MIU-P M-21W-930-15D

MIU-P M-21W-940-15D

Model LED Voltage LED Current
36 V

36 V

500 mA

500 mA

30°
30°

L204227W(X)1600 lm

1700 lm

2000 lm

2100 lm L204228W(X)

3000K

4000K

90

90

18 W 21 W

18 W 21 W

MIU-P M-21W-930-30D

MIU-P M-21W-940-30D

36 V

36 V

500 mA

500 mA

L2042D7W(X)1600 lm

1700 lm

2000 lm

2100 lm

25°

25° L2042D8W(X)

18 W 21 W 3000K

4000K

90

9018 W 21 W
MIU-P M-21W-930-25D

MIU-P M-21W-940-25D

36 V

36 V

500 mA

500 mA

Remark: X=   F(ON-OFF)

15°

9704lx1m

2426lx

1078lx

606lx

Height, Emax

10°0°10°

388lx

Diameter

Ø28

Ø57

Ø86

Ø114

(cm)

Ø143

20° 20°

2m

3m

4m

5m

MIU-P M-21W-930-15D

25°

8624lx1m

2156lx

958lx

539lx

Height, Emax

10°0°10°

345lx

Diameter

Ø43

Ø87

Ø130

Ø173

(cm)

Ø217

20° 20°

2m

3m

4m

5m

30°

5937lx1m

1484lx

660lx

371lx

Height, Emax

10°0°10°

237lx

Diameter

Ø52

Ø103

Ø155

Ø207

(cm)

Ø258

20° 20°

2m

3m

4m

5m

MIU-P M-21W-930-30DMIU-P�M-21W-930-25D

Features

·Ceilling installation plate �xed by screws
Twist and lock system between housing and ceiling installation plate·
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·0.5meters standard suspending cable. ·0,5 Meter Standard Suspendierungskabel.



Features

Order Information   

MIU-P L-28W

Pendant Light
  MIU-P LMIU / NEKO /

Ø90

2
2

0

·Ceilling installation plate �xed by screws
Twist and lock system between housing and ceiling installation plate·

30° 45°

UGR
IP20 < 19

28W
2500lm
2700lm
2900lm

CRI83 2700K
3000K
4000K

CRI90 18°

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Twist-lock mechanism design, simple installation·Design mit Twist-Lock-Mechanismus, einfache installation

·Functional housing design with internal LED driver

50,000h@L80

·Funktionales Gehäusedesign mit integriertem LED-Treiber

Code
L2051C7W(X)

System output
2700 lm

2900 lm

3400 lm

3600 lm

LED outputBEAM
18°

18° L2051C8W(X)

LED Power System Power CCTCRI
25 W 28 W 3000K

4000K

90

9025 W 28 W

CITIZEN LED pwered by 700mA  constant current , White housinginternal LED driver

MIU-P L-28W-930-18D

MIU-P L-28W-940-18D

Model LED Voltage LED Current
36 V

36 V

700 mA

700 mA

45°
45°

L205177W(X)2700 lm

2900 lm

3400 lm

3600 lm L205178W(X)

3000K

4000K

90

90

25 W 28 W

25 W 28 W

MIU-P L-28W-930-45D

MIU-P L-28W-940-45D

36 V

36 V

700 mA

700 mA

L205127W(X)2700 lm

2900 lm

3400 lm

3600 lm

30°

30° L205128W(X)

25 W 28 W 3000K

4000K

90

9025 W 28 W
MIU-P L-28W-930-30D

MIU-P L-28W-940-30D

36 V

36 V

700 mA

700 mA

Light Distribution  

3000K

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
18° Beam 30° Beam Black WhiteGold

For more info see: www.nekolighting.com

Lens
45° Beam

Remark: X=   F(ON-OFF)

Version

Black White

Honeycomb mesh
HM-M

18°

19185lx1m

4796lx

2132lx

1199lx

Height, Emax

10°0°10°

767lx

Diameter

Ø33

Ø66

Ø99

Ø132

(cm)

Ø165

20° 20°

2m

3m

4m

5m

MIU-P L-28W-930-18D

30°

10589lx1m

2647lx

1177lx

662lx

Height, Emax

10°0°10°

423lx

Diameter

Ø56

Ø112

Ø168

Ø224

(cm)

Ø280

20° 20°

2m

3m

4m

5m

MIU-P L-28W-930-30D

45°

4282lx1m

1070lx

476lx

268lx

Height, Emax

10°0°10°

171lx

Diameter

Ø86

Ø171

Ø257

Ø342

(cm)

Ø428

20° 20°

2m

3m

4m

5m

MIU-P L-28W-930-45D
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·0.5meters standard suspending cable. ·0,5 Meter Standard Suspendierungskabel.



KIWI
LED Downlight 

K1X30

K1X55 KS2X55 KS3X55

KENZO
LED Spotlight 

Multi-head LED Spotlight
  KENZONEKO /

46

80 232X117 332X117

K1X70 KS1X70 KS2X70 KS3X70

100 127X127 252X127 372X127



0-90°

350°

Trimless Version Available

KT1X70

KT1X55

100

80

K1X70

K1X55

K1X30 Ø=30

Ø

Ø=55

Ø=70

Ø70

Ø55

LED engine can be removed
separately

Adjustable LED Spotlight
  KENZONEKO /

187 188www.nekolighting.com



Ø54

7
2

24° 30°

UGR
IP20 < 19

4W

46

280lm
300lm
350lm

CRI83 2700K
3000K
4000K

CRI90

·Delicate light engine

Short InfoKurze Info

Features

·High quality anti-glare ring

Code
L3001A7W(X)

System output
300 lm

350 lm

400 lm

450 lm

LED outputBEAM
12°

12° L3001A8W(X)

LED Power System Power CCTCRI
4 W 6 W 3000K

4000K

90

904 W 6 W

Order Information   

K1X30-4W

CREE LED pwered by 350mA  constant current LED driver, White housing

Light Distribution  

3000K

K1X30-4W-930-12D

K1X30-4W-940-12D

Model LED Voltage LED Current
12 V

12 V

350 mA

350 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
12° Beam 24° Beam Black White Gold

For more info see: www.nekolighting.com

Adjustable LED Spotlight
  K1X30KENZO / NEKO /

12° 50,000h@L80

0-90°

350° Ø30

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Round trim·Runder Einbaurahmen

30°
30°

L300127W(X)300 lm

350 lm

400 lm

450 lm L300128W(X)

3000K

4000K

90

90
4 W 6 W

4 W 6 W

K1X30-4W-930-30D

K1X30-4W-940-30D

12 V

12 V

350 mA

350 mA

Remark: X=   X=   F P(ON-OFF) (Phase Dim)

L3001G7W(X)300 lm

350 lm

400 lm

450 lm

24°

24° L3001G8W(X)

4 W 6 W 3000K

4000K

90

904 W 6 W
K1X30-4W-930-24D

K1X30-4W-940-24D

12 V

12 V

350 mA

350 mA

Lens
30° Beam

12°

3684lx1m

921lx

409lx

230lx

Height,Emax

10°0°10°

147lx

Diameter

Ø24

Ø49

Ø73

Ø97

(cm)

Ø122

20° 20°

2m

3m

4m

5m

K1X30-4W-930-12D

24°

1485lx1m

371lx

165lx

93lx

Height,Emax

10°0°10°

59lx

Diameter

Ø44

Ø88

Ø132

Ø176

(cm)

Ø221

20° 20°

2m

3m

4m

5m

K1X30-4W-930-24D

30°

10°0°10°20°

Diameter

Ø51

Ø102

Ø153

Ø204

(cm)

Ø256

20°

K1X30-4W-930-30D

1m

Height,

2m

3m

4m

5m

929lx

232lx

103lx

58lx

Emax

37lx

·350° drehbar & 90° positionierbar ·350  rotation & 90  pivot° °
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Adjustable LED Spotlight
  K1X55KENZO / NEKO /

Ø88

1
2

524° 36°

UGR
IP20 < 19

9W

80

680lm
720lm
800lm

CRI83 2700K
3000K
4000K

CRI90 18°

0-90°

350°
Ø55

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort
·Round trim / trimless·Runder Einbaurahmen / Rahmenlos 

·Reliable spring clip �xing mechanism
Trimless ceiling thickness 12.5mm/ 25mm ·

Features

Code
L3101C7W(X)

System output
720 lm

800 lm

950 lm

1050 lm

LED outputBEAM
18°

18° L3101C8W(X)

LED Power System Power CCTCRI
9 W 11 W 3000K

4000K

90

909 W 11 W

Order Information   

K1X55-9W

CITIZEN LED pwered by 260mA  constant current LED driver, White housing

Light Distribution  

3000K

K1X55-9W-930-18D

K1X55-9W-940-18D

Model LED Voltage LED Current
36 V

36 V

260 mA

260 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
18° Beam 24° Beam Black White Gold

For more info see: www.nekolighting.com

36°
36°

L310137W(X)720 lm

800 lm

950 lm

1050 lm L310138W(X)

3000K

4000K

90

90

9 W 11 W

9 W 11 W

K1X55-9W-930-36D

K1X55-9W-940-36D

36 V

36 V

260 mA

260 mA

L3101G7W(X)720 lm

800 lm

950 lm

1050 lm

24°

24° L3101G8W(X)

9 W 11 W 3000K

4000K

90

909 W 11 W
K1X55-9W-930-24D

K1X55-9W-940-24D

36 V

36 V

260 mA

260 mA

Lens
36° Beam

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

50,000h@L80

Version

Trim version Trimless version
(Standard)

18°

3727lx1m

932lx

414lx

233lx

Height,Emax

10°0°10°

149lx

Diameter

Ø32

Ø64

Ø97

Ø129

(cm)

Ø161

20° 20°

2m

3m

4m

5m

K1X55-9W-930-18D

24°

3321lx1m

830lx

369lx

208lx

Height,Emax

10°0°10°

133lx

Diameter

Ø40

Ø79

Ø119

Ø159

(cm)

Ø199

20° 20°

2m

3m

4m

5m

K1X55-9W-930-24D

36°

10°0°10°20°

Diameter

Ø59

Ø118

Ø176

Ø235

(cm)

Ø294

20°

K1X55-9W-930-36D

1m

Height,

2m

3m

4m

5m

2360lx

590lx

262lx

147lx

Emax

94lx

·350° drehbar & 90° positionierbar ·350  rotation & 90  pivot° °
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Adjustable LED Spotlight
  K1X70KENZO / NEKO /

Ø110

1
3

825° 30°

UGR
IP20 < 19

13W

100

1100lm
1200lm
1300lm

CRI83 2700K
3000K
4000K

CRI90 15°

0-90°

350°
Ø72

Short InfoKurze Info

·350° drehbar & 90° positionierbar
·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·350  rotation & 90  pivot° °
·Excellent optical performance with maximum eye comfort
·Round trim / trimless·Runder Einbaurahmen / Rahmenlos 

50,000h@L8011W

Code
L3301B7W(X)

System output
1200 lm

1300 lm

1500 lm

1600 lm

LED outputBEAM
15°

15° L3301B8W(X)

LED Power System Power CCTCRI
13 W 15 W 3000K

4000K

90

9013 W 15 W

Order Information   

K1X70-13W

CITIZEN LED pwered by 350mA  constant current LED driver, White housing

Light Distribution  

3000K

K1X70-13W-930-15D

K1X70-13W-940-15D

Model LED Voltage LED Current
36 V

36 V

350 mA

350 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
15° Beam 25° Beam Black White Gold

For more info see: www.nekolighting.com

30°
30°

L330127W(X)1200 lm

1300 lm

1500 lm

1600 lm L330128W(X)

3000K

4000K

90

90
13 W 15 W

13 W 15 W

K1X70-13W-930-30D

K1X70-13W-940-30D

36 V

36 V

350 mA

350 mA

L3301D7W(X)1200 lm

1300 lm

1500 lm

1600 lm

25°

25° L3301D8W(X)

13 W 15 W 3000K

4000K

90

9013 W 15 W
K1X70-13W-930-25D

K1X70-13W-940-25D

36 V

36 V

350 mA

350 mA

Lens
30° Beam

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

Version

Trim version
(Standard)

15°

8246lx1m

2061lx

916lx

515lx

Height, Emax

10°0°10°

330lx

Diameter

Ø26

Ø53

Ø80

Ø106

(cm)

Ø132

20° 20°

2m

3m

4m

5m

K1X70-13W-930-15D

25°

6529lx1m

1632lx

725lx

408lx

Height, Emax

10°0°10°

261lx

Diameter

Ø42

Ø84

Ø126

Ø168

(cm)

Ø210

20° 20°

2m

3m

4m

5m

K1X70-13W-930-25D

30°

4727lx1m

1182lx

525lx

295lx

Height, Emax

10°0°10°

189lx

Diameter

Ø51

Ø102

Ø152

Ø203

(cm)

Ø254

20° 20°

2m

3m

4m

5m

K1X70-13W-930-30D

193 194www.nekolighting.com

·Reliable spring clip �xing mechanism
Trimless ceiling thickness 12.5mm/ 25mm ·

Features

Trimless version18W

K1X70-18W

Code
L3302B7W(X)

System output
1600 lm

1700 lm

2000 lm

2200 lm

LED outputBEAM
15°

15° L3302B8W(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

90

9018 W 21 W

CITIZEN LED pwered by 500mA  constant current LED driver, White housing

K1X70-18W-930-15D

K1X70-18W-940-15D

Model LED Voltage LED Current
36 V

36 V

500 mA

500 mA

30°
30°

L330227W(X)1600 lm

1700 lm

2000 lm

2200 lm L330228W(X)

3000K

4000K

90

90
18 W 21 W

18 W 21 W

K1X70-18W-930-30D

K1X70-18W-940-30D

36 V

36 V

500 mA

500 mA

L3302D7W(X)1600 lm

1700 lm

2000 lm

2200 lm

25°

25° L3302D8W(X)

18 W 21 W 3000K

4000K

90

9018 W 21 W
K1X70-18W-930-25D

K1X70-18W-940-25D

36 V

36 V

500 mA

500 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    



Multi-head LED Spotlight
  KENZONEKO /

Trim�version Trimless�version
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Trimless Version Available

KST3X70

KST2X70

KST3X55

KST2X55

0-55°

350°

KS1X70

KS2X70

KS2X55

KS3X70

KS3X55

KST1X70

Ø

Ø70

Ø55x2

Ø70x2

Ø55x3

Ø70x3

· LED engine can be removed separately

Multi-head LED Spotlight
  KENZONEKO /

197 198www.nekolighting.com



Adjustable LED Spotlight
  KS2X55 / KS3X55  KENZO / NEKO /

1
6

5

24° 36°
9W/ Spotlight

680lm
720lm
800lm

CRI83 2700K
3000K
4000K

CRI90 18°

UGR
IP20 < 19

0-90°

350°

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort

Code
L3121C7W(X)

System output
1500 lm

1600 lm

1900 lm

2100 lm

LED outputBEAM
18°

18° L3121C8W(X)

LED Power System Power CCTCRI
18 W 22 W 3000K

4000K

90

9018 W 22 W

Order Information   

KS2X55-18W

CITIZEN LED pwered by 260mA  constant current LED driver, White housing

Light Distribution  

3000K

KS2X55-18W-930-18D

KS2X55-18W-940-18D

Model LED Voltage LED Current
36+36 V

36+36 V

260 mA

260 mA

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
18° Beam 24° Beam Black White Gold

For more info see: www.nekolighting.com

36°
36°

L312137W(X)1500 lm

1600 lm

1900 lm

2100 lm L312138W(X)

3000K

4000K

90

90
18 W 22 W

18 W 22 W

KS2X55-18W-930-36D

KS2X55-18W-940-36D

36+36 V

36+36 V

260 mA

260 mA

L3121G7W(X)1500 lm

1600 lm

1900 lm

2100 lm

24°

24° L3121G8W(X)

18 W 22 W 3000K

4000K

90

9018 W 22 W
KS2X55-18W-930-24D

KS2X55-18W-940-24D

36+36V

36+36 V

260 mA

260 mA

Lens
36° Beam

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

50,000h@L80

Version

Trim version Trimless version
(Standard)

18°

3727lx1m

932lx

414lx

233lx

Height,Emax

10°0°10°

149lx

Diameter

Ø32

Ø64

Ø97

Ø129

(cm)

Ø161

20° 20°

2m

3m

4m

5m

KS1X55-9W-930-18D

24°

3321lx1m

830lx

369lx

208lx

Height,Emax

10°0°10°

133lx

Diameter

Ø40

Ø79

Ø119

Ø159

(cm)

Ø199

20° 20°

2m

3m

4m

5m

KS1X55-9W-930-24D

36°

10°0°10°20°

Diameter

Ø59

Ø118

Ø176

Ø235

(cm)

Ø294

20°

KS1X55-9W-930-36D

1m

Height,

2m

3m

4m

5m

2360lx

590lx

262lx

147lx

Emax

94lx

·350° drehbar & 90° positionierbar ·350  rotation & 90  pivot° °

232X117
332X117

·Square trim/ trimless·Quadratischer Einbaurahmen/ Rahmenlos 

127x242 127x342

KS2X55

KS3X55

Baffle Color Baffle Color 
Black White

(Single Spot) (Single Spot) (Single Spot)

199 200www.nekolighting.com

Features

·Strong screws �xing design
·Trimless ceiling thickness 12.5mm/ 25mm 



Adjustable LED Spotlight
  KS1X70 / KS2X70 / KS3X70  KENZO / NEKO /

137x137

1
7

5

25° 30°
13W/ Spotlight 1100lm/1500lm

1200lm/1600lm
1300lm/1700lm

CRI83 2700K
3000K
4000K

CRI90 15°

UGR
IP20 < 19

0-90°

350°

Short InfoKurze Info

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort ·Excellent optical performance with maximum eye comfort

Order Information   

KS1X70-13W

Optional accessary

Lens Lens Decoration Ring Decoration Ring Decoration Ring 
15° Beam 25° Beam Black White Gold

Lens
30° Beam

50,000h@L80

Version

·350° drehbar & 90° positionierbar ·350  rotation & 90  pivot° °

127X127
252X127
372X127

·Square trim/ trimless·Quadratischer Einbaurahmen/ Rahmenlos 

137x262 137x382

KS1X70

KS2X70

KS3X70

Baffle Color Baffle Color 
Black White

Code
L3311B7W(X)

System output
1200 lm

1300 lm

1500 lm

1600 lm

LED outputBEAM
15°

15° L3311B8W(X)

LED Power System Power CCTCRI
13 W 15 W 3000K

4000K

90

9013 W 15 W

CITIZEN LED pwered by 350mA  constant current LED driver, White housing

KS1X70-13W-930-15D

KS1X70-13W-940-15D

Model LED Voltage LED Current
36 V

36 V

350 mA

350 mA

30°
30°

L331127W(X)1200 lm

1300 lm

1500 lm

1600 lm L331128W(X)

3000K

4000K

90

90
13 W 15 W

13 W 15 W

KS1X70-13W-930-30D

KS1X70-13W-940-30D

36 V

36 V

350 mA

350 mA

L3311D7W(X)1200 lm

1300 lm

1500 lm

1600 lm

25°

25° L3311D8W(X)

13 W 15 W 3000K

4000K

90

9013 W 15 W
KS1X70-13W-930-25D

KS1X70-13W-940-25D

36 V

36 V

350 mA

350 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    

Light Distribution  

3000K

For more info see: www.nekolighting.com

15°

8246lx1m

2061lx

916lx

515lx

Height, Emax

10°0°10°

330lx

Diameter

Ø26

Ø53

Ø80

Ø106

(cm)

Ø132

20° 20°

2m

3m

4m

5m

KS1X70-13W-930-15D

25°

6529lx1m

1632lx

725lx

408lx

Height, Emax

10°0°10°

261lx

Diameter

Ø42

Ø84

Ø126

Ø168

(cm)

Ø210

20° 20°

2m

3m

4m

5m

KS1X70-13W-930-25D

30°

4727lx1m

1182lx

525lx

295lx

Height, Emax

10°0°10°

189lx

Diameter

Ø51

Ø102

Ø152

Ø203

(cm)

Ø254

20° 20°

2m

3m

4m

5m

KS1X70-13W-930-30D

201 202www.nekolighting.com

Trim version Trimless version
(Standard)

Features

·Strong screws �xing design
·Trimless ceiling thickness 12.5mm/ 25mm 

18W/ Spotlight

KS1X70-18W

Code
L3312B7W(X)

System output
1600 lm

1700 lm

2000 lm

2200 lm

LED outputBEAM
15°

15° L3312B8W(X)

LED Power System Power CCTCRI
18 W 21 W 3000K

4000K

90

9018 W 21 W

CITIZEN LED pwered by 350mA  constant current LED driver, White housing

KS1X70-18W-930-15D

KS1X70-18W-940-15D

Model LED Voltage LED Current
36 V

36 V

500 mA

500 mA

30°
30°

L331227W(X)1600 lm

1700 lm

2000 lm

2200 lm L331228W(X)

3000K

4000K

90

90
18 W 21 W

18 W 21 W

KS1X70-18W-930-30D

KS1X70-18W-940-30D

36 V

36 V

500 mA

500 mA

L3312D7W(X)1600 lm

1700 lm

2000 lm

2200 lm

25°

25° L3312D8W(X)

18 W 21 W 3000K

4000K

90

9018 W 21 W
KS1X70-18W-930-25D

KS1X70-18W-940-25D

36 V

36 V

500 mA

500 mA

Remark: X=   X=   X=   X= F P  A D(ON-OFF) (Phase Dim) (1-10V Dim) (DALI Dim)    



BO S  15W 1050-1150Lm 

20° 40° 60°

Beam

10°

BO ist eine vielseitige Strahler-Familie für Stromschienen, die sich durch ein schlichtes und 
hochwertiges Design auszeichnet. Ihre formalen Eigenschaften entsprechen dabei 
gleichermassen den technischen Anforderungen wie den  gestalterischen Potentialen der 
LED-Technik. So ist der von klassischen Leuchtenformen inspirierte Leuchtenkopf dank 
raffinierter Kühlkörperausbildung äusserst kompakt und reduziert gestaltet. Die separate 
Adapterbox garantiert derweil beste Bedingungen für das Betriebsgerät und einfaches 
Handling der Leuchte. Sowohl die Dreh- als auch die Schwenkbarkeit der Leuchte werden 
ausschliesslich über den im Leuchtenkopf  integrierten Arm gelöst. So liegt die Adapterbox 
stets parallel zur Stromschiene, wodurch sich die Leuchte sehr zurückhaltend und harmonisch 
in ihre Umgebung einfügt. Drei verschiedene Leuchtengrössen und diverses optisches Zubehör 
ermöglichen zudem einen flexiblen Einsatz bei allen  Beleuchtungsaufgaben, bei denen 
einzigartiges Design und modernste LED-Lichttechnik gefragt sind. 
 

Oliver Königs 

BO is a versatile spotlight family for track lighting that stands out through unique and simple 
design. Its visual features correlate both with the technical requirements and the formal 
potentials of LED technology. The spotlight’s head is inspired by classical lamp shades 
and – due to an elaborated heat dissipation concept – it has a very reduced and compact shape. 
The separated adaptor box ensures the best environmental conditions for the driver and also an 
easy handling of the luminaire. As both the rotation and the pivoting are solely performed by the 
cantilever integrated into the spotlight’s head, the adaptor box will always stay parallel to the 
lighting track. Thus the track light blends in its architectural environment in a very smooth and 
even manner. Three different sizes and a wide range of optical   accessories complement the 
spotlight family and make it suitable for all kinds of lighting tasks that require high-quality design 
and state-of-the-art LED technology. 

LED Tracklight
 /  BONEKO 

BO M  28W 2400-2600Lm BO L  42W 3400-3600Lm 

203 204www.nekolighting.com



Clear Tempered-glass Cover
 Klares und abgestimmtes Schutzglas

Honeycomb

Accessory Holder Ring

4

Asymmetrical design, aesthetic and highly efficient passive cooling system.
Asymetrisches und zeitloses Design, hohe Effizienz mit Passivkühlung.
Die-cast Heatsink

High quality COB LED from No. 1 COB LED manufacturer CITIZEN, ensures 
high durability of the light fixture, CRI>90.

Beste LED Chip Qualität vom COB LED Marktführer CITIZEN – garantierte 
und hohe Lebensdauer, Farbwiedergabe >CRI 90.

5 CITIZEN COB

Interchangeable reflectors with beam angle 12°/22°/40°/60°, flexible 
choices for various occasions. 

Werkzeugloser Reflektorwechsel mit den Ausstrahlungswinkeln 12, 22, 40 und 60° 
- hohe Flexibilität bei entsprechender Anwendung/Ausleuchtung.

Reflector 6

7

8

9

Excellent anti-glare effect
Excellenter Antiblend-Effekt

Improve light distribution without reducing optical performance, 
different color choices 

Verbesserte Lichtverteilung ohne jegliche Reduzierung der 
optischen Lichtqualität – verschiedene Farbmöglichkeiten

TRIDONIC Driver

TRIDONIC driver, dimmable also available 
TRIDONIC Netzteil, auf Anfrage auch dimmbar erhältlich

2

AkzoNobel Powder Coating3

White RAL9016, Sliver RAL7040, Black RAL9005 
Weiss RAL 9016, Silber RAL 7040, Schwarz RAL 9005

GLOBAL Adapter

Three-circuit GLOBAL adapter, vertical & horizontal installation. 
Drei-Phasen Global Adapter, zur vertikalen und horizontalen Installation.

1

Glass

LED Tracklight
 /  BONEKO 
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LED Tracklight
  BO / BO SNEKO /

Code
A2201A7W(X)

System outputLED Power System Power CCTCRI
1050 lm

1150 lm

13 W 15 W 3000K

4000K

90

90

1400 lm

1500 lm

LED outputBEAM
12°

12°

3000K

4000K

90

90

22°

22°

3000K

4000K

90

90

40°

40°

13 W 15 W A2201A8W(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A220117W(X)1050 lm

1150 lm

1400 lm

1500 lm A220118W(X)

A220147W(X)1050 lm

1150 lm

1400 lm

1500 lm A220148W(X)

82

90°355°

37

179

12° 22° 40°
15W CRI90

2700K
3000K
4000K

1000lm
1050lm
1150lm CRI80

·Transparent driver box offers easy 
 driver replacement

·Speci�c mechanical rotation 
 control 0-355°

Order Information   

BO S-15W

CITIZEN LED pwered by 350mA constant current LED driver, White �xture

Optional accessary

Primary�reflector
12° Honeycombbeam

Color �nish

White    Black 

Primary�reflector
22°

Primary�reflector

beam 40°beam

Light Distribution  

7725lx1m

1806lx

803lx

451lx

Height,Emax

10°0°10°

289lx

Diameter

Ø24

Ø47

Ø71

Ø94

(cm)

Ø118

20° 20°

2m

3m

4m

5m

4402lx1m

1100lx

489lx

275lx

Height,Emax

10°0°10°

176lx

Diameter

Ø41

Ø82

Ø123

Ø164

(cm)

Ø205

20° 20°

2m

3m

4m

5m

1954lx1m

488lx

217lx

122lx

Height,Emax

10°0°10°

78lx

Diameter

Ø66

Ø131

Ø197

Ø263

(cm)

Ø329

20° 20°

2m

3m

4m

5m

12°
BO  S-15W-930-12D

22° 40°
BO  S-15W-930-22D BO  S-15W-930-40D

3000K

BO S-15W-930-12D

BO S-15W-940-12D

BO S-15W-930-22D

BO S-15W-940-22D

BO S-15W-930-40D

BO S-15W-940-40D

Model

·Drei-Phasen Stromschienenstrahler, GLOBAL Adapter
    ·355° drehbar & 90° positionierbar

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·3-phase tracklight, GLOBAL Adapter
    ·355° rotation & 90° pivot

·Excellent optical performance with maximum eye comfort

For more info see: www.nekolighting.com

·Werkzeugloser Reflektorwechsel ·Tool-free interchangeable reflectors

Short InfoKurze Info

Features

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

70

270

ON-OFF/ Phase Dim 1-10V Dim/ DALI Dim

·Transparentes Netzteilgehäuse auf der Rückseite – einfacher 
 Netzteilaustausch

·Degree scale for rotational and aiming angles offer precision aiming for 
 effective results

50,000h@L80

UGR
IP20 < 19 77 82

90°355°

77

   Silver

207 208www.nekolighting.com



LED Tracklight
  BO / BO MNEKO /

Code
A2211A7W(X)

System outputLED Power System Power CCTCRI
2400 lm

2600 lm

25 W 28 W 3000K

4000K

90

90

3000 lm

3200 lm

LED outputBEAM
12°

12°

3000K

4000K

90

90

22°

22°

3000K

4000K

90

90

40°

40°

25 W 28 W A2211A8W(X)

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

A221117W(X)2400 lm

2600 lm

3000 lm

3200 lm A221118W(X)

A221147W(X)2400 lm

2600 lm

3000 lm

3200 lm A221148W(X)

117

90°355°

37

179

12° 22° 40°
28W CRI90

2700K
3000K
4000K

2200lm
2400lm
2600lm CRI80

·Transparent driver box offers easy 
 driver replacement

·Speci�c mechanical rotation 
 control 0-355°

Order Information   

BO M-28W

CITIZEN LED pwered by 700mA constant current LED driver, White �xture

Optional accessary

Primary�reflector
12° Honeycombbeam

Color �nish

White    Black 

Primary�reflector
22°

Primary�reflector

beam 40°beam

Light Distribution  

20314lx1m

5079lx

2257lx

1270lx

Height,Emax

10°0°10°

813lx

Diameter

Ø23

Ø45

Ø68

Ø91

(cm)

Ø114

20° 20°

2m

3m

4m

5m

9111lx1m

2278lx

1012lx

569lx

Height,Emax

10°0°10°

364lx

Diameter

Ø38

Ø75

Ø113

Ø151

(cm)

Ø189

20° 20°

2m

3m

4m

5m

3678lx1m

920lx

408lx

230lx

Height,Emax

10°0°10°

147lx

Diameter

Ø77

Ø154

Ø231

Ø308

(cm)

Ø386

20° 20°

2m

3m

4m

5m

12°
BO  M-28W-930-12D

22° 40°
BO  M-28W-930-22D BO  M-28W-930-40D

3000K

BO M-28W-930-12D

BO M-28W-940-12D

BO M-28W-930-22D

BO M-28W-940-22D

BO M-28W-930-40D

BO M-28W-940-40D

Model

·Drei-Phasen Stromschienenstrahler, GLOBAL Adapter
    ·355° drehbar & 90° positionierbar

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·3-phase tracklight, GLOBAL Adapter
    ·355° rotation & 90° pivot

·Excellent optical performance with maximum eye comfort

For more info see: www.nekolighting.com

·Werkzeugloser Reflektorwechsel ·Tool-free interchangeable reflectors

Short InfoKurze Info

Features

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

70

270

ON-OFF/ Phase Dim 1-10V Dim/ DALI Dim

·Transparentes Netzteilgehäuse auf der Rückseite – einfacher 
 Netzteilaustausch

·Degree scale for rotational and aiming angles offer precision aiming for 
 effective results

50,000h@L80

UGR
IP20 < 19

108

   Silver

117

90°355°

108

209 210www.nekolighting.com



LED Tracklight
  BO / BO LNEKO /

Code
A2221A7W(X)

System outputLED Power System Power CCTCRI
3400 lm

3600 lm

38 W 42 W 3000K

4000K

90

90

4200 lm

4500 lm

LED outputBEAM
12°

12°

3000K

4000K

90

90

22°

22°

3000K

4000K

90

90

40°

40°

38 W 42 W A2221A8W(X)

38 W 42 W

38 W 42 W

38 W 42 W

38 W 42 W

A222117W(X)3400 lm

3600 lm

4200 lm

4500 lm A222118W(X)

A222147W(X)3400 lm

3600 lm

4200 lm

4500 lm A222148W(X)

128

90°355°

37

179

12° 22° 40°
42W CRI90

2700K
3000K
4000K

3200lm
3400lm
3600lm CRI80

·Transparent driver box offers easy 
 driver replacement

·Speci�c mechanical rotation 
 control 0-355°

Order Information   

BO L-42W

CITIZEN LED pwered by 1050mA constant current LED driver, White �xture

Optional accessary

Primary�reflector
12° Honeycombbeam

Color �nish

White    Black 

Primary�reflector
22°

Primary�reflector

beam 40°beam

Light Distribution  

29992lx1m

7498lx

3332lx

1875lx

Height,Emax

10°0°10°

1200lx

Diameter

Ø22

Ø42

Ø67

Ø87

(cm)

Ø109

20° 20°

2m

3m

4m

5m

14013lx1m

3503lx

1557lx

876lx

Height,Emax

10°0°10°

561lx

Diameter

Ø38

Ø75

Ø113

Ø149

(cm)

Ø187

20° 20°

2m

3m

4m

5m

6538lx1m

1635lx

727lx

409lx

Height,Emax

10°0°10°

262lx

Diameter

Ø66

Ø131

Ø197

Ø262

(cm)

Ø328

20° 20°

2m

3m

4m

5m

12°
BO  L-42W-930-12D

22° 40°
BO  L-42W-930-22D BO  L-42W-930-40D

3000K

BO L-42W-930-12D

BO L-42W-940-12D

BO L-42W-930-22D

BO L-42W-940-22D

BO L-42W-930-40D

BO L-42W-940-40D

Model

·Drei-Phasen Stromschienenstrahler, GLOBAL Adapter
    ·355° drehbar & 90° positionierbar

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·3-phase tracklight, GLOBAL Adapter
    ·355° rotation & 90° pivot

·Excellent optical performance with maximum eye comfort

For more info see: www.nekolighting.com

·Werkzeugloser Reflektorwechsel ·Tool-free interchangeable reflectors

Short InfoKurze Info

Features

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

75

270

ON-OFF/ Phase Dim 1-10V Dim/ DALI Dim

·Transparentes Netzteilgehäuse auf der Rückseite – einfacher 
 Netzteilaustausch

·Degree scale for rotational and aiming angles offer precision aiming for 
 effective results

50,000h@L80

UGR
IP20 < 19

120

   Silver

90°355°

128120

60°

3000K

4000K

90

90

60°

60°

38 W 42 W

38 W 42 W

A222157W(X)3400 lm

3600 lm

4200 lm

4500 lm A222158W(X)

BO L-42W-930-60D

BO L-42W-940-60D

Primary�reflector

60°beam

3684lx1m

921lx

409lx

230lx

Height,Emax

10°0°10°

147lx

Diameter

Ø117

Ø233

Ø350

Ø466

(cm)

Ø583

20° 20°

2m

3m

4m

5m

60°
BO  L-42W-930-60D

211 212www.nekolighting.com



FOCUS S  15W 1000-1100Lm
                  28W 1900-2100 Lm

  42W  2700-2900 LmFOCUS M

F
O

C
U

S

LED Tracklight
 /  FOCUSNEKO 

1 m

2 m

3 m

4 m

Spot Medium ���  Flood Wide�ood 
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LED Tracklight
 /  FOCUS SNEKO

Code
A2301A7W(X)

System outputLED Power System Power CCTCRI
1000 lm

1100 lm

13 W 15 W 3000K

4000K

90

90

1400 lm

1500 lm

LED outputBEAM
12°

12°

3000K

4000K

90

90

25°

25°

3000K

4000K

90

90

40°

40°

13 W 15 W A2301A8W(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A2301D7W(X)1000 lm

1100 lm

1400 lm

1500 lm A2301D8W(X)

A230147W(X)1000 lm

1100 lm

1400 lm

1500 lm A230148W(X)

137 72

90°355°

37

179

50,000h@L80

18° 24° 35° 50°
28W/15W CRI90

2700K
3000K
4000K

1800lm/ 950lm
/ 1000lm1900lm

2100lm/ 1100lm CRI80

UGR
IP20 < 19

·Anti-glare ring provide 
 ultra lighting performance

·Speci�c mechanical rotation 
 control 0-355°

Order Information   

FOCUS S-15W

CITIZEN LED pwered by 350mA constant current LED driver, White �xture

Optional accessary

P09-029

Primary�reflector

12° Honeycomb

Primary�reflector

P09-029

beam 18°beam

Color �nish

White    Black 

P09-030

Primary�reflector

25°

Primary�reflector

P09-031

beam 40°beam

Light Distribution  

8802lx1m

2617lx

1100lx

608lx

Height,Emax

10°0°10°

379lx

Diameter

Ø33

Ø67

Ø100

Ø133

(cm)

Ø166

20° 20°

2m

3m

4m

5m

5425lx1m

1355lx

697lx

386lx

Height,Emax

10°0°10°

255lx

Diameter

Ø50

Ø99

Ø149

Ø198

(cm)

Ø248

20° 20°

2m

3m

4m

5m

2766lx1m

686lx

317lx

184lx

Height,Emax

10°0°10°

107lx

Diameter

Ø73

Ø146

Ø218

Ø291

(cm)

Ø364

20° 20°

2m

3m

4m

5m

18°
FOCUS  S-28W-930-18D

25° 40°
FOCUS  S-28W-930-25D FOCUS  S-28W-930-40D

3000K

FOCUS S-15W-930-12D

FOCUS S-15W-940-12D

FOCUS S-15W-930-25D

FOCUS S-15W-940-25D

FOCUS S-15W-930-40D

FOCUS S-15W-940-40D

Model

Code
A2302C7W(X)

System outputLED Power System Power CCTCRI
3000K

4000K

90

90

LED outputBEAM

3000K

4000K

90

90

3000K

4000K

90

90

A2302C8W(X)

A2302D7W(X)

A2302D8W(X)

A230247W(X)

A230248W(X)

FOCUS S-28W

CITIZEN LED pwered by 700mA constant current LED driver, White �xture

FOCUS S-28W-930-18D

FOCUS S-28W-940-18D

FOCUS S-28W-930-25D

FOCUS S-28W-940-25D

FOCUS S-28W-930-40D

FOCUS S-28W-940-40D

Model

1900 lm

2100 lm

25 W 28 W 2500 lm

2700 lm

18°

18°

25°

25°

40°

40°

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

1900 lm

2100 lm

2500 lm

2700 lm

1900 lm

2100 lm

2500 lm

2700 lm

·Drei-Phasen Stromschienenstrahler, GLOBAL Adapter
    ·355° drehbar & 90° positionierbar

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·3-phase tracklight, GLOBAL Adapter
    ·355° rotation & 90° pivot

·Excellent optical performance with maximum eye comfort

For more info see: www.nekolighting.com

·Clevere Linsen & Re�ektorkombination ·Clever combination of lens & re�ector

Short InfoKurze Info

Features

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

70

270

137 72

90°355°

ON-OFF/ Phase Dim 1-10V Dim/ DALI Dim

215 216www.nekolighting.com



LED Tracklight
 /  FOCUS MNEKO

Order Information    

Optional accessary

P09-032

Primary�reflector

18° Honeycomb

Primary�reflector

P09-033

beam 25°beam

Color �nish

White    Black 

P09-034

Primary�reflector

35°

Primary�reflector

P09-035

beam 50°beam

Code
A2321C7W(X)

System outputLED Power System Power CCTCRI
3000K

4000K

90

90

LED outputBEAM

3000K

4000K

90

90

3000K

4000K

90

90

A2321C8W(X)

A2321D7W(X)

A2321D8W(X)

A2321E7W(X)

A2321E8W(X)

FOCUS M-42W

CITIZEN LED pwered by 1050mA constant current LED driver, White �xture

FOCUS M-42W-930-18D

FOCUS M-42W-940-18D

FOCUS M-42W-930-25D

FOCUS M-42W-940-25D

FOCUS M-42W-930-35D

FOCUS M-42W-940-35D

Model

2700 lm

2900 lm

38 W 42 W 3600 lm

3800 lm

18°

18°

25°

25°

35°

35°

38 W 42 W

38 W 42 W

38 W 42 W

38 W 42 W

38 W 42 W

2700 lm

2900 lm

3600 lm

3800 lm

2700 lm

2900 lm

3600 lm

3800 lm

18°
FOCUS  M-42W-930-18D

16986lx1m

4247lx

1887lx

1061lx

Height,Emax

10°0°10°

679lx

Diameter

Ø36

Ø71

Ø107

Ø142

(cm)

Ø178

20° 20°

2m

3m

4m

5m

25°

11322lx1m

2831lx

1258lx

708lx

Height,Emax

10°0°10°

453lx

Diameter

Ø43

Ø85

Ø128

Ø171

(cm)

Ø213

20° 20°

2m

3m

4m

5m

35°

5962lx1m

1491lx

662lx

373lx

Height,Emax

10°0°10°

239lx

Diameter

Ø66

Ø132

Ø197

Ø263

(cm)

Ø329

20° 20°

2m

3m

4m

5m

FOCUS  M-42W-930-25D FOCUS  M-42W-930-35D
50°

3542lx1m

885lx

393lx

237lx

Height,Emax

10°0°10°

141lx

Diameter

Ø95

Ø189

Ø284

Ø379

(cm)

Ø473

20° 20°

2m

3m

4m

5m

FOCUS  M-42W-930-50D

·Anti-glare ring provide 
 ultra lighting performance

·Speci�c mechanical rotation 
 control 0-355°

90

200

90°
355°

37

192

18° 25° 35° 50°

2600lm
2700lm
2900lm

42W CRI90
2700K
3000K
4000KCRI80

3000K

4000K

90

90

A2321F7W(X)

A2321F8W(X)

FOCUS M-42W-930-50D

FOCUS M-42W-940-50D

50°

50°

38 W 42 W

38 W 42 W

2700 lm

2900 lm

3600 lm

3800 lm

Light Distribution  

3000K

For more info see: www.nekolighting.com

50,000h@L80

UGR
IP20 < 19

·Drei-Phasen Stromschienenstrahler, GLOBAL Adapter
    ·355° drehbar & 90° positionierbar

·Beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·3-phase tracklight, GLOBAL Adapter
    ·355° rotation & 90° pivot

·Excellent optical performance with maximum eye comfort
·Clevere Linsen & Re�ektorkombination ·Clever combination of lens & re�ector

Short InfoKurze Info

Features

90

200

90°
355°

75

270

Remark: X= (ON-OFF)  X= (Phase Dim)  X= (1-10V Dim)  X= (DALI Dim)    F P  A D

ON-OFF/ Phase Dim 1-10V Dim/ DALI Dim
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PURE  M PURE  S

P
U

R
E

PURE  Art

LED Tracklight
/PURENEKO

Medium 

1 m

2 m

3 m

4 m

Narrow

Narrow, medium and wide beam angles are available for different lighting applications

Wide 

219 220www.nekolighting.com



LED Tracklight
 /  PUER ArtNEKO

·Anti-glare ring provide 
 ultra lighting performance

·Speci�c rotation control 0-355°

150

Ø55

0-90°

355°24° 36°18°

  900lm
  950lm
1000lm

2700K
3000K
4000K

15W CRI90
CRI80

Code
A2431C7W(X)

System outputLED Power System Power CCTCRI
950 lm

1000 lm

13 W 15 W 3000K

4000K

90

90

1200 lm

1300 lm

LED outputBEAM
18°

18°

3000K

4000K

90

90

24°

24°

3000K

4000K

90

90

36°

36°

13 W 15 W A2431C8W(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A243197W(X)950 lm

1000 lm

1200 lm

1300 lm A243198W(X)

A243137W(X)950 lm

1000 lm

1200 lm

1300 lm A243138W(X)

Order Information   

PURE Art-15W

CITIZEN LED pwered by 350mA  constant current LED driver, White �xture

Optional accessary

Honeycomb

P08-034

Color �nish

White    Black 

PURE Art-15W-930-18D

PURE Art-15W-940-18D

PURE Art-15W-930-24D

PURE Art-15W-940-24D

PURE Art-15W-930-36D

PURE Art-15W-940-36D

Remark: X= (ON-OFF)F

Model

Primary�reflector

P09-060

18°beam

P09-061

Primary�reflector

24°

Primary�reflector

P09-062

beam 36°beam

Light Distribution  

3000K

For more info see: www.nekolighting.com

36°

10°20°

1058lx1m

264lx

118lx

66lx

Height, Emax

10°0°

42lx

Diameter

Ø70

Ø139

Ø209

Ø279

(cm)

Ø348

20°

2m

3m

4m

5m

PURE Art-15W-930-36D

24°

2611lx1m

653lx

290lx

163lx

Height, Emax

10°0°10°

104lx

Diameter

Ø37

Ø74

Ø111

Ø147

(cm)

Ø184

20° 20°

2m

3m

4m

5m

PURE Art-15W-930-24D

18°

3322lx1m

830x

369lx

208lx

Height, Emax

10°0°10°

133lx

Diameter

Ø30

Ø60

Ø90

Ø119

(cm)

Ø149

20° 20°

2m

3m

4m

5m

PURE Art-15W-930-18D

50,000h@L80

UGR
IP20 < 19

·Drei-Phasen Stromschienenstrahler, POWERGEAR Adapter
    
·355° drehbar & 90° positionierbar
·beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·3-phase tracklight, POWERGEAR Adapter
    
·355° rotation & 90° pivot
·Excellent optical performance with maximum eye comfort

Short InfoKurze Info

Features

·Integriertes LED – Netzteil ·Internal LED driver
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LED Tracklight
 /  PURE SNEKO 

·Anti-glare ring provide 
 ultra lighting performance

·Speci�c rotation control 0-355°

25° 30°15°

  1650lm/1100lm
  /1200lm1700lm
1800lm/1300lm

2700K
3000K
4000K

21W/15W
CRI90
CRI80

Code
A2401B7W(X)

System outputLED Power System Power CCTCRI
1200 lm

1300 lm

13 W 15 W 3000K

4000K

90

90

1500 lm

1600 lm

LED outputBEAM
15°

15°

3000K

4000K

90

90

25°

25°

3000K

4000K

90

90

30°

30°

13 W 15 W A2401BBW(X)

13 W 15 W

13 W 15 W

13 W 15 W

13 W 15 W

A2401D7W(X)1200 lm

1300 lm

1500 lm

1600 lm A2401D8W(X)

A240127W(X)1200 lm

1300 lm

1500 lm

1600 lm A240128W(X)

Order Information   

PURE S-15W

CITIZEN LED pwered by 350mA  constant current LED driver, White �xture

Optional accessary

Honeycomb

P08-032

Color �nish

White    Black 

PURE S-15W-930-15D

PURE S-15W-940-15D

PURE S-15W-930-25D

PURE S-15W-940-25D

PURE S-15W-930-30D

PURE S-15W-940-30D

Remark: X= (ON-OFF)F

Model

Primary�reflector

P09-054

15°beam

P09-055

Primary�reflector

25°

Primary�reflector

P09-056

beam 30°beam

Light Distribution  

3000K

For more info see: www.nekolighting.com

0-90°

355°

138 Ø72

Code

A2412B7W(X)

System outputLED Power System Power CCTCRI

1600 lm

1700 lm

18 W 21 W 3000K

4000K

90

90

2000 lm

2100 lm

LED outputBEAM

15°

15°

3000K

4000K

90

90

25°

25°

3000K

4000K

90

90

30°

30°

18 W 21 W A2412B8W(X)

18 W 21 W

18 W 21 W

18 W 21 W

18 W 21 W

A2412D7W(X)1600 lm

1700 lm

2000 lm

2100 lm A2412D8W(X)

A241227W(X)1600 lm

1700 lm

2000 lm

2100 lm A241228W(X)

PURE S-21W

CITIZEN LED pwered by 500mA  constant current LED driver, White �xture

PURE S-21W-930-15D

PURE S-21W-940-15D

PURE S-21W-930-25D

PURE S-21W-940-25D

PURE S-21W-930-30D

PURE S-21W-940-30D

Remark: X= (ON-OFF)F

Model

15°

9704lx1m

2426lx

1078lx

606lx

Height, Emax

10°0°10°

388lx

Diameter

Ø28

Ø57

Ø86

Ø114

(cm)

Ø143

20° 20°

2m

3m

4m

5m

PURE S-21W-930-15D

25°

8624lx1m

2156lx

958lx

539lx

Height, Emax

10°0°10°

345lx

Diameter

Ø43

Ø86

Ø130

Ø174

(cm)

Ø217

20° 20°

2m

3m

4m

5m

PURE S-21W-930-25D

30°

10°20°

5937lx1m

1484lx

660lx

371lx

Height, Emax

10°0°

237lx

Diameter

Ø52

Ø103

Ø155

Ø207

(cm)

Ø258

20°

2m

3m

4m

5m

PURE S-21W-930-30D

50,000h@L80

·355° drehbar & 90° positionierbar
·beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·355° rotation & 90° pivot
·Excellent optical performance with maximum eye comfort

Short InfoKurze Info

Features

·Integriertes LED – Netzteil ·Internal LED driver

UGR
IP20 < 19

·Drei-Phasen Stromschienenstrahler, POWERGEAR Adapter
    

·3-phase tracklight, POWERGEAR Adapter
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LED Tracklight
 /  PURE MNEKO

·Anti-glare ring provide 
 ultra lighting performance

·Speci�c rotation control 0-355°

30° 45°18°

  2600lm
  2700lm
2900lm

2700K
3000K
4000K

28W CRI90
CRI80

Order Information   

Light distribution  

3000K

For more info see: www.nekolighting.com

0-90°

355°

200
Ø90

Optional accessary

Honeycomb

P08-033

Color �nish

White    Black 

Primary�reflector

P09-057

18°beam

P09-058

Primary�reflector

30°

Primary�reflector

P09-059

beam 45°beam

Code
A2421C7W(X)

System outputLED Power System Power CCTCRI
2700 lm

2900 lm

25 W 28 W 3000K

4000K

90

90

3400 lm

3600 lm

LED outputBEAM
18°

18°

3000K

4000K

90

90

30°

30°

3000K

4000K

90

90

45°

45°

25 W 28 W A2421C8W(X)

25 W 28 W

25 W 28 W

25 W 28 W

25 W 28 W

A242127W(X)2700 lm

2900 lm

3400 lm

3600 lm A242128W(X)

A242177W(X)2700 lm

2900 lm

3400 lm

3600 lm A242178W(X)

PURE M-28W

CITIZEN LED pwered by 700mA  constant current LED driver, White �xture

PURE M-28W-930-18D

PURE M-28W-940-18D

PURE M-28W-930-30D

PURE M-28W-940-30D

PURE M-28W-930-45D

PURE M-28W-940-45D

Remark: X= (ON-OFF)F

Model

18°

19185lx1m

4796lx

2132lx

1199lx

Height, Emax

10°0°10°

767lx

Diameter

Ø33

Ø66

Ø99

Ø132

(cm)

Ø165

20° 20°

2m

3m

4m

5m

PURE M-28W-930-18D

30°

10589lx1m

2647lx

1177lx

662lx

Height, Emax

10°0°10°

423lx

Diameter

Ø56

Ø112

Ø168

Ø224

(cm)

Ø280

20° 20°

2m

3m

4m

5m

PURE M-28W-930-30D

45°

10°20°

4282lx1m

1070lx

476lx

268lx

Height, Emax

10°0°

171lx

Diameter

Ø86

Ø171

Ø257

Ø342

(cm)

Ø428

20°

2m

3m

4m

5m

PURE M-28W-930-45D

·355° drehbar & 90° positionierbar
·beste Lichtatmosphäre für angenehmen und blendfreien Sehkomfort

·355° rotation & 90° pivot
·Excellent optical performance with maximum eye comfort

Short InfoKurze Info

Features

·Integriertes LED – Netzteil ·Internal LED driver

UGR
IP20 < 19

·Drei-Phasen Stromschienenstrahler, POWERGEAR Adapter
    

·3-phase tracklight, POWERGEAR Adapter
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 MOON

Oliver Königs 

MOON LED CEILING LIGHT
A perfect combination of 
contemporary design 
and uniform soft light

350

 
18W/ 25W LED

Gemäss dem Designer OLIVER KÖNIGS ist MOON gleichzeitig Neuinterpretation der klassischen Deckenleuchte 
und zeitgemässe Umsetzung der eleganten architektonischen Lichtfläche. Denn sie ist sowohl als räumlich 
strahlendes Volumen als auch als diffus leuchtende Lichtfläche erhältlich. In beiden Fällen ist die MOON formal 
reduziert auf die universellste aller Formen, den schlichten, perfekten Kreis.

Formal herausstechend ist dabei die durch LED ermöglichte, geringe Höhe der MOON. In den Aufbauversionen 
erhält die Leuchte dadurch eine besonders elegante und schlanke Erscheinung. Und in den Einbauversionen 
eröffnen sich durch die reduzierte Höhe ganz neue Möglichkeiten auch bei schwierigen  Platzverhältnissen.

Technisch zeichnet sich die MOON durch ein innovatives Baukastenprinzip aus, in dessen Zentrum die 
austauschbare Lichteinheit installiert wird. Dem Kunden steht dadurch eine Vielzahl an unterschiedlichen 
Konfigurationen der Leuchte zur Verfügung, so dass sie sich in den unterschiedlichsten Situationen einsetzen lässt.

According to designer OLIVER KOENIGS, MOON is a new interpretation of the classic ceiling light. Available in both 
round volume-emitting and diffused area lighting, it brings an elegant contemporary influence  feel to an architectural 
lighting scheme. In each style, MOON is formally reduced to the most universal of all shapes: the plain and perfect 
circle.

One of the most outstanding features of MOON is its low profile, due to the use of LED bulbs. Its surface-mounted 
design creates a completely smooth and elegant appearance. The recessed version, with its minimal height, 
facilitates many options even when there is little space available.

MOON uses an innovative modular technology concept with an interchangeable lighting engine at its core. Thus, a 
large variety of product configurations are available to customize the illumination to a variety of lighting situations.

227 228www.nekolighting.com



M350S-VMH
Lighting Volume
Surface Mounted
High base 

M350S-VTH
Lighting Volume
Recessed Trimless
High base 

M350S-PTH
Lighting Plain
Recessed Trimless
High base

 LED CEILING LIGHT SERIES

MOON is a new interpretation 
of the classic ceiling light.
Both lighting volume and lighting 
plain design are available

LED CEILING LIGHT ENGINE 
Choose different installation base
Very easy to realize your preferred 
lighting application 

 MOON
Innovative modular design

IK10 APPROVED

ONE FOR ALL

M350S-PK1-VH M350S-PK1-PH

M350S-PMH
Lighting Plain
Surface Mounted
High base 

M350S-VFH

Lighting Volume
Recessed with Frame
High base

229 230www.nekolighting.com
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MOON light engine is characterized by an
innovative modular concept, which makes 
it easy to choose and utilize the luminaire 
in many different situations.

Plain and perfect-circle shaped MOON 
provides you the most sophisticated 
architectural look of ceiling light. We 
put in the best design and advanced 
industrial art to perform smooth and 
flawless lighting ambience. Minimalist, 
clean edge and flat cover interpret its 
contemporary design.

Instead of vacuum-forming, the satin 
diffuser of MOON is made of high-end 
injection moulding technique to create 
uniform and royal lighting enjoyment. 
Micro prism sheet is optional, 
for anti-glare effect.

Special twist & lock mechanism 
ensures easy installation.
IP54 waterproof and dustproof, 
maintenance free.

Output�Current

700mA��

500mA�

ON-OFF

�PHASE�DIM�
1-10V�DIM�
DALI�DIM

Control Type

Standard

Option

Standard

Option

Option

Option

EPS pack 90min  

Emergency Power Supply

Option

LED Driver

Code Luminaire output LED Power System Power CCTCRI
M350S-830

M350S-840

1800 lm

1900 lm

18 W

18 W

20 W

20 W

3000K

4000K

83

83

2500 lm

2600 lm

LED output BEAM
120°

120°
M350S-830

M350S-840

2500 lm

2700 lm

25 W

25 W

28 W

28 W

3000K

4000K

83

83

3500 lm

3700 lm

120°

120°

500 mA

500 mA

LED current

700 mA

700 mA

Information

Eigenschaften / Features

    Minimalist, clean edge and 
    contemporary design.

        Satin diffuser for uniform light distribution. 

IP54 protection rated. Maintenance free.

    Twist-lock mechanism design, 
    simple installation.

 M350S LED LIGHT ENGINE

M350S
LED CEILING LIGHT ENGINE 

Das MOON-Lichtmodul zeichnet sich 
durch ein innovatives Modularkonzept aus,  
das eine besonders einfache Auswahl und 
Verwendung der Leuchte in verschiedensten 
Situationen ermöglicht.

Die MOON mit klar konturierter Vollmondform 
verleiht Ihrer Deckenbeleuchtung eine Optik, 
die den höchsten architektonischen Ansprüchen 
gerecht wird.  Wir haben das Optimum an Design 
mit modernster Industriekunst gepaart, um eine 
weiche,  makellose Lichtatmosphäre zu schaffen. 
Minimalistische, scharfkantige Konturen und eine 
flache Abdeckung sind Ausdruck ihres 
zeitgemässen Designs.

Das MOON-Lichtmodul wurde anstatt durch 
Vakuumtiefziehen mithilfe einer hochmodernen 
Spritzgusstechnik hergestellt, wodurch Sie in 
den Genuss einer herrlichen, gleichmässigen 
Beleuchtung kommen. Die Mikroprisma-Abdeckung 
ist optional und dient als Blendschutz.

Der spezielle Twist & Lock-Mechanismus sorgt für 
eine einfache Installation.
Wasser- und staubdicht nach IP54, wartungsfrei.

EPS pack 3hour  Option

 MOON
Innovative modular design

IK10 APPROVED

ONE FOR ALL

1. Zeitgemässes, minimalistisches 
    Design mit klaren Konturen.

2. Seidenmatter Diffusor für gleichmässige Lichtverteilung. 

 3. IP54-Schutzklasse. Wartungsfrei.

4. Design mit Twist-Lock-Mechanismus, 
    einfache Installation.

·

·

·

·

·

·

·

·

·

·

1m

2m

3m

4m

5m

DiameterHeight Eavg,Emax

361.54cm126.3,563.0lx

723.09cm31.58,140.7lx

1084.63cm14.03,62.55lx

1446.18cm7.894,35.19lx

1807.72cm5.052,22.52lx

1m

2m

3m

4m

5m

DiameterHeight Eavg,Emax

362.29cm171.5,763.3lx

724.58cm42.87,190.8lx

1086.87cm19.05,84.81lx

1449.16cm10.72,47.70lx

1811.45cm6.859,30.53lx

For more info see: www.nekolighting.com
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Utilization Factors
Room Re�ectance Room Index

SHR Nom = 1.50
According to DIN EN 13032-2  2004

0.80Floor 
70

Ceiling Walls  
50 20

1.00 1.25 1.50 2.00 2.50 3.00 4.00 5.00
61 68 74 82 86 91 96 99

�LUMINANCE cd / (m

     85
     80
     75
     70
     65
     60
     55
     50

0°
30°

60°

90°

120°

150°
-/+180°

-150°

-120°

-90°

-60°

-30°

AVERAGE BEAM ANGLE(50%):122.2 DEG

M350S-830 at 500mA/18W Light output ratio
LOR
ULOR
DLOR
FFR
BLF

100 %
0 %

100 %
0.00 (0:100)

1.00

SHR Max = 1.50

 G(DEG) C0/180 C90/270
9612  9107
7102  6825
6485  6294
6265  6121
6167  6054
6110  6015
6071  5991
6042  5973

(

52

Utilization Factors
Room Re�ectance Room Index

SHR Nom = 1.50
According to DIN EN 13032-2  2004

0.80 1.00 1.25 1.50 2.00 2.50 3.00 4.00 5.00
61 68 74 82 86 91 96 99

     85
     80
     75
     70
     65
     60
     55
     50

0°
30°

60°

90°

120°

150°
-/+180°

-150°

-120°

-90°

-60°

-30°

M350S-830 at 700mA/25W Light output ratio
LOR
ULOR
DLOR
FFR
BLF

100 %
0 %

100 %
0.00 (0:100)

1.00

SHR Max = 1.50

13083 12378
9659  9275
8813  8554
8514  8319
8381  8225
8299  8172
8243  8136
8204  8111AVERAGE BEAM ANGLE(50%):122.2 DEG

�LUMINANCE cd / ( m  )

Floor 
70

Ceiling Walls  
50 20

231 232www.nekolighting.com



V: Lighting Volume
M: Surface Mounted
H: High Base 

18W CRI90
2700K
3000K
4000K

2300lm
2500lm
2700lm CRI80

Short InfoKurze Info

Features

IP54

Surface Mounted Light  
  MOON / M350S-VMHNEKO /

IK10

25W 50,000h@L80

Ø350 

1
0

0 5
0 

Installation base: VH

LED driver

M350S light engine

Umfeldbeleuchtungseffekt bietet eine angenehme Lichtatmosphäre.
Aufbausockel, nahtloser, gestanzter Stahl mit schwarzer oder 
weisser Pulverbeschichtung.
Hoher Sockel mit integriertem LED-Treiber.
Ausgereiftes Twist & Lock-System, einfach zu installierendes 
Deckenlichtmodul.
Clever designte Metallstange mit Bohrung zur Montage von 
LED-Treibern unterschiedlicher Grösse.

Robustes Deckenlichtmodul mit Gehäuse aus Spritzguss-PC, 
Schutzart IP54.

Modulares Design, Kunde kann Installationssockel, Lichtmodul und 
LED-Treiber separat bestellen.

Lighting volume effect provides comfortable lighting ambience.
Surface mounted base, seamless stamping steel with black or 
white powder coating.
High base with LED driver inside.
Advanced twist & lock mechanism design, easy to install ceiling light engine.
Smart designed metal bar with fixing hole for different sizes of LED driver.

Robust ceiling light engine with plastic-injection PC cover, IP54 protection.
Modular design, customer can order installation base, light engine and 
Led driver separately.

· 
· 

· 
· 

· 

· 

· 

· 
· 

· 
· 

· 
· 

(Thickness <=30mm)

Black base White base

·Emergency power supply available

233



Akzent-Leuchteffekt für klares Licht.
Aufbausockel, nahtloser, gestanzter Stahl mit schwarzer oder 
weisser Pulverbeschichtung.
Hoher Sockel mit integriertem LED-Treiber.
Die Mechanikkomponente im Sockel kann justiert werden, um 
bei der Ausführung PMH-R einen Einbauleuchteneffekt zu erzielen.
Ausgereiftes Twist & Lock-System, einfach zu installierendes 
Deckenlichtmodul.
Robustes Deckenlichtmodul mit PC-Gehäuse aus Spritzguss-PC, 
Schutzart IP54
Modulares Design, Kunde kann Installationssockel, Lichtmodul und 
LED-Treiber separat bestellen.

P: Lighting Plain
M: Surface Mounted
H: High Base 

18W CRI90
2700K
3000K
4000K

2300lm
2500lm
2700lm CRI80

Short InfoKurze Info

Features

IP54

Surface Mounted Light  
  MOON / M350S-PMHNEKO /

IK10

25W 50,000h@L80

· 
· 

· 
· 

· 

· 

· 

· 
· 

· 
· 

· 

· 

Black base White base

·Emergency power supply available

Ø355 

8
7

Installation base: PH

LED driver

M350S light engine

(Thickness <=30mm)

Clean lighting plain effect.
Surface mounted base, seamless stamping steel with black or 
white powder coating.
High installation base with LED driver inside.
Mechanism part down in base can be adjusted to get recessed light 
effect with PMH-R version.
Advanced twist & lock mechanism design, easy to install ceiling 
light engine.
Robust ceiling light engine with plastic-injection PC cover, IP54 protection.

Modular design, customer can order installation base, light engine and 
LED driver separately.

· 
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V: Lighting Volume
T: Recessed Trimless
H: High Base 

18W CRI90
2700K
3000K
4000K

2300lm
2500lm
2700lm CRI80

Short InfoKurze Info

Features

IP54

Recessed Light  
  MOON / M350S-VTHNEKO /

IK10

25W 50,000h@L80

Umfeldbeleuchtungseffekt bietet eine angenehme Lichtatmosphäre.

Hoher Sockel mit integriertem LED-Treiber.
Ausgereiftes Twist & Lock-System, einfach zu installierendes 
Deckenlichtmodul.

Robustes Deckenlichtmodul mit Gehäuse aus Spritzguss-PC, 
Schutzart IP54.
Modulares Design, Kunde kann Installationssockel, Lichtmodul und 
LED-Treiber separat bestellen.

· 
· 
· 
· 

· 

· 

· 

· 
· 
· 
· 
· 

· 

Black base White base

·Emergency power supply available

Ø350 

1
4

0
5

0 

90
200

545

Installation base: VH

LED driver

M350S light engine

(Thickness <=30mm)

Recessed installation kit: RIK350

Zartes, rahmenloses Design mit versenktem Installationssockel

Installationssockel gleich wie bei Ausführung VMH, gestanzter Stahl 
mit schwarzer oder weisser Pulverbeschichtung.

Pure lighting volume design provides comfortable Lighting ambience.
Delicate trimless design with installation base recessed.
High base with LED driver inside. 

Installation base part same with VMH version, stamping steel with black 
or white powder coating.

Advanced twist & lock mechanism design, easy to install ceiling light engine.

Robust ceiling light engine with plastic-injection PC cover, IP54 protection.
Modular design, customer can order installation base, light engine and 
LED driver separately.

· 
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V: Lighting Volume
F: Recessed with Frame
H: High Base 

18W CRI90
2700K
3000K
4000K

2300lm
2500lm
2700lm CRI80

Short InfoKurze Info

Features

IP54

Recessed Light  
  MOON / M350S-VFHNEKO /

IK10

25W 50,000h@L80

Umfeldbeleuchtungseffekt bietet eine angenehme Lichtatmosphäre.

Hoher Sockel mit integriertem LED-Treiber.
Ausgereiftes Twist & Lock-System, einfach zu installierendes 
Deckenlichtmodul.

Robustes Deckenlichtmodul mit Gehäuse aus Spritzguss-PC, 
Schutzart IP54.
Modulares Design, Kunde kann Installationssockel, Lichtmodul und 
LED-Treiber separat bestellen.

· 
· 
· 
· 

· 

· 

· 

· 
· 
· 
· 
· 

· 

Black base White base

·Emergency power supply available

Zartes, rahmenloses Design mit versenktem Installationssockel

Einbau-Installationssockel mit Rahmen, gestanzter Stahl 
mit schwarzer oder weisser Pulverbeschichtung.

Pure lighting volume design provides comfortable Lighting ambience.
Delicate trimless design with installation base recessed.
High base with LED driver inside. 

Recessed installation base with frame, stamping steel with black 
or white powder coating.

Advanced twist & lock mechanism design, easy to install ceiling light engine.

Robust ceiling light engine with plastic-injection PC cover, IP54 protection.
Modular design, customer can order installation base, light engine and 
LED driver separately.

· 

Ø355 

1
1

4
5

0 

Installation base: VF

LED driver

M350S light engine

(Thickness <=30mm)

Easy installation kit: ERIK350
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Akzent-Leuchteffekt für klares Licht.
Zartes, rahmenloses Design mit Einbau-Installationssockel.
Hoher Sockel mit integriertem LED-Treiber.

Ausgereiftes Twist & Lock-System, einfach zu installierendes 
Deckenlichtmodul.
Robustes Deckenlichtmodul mit PC-Gehäuse aus Spritzguss-PC, 
Schutzart IP54
Modulares Design, Kunde kann Installationssockel, Lichtmodul und 
LED-Treiber separat bestellen.

P: Lighting Plain
T: Recessed Trimless
H: High Base 

18W CRI90
2700K
3000K
4000K

2300lm
2500lm
2700lm CRI80

Short InfoKurze Info

Features

IP54

  MOON / M350S-PTHNEKO /

IK10

25W 50,000h@L80

· 
· 
· 
· 

· 

· 

· 

· 
· 

· 
· 

· 

· 

Black base White base

·Emergency power supply available

Clean lighting plain effect.

High installation base with LED driver inside.

Advanced twist & lock mechanism design, easy to install ceiling 
light engine.

Robust ceiling light engine with plastic-injection PC cover, IP54 protection.
Modular design, customer can order installation base, light engine and 
LED driver separately.

· 

Recessed Light  

Ø355 

8
7

90
200

545

Installation base: PH

LED driver

M350S light engine

(Thickness <=30mm)

Recessed installation kit: RIK350

Delicate trimless design with installation base recessed.

Installationssockel gleich wie bei Ausführung PMH, gestanzter Stahl 
mit schwarzer oder weisser Pulverbeschichtung.

Installation base part same with PMH version, stamping steel with black 
or white powder coating.
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V: Lighting Volume
P: Pendant
H: High Base 

18W CRI90
2700K
3000K
4000K

2300lm
2500lm
2700lm CRI80

Short InfoKurze Info

Features

IP54

Pendant Light  
  MOON / M350S-PK1-VHNEKO /

IK10

25W 50,000h@L80

· 
· 

· 
· 

· 

· 
· 

· 

· 

· 
· 

· 
· 

Black base White base

·Emergency power supply available

Ø350 

1
0

0 

LED driver

Installation base: VH

M350S light engine

Pendant kit: PK1

<1.7M
<1.5M

Ø100 

Umfeldbeleuchtungseffekt sorgt für eine angenehme Lichtatmosphäre.

1,7 m langes Edelstahl-Seil, senkrechte Hängelampenhöhe von 
der installierenden Person festzulegen.
Installationssockel aus nahtlosem, gestanztem Stahl mit integriertem 
LED-Treiber.

Modulares Design für Hängeleuchte.
Kunde kann untereinander kombinierbare Teile separat bestellen.

Druckguss-Zinkhaube, Durchmesser Ø100 mm.

Farben weiss und Schwarz sind Standard, optional Chrom.
Robustes Deckenlichtmodul mit Spritzguss-PC-Gehäuse, 
IP54-Schutz.

· 

Modular design for pendant light.
Customer can order interchangeable parts separately.
Lighting volume effect provides comfortable lighting ambience.
Die-cast zinc canopy diameter Ø100mm.
Stainless steel pendant cable 2.5M length, vertical pendant 
height specified by installer.
Seamless stamping installation base with LED driver inside.
White and black color as standard and chrome color for option.
Robust ceiling light engine with plastic-injection, PC cover, 
IP54 protection.

· 

· 

(Thickness <=30mm)
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18W CRI90
2700K
3000K
4000K

2300lm
2500lm
2700lm CRI80

Short InfoKurze Info

IP54 IK10

25W 50,000h@L80

· 
· 

· 
· 
· 

· 

· 

· 
· 
· 

· 
· 

Black base White base

· 

P: Lighting Plain
P: Pendant
H: High Base Pendant Light  

  MOON / M350S-PK1-PHNEKO /

Features

·Emergency power supply available

LED driver

Installation base: PH

M350S light engine

Pendant kit: PK1

(Thickness <=30mm)

Ø355 

8
7

<1.7M
<1.5M

Ø100 

Modulares Design für Hängeleuchte.
Kunde kann untereinander kombinierbare Teile separat bestellen.

Druckguss-Zinkhaube, Durchmesser Ø100 mm.
1,7 m langes Edelstahl-Seil, senkrechte Hängelampenhöhe von 
der installierenden Person festzulegen.
Installationssockel aus nahtlosem, gestanztem Stahl mit integriertem 
LED-Treiber.
Farben weiss und Schwarz sind Standard, optional Chrom.
Robustes Deckenlichtmodul mit Spritzguss-PC-Gehäuse, 
IP54-Schutz.

Das Lichtmodul kann bündig oder versenkt sein.

· 

· 
· 

Modular design for pendant light. 
Customer can order interchangeable parts separately.

Die-cast zinc canopy diameter Ø100mm.
Stainless steel pendant cable 1.7M length, vertical pendant 
height specified by installer. 
Seamless stamping installation base with LED driver inside.
White and black color as standard and chrome color for option.
Robust ceiling light engine with plastic-injection PC cover, 
IP54 protection.

Lighting plain can be flat or recessed. 

· 
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Surface Mounted Pendant

MOON LIGHT SELECTION MATRIX

No extra accessory

M350S-VML

M350S-VMH

M350S-PMH

M350S-VTH

M350S-PTH
M350S-PK1-PH

Pendant kit: Pk1
Recessed installation kit: RIK350

PH350 base

VL350 base

VH350 base

Installation base code

VFH base M350S-VFH

Recessed

Installation kits

Easy Recessed installation kit: ERIK350

247 228www.nekolighting.com 244www.nekolighting.com



Partnerschaft/ Partnership

German Of�ce

 Headquarters

N. America

Factory

Shanghai Of�ce 
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Switzerland Headquarters

NEKO LIGHTING AG

Tel: +41 44 451 80 15
sales@nekolighting.com

www.nekolighting.com 

Heithofer Allee 6 59071 Hamm, Germany

German Of�ce

NEKO LIGHTING GmbH

Tel: +49 2381 8760073

info@nekolighting.de

www.nekolighting.de 

10/F ,Building A, SenYang High-Tech Park, No.7 Road,
GuangMing District, Shenzhen, P.R.China | P.C.: 518132

China Factory

NEKO LIGHTING LTD.

Tel: +86 755 3669 7712

Melina@nekolighting.com

3025 Bates Road, Montreal, QC H3S 2W8, Canada
357 Cortland Street, Belleville, NJ 07109, USA

N. America

NEKO LIGHTING INC.
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